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CAWOO/PASSENOER CONVERSION - MAINTENANCE PRACTICES 


General 


"Tho airplans шау be operated in an all passengor or an ell cargo configu- 
ration, or in several cargo/pansengor combinations. All oquipaent neces- 
беку for conversion may be carried on the airplane, and is stovable out of 
tho main cabin area. Interior arrangements ollow for from zero to fourteen 
pallots. If bulk cargo is boing carried, ол aisle is provided elong the 
loft side by an aisle net and stanchions. T 


All but two smoke detector pickups aro located to the left of airplane 
centerline in the main cargo area. Тһе two most aft detectors aye located 
under one cover forward of the right forward aft lavatory on the right side. 
Whe cover of the foruerdnoab detector (over the lsrgo cargo door) must be 
removed to facilitate cargo loading and to prevent being damaged, 


‘The utility duct outlets must be closed whenever seats are removed, and in 
the all cargo configuration the toilet vent must be closed. 


Provisions for 25-man liferafte are located throughout the cabin eres to 
allow for any cargo/passenger combination. 


2. Gexgo/Passenger Conversion ~ Items Required 


A. 


The following Hsted conversion items are referred to in the accompanying 
illustrations. 


(1) Evacuation slides at entrance and service doors, 

(2) Aft double attendant's seat. А 
(3) Fixed emergency oxygen cylinders (two 111 cu, ft.) in eft drop ceiling. 
(h) Galley units 3, h, 3, and 6. 

(S) Fixed first aid oxygen cylinder (one 111 cu, ft.) in aft drop ceiling. 


(6) First aid kit in aft coatroom, left side, 


. (T) Firo extingutohers (one С02 and one nao) in aft coatroom, left sido, 


(8) Portable oxygen cylinders (one 11 cu. ft. with maske) in aft overhead 


stowage racks, 


(9) Provisions for two liferafts in aft drop ceiling, 


(10) Туре 1 emergency exits not usable. 
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(31) туро 1 emergency exito цавъ1е; for aent clearance see Figuro 202, 


Byaoustion slides at Type 1 exits. 


(12) Four oxygen maoko in overhead stowage racks (8 possible places). 


(13) Туре IIX emorgonoy oxito usable; for sent clearance все Figure 202. 


(14) Five extinguishers, two HgO and one 002, in forward controon. 


(15) Double attendant's seat, forward. 


(16) Oxygen masks in overhead stowage rack, two places, 


(17) Forvara corgo barrier and crew galley (вое Figure 201), Fire extin- 


guisher, dry with applicator, aft of radio rack. Provisions for one 10- 
төп l&feraft оп floor near observer's station. 


(18) Movable passenger/cargo divider partition. 


(19) Portable oxygen (11 cu. 4%,), provisions for one right side and two 


left sido in beg rock near lifereft compartments, Also опе in overhead 
stowage rack, right side. 


(20) Provisions for liferafts in removable compartments. 


(21) да ву unit No. i, with oxygen masks for attendants, 
(22) Galley unit No. 2. 


(85) Smoke detector units (see Figures 201 and 203). 


(24) слове toilet vent outlet, located on bottom outer surface of skin neer 


eirplane centerline below aft lavatories (see Figure 205). 


(25) Рам in utility trays with adapters, one adapter required for cach 


triple seat without another seat forvard. 


D 
3. General Requirements for Conversion and Btowege of Cabin Equipment 


A. ‘The cabin cen provide seats for 156 passengers, or it has room for 24 
pallets or nine'combinations of passenger and cargo interiors, 

B. Ап all-passenger configuration may have the crew galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (or suitable con- 
tainers) containing в 14-pallet loading system (exoluding pellets) stowed 
in the lover cargo compartments. A portable toilet, courier seat, and 
Supplemental courier seat жау also be carried when necessary, 
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C. An all-cargo configuration may havo the pasponger seats, galleys, cargo 
partition, and all other passenger cabin equipment carried in the lower 
corgo compartments ond oft lavatories. 


HORE: Tho equipment bags and equipsent boxes referred to in the following 
stops are to bo manufactured locally, 


u. Conversion end Stowage of Cabin Equipment 


А. Open galley service doors, 
В. Position one fork lift or pallet loader at each galley service door, 
NOTE: The fork lifte or pallet loaders used must have а vertical 111% of 
11 feet, If fork lifts are used, a 7 x 10 foot pallet should ђе 
used for unloading of seats end small pieces of equipment, 


€. Position 6411 cloth bage and equipment begs for protection of seate at 
eft galley service door. 


р, Recommended stations, vork crews and assigned tasks, 


(1) Craw Но, 1 (6 men) to remove end install equipment in forvard section 
of airplane. 


(2) Crew No. а (6 вап) to remove and install equipment in center ond aft 
sections of airplane, 


(3) Craw Но. 3 (3 mon) to remove ond load equipment: in forward cargo 
compartment, 


(u) Crew Но. k (3 men) to remove and load equipment in aft cargo compartment, 
NOIE: For maximum efficiency, crews No. 1 and 2 should work simultane- 
оцв1у anà independently of crews lio. 3 and 


3. Remove Cabin Equipment - Forward Section 
А. Remove evacuation slides from passenger entrance and galley service doors, 


В, Fold down seat backs, disconnect log from seat track, and remove seat, 
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Remove windscreen located aft of forvard passenger door. 
Remove floor covering. (Boe 25-27-0.) 


(1) Remove thresholds, cover strips, end floor covering at flight couport- 
ment, Replace end tighten screws, 


(2) Roll up carpets, placing plastic retaining atrips inside rolls, and tie 
each roll seperately. 


(3) Remove thresholds, cover strips, end floor covering in ares of forward 
galleys, Replace and tighten sorows. 


Convert upper cargo door, (See Chapter 52.) 
(1) Remove lincrs from bottom of door. 
(2) Remove snap-out panels from door, 
(3) Unlateh and open door. 


(4) Remove cover from smoke detector unit located over uppsr cargo door 
(see Figures 201 and 20). 


Е, Unload cabin equipment and position near forward lower cargo compartment. 

NOPE: Other equipment my be unloaded as it is removed and positioned 
near the forward lower cargo compartuent. 

G, Remove portable oxygen cylinders from left end right bag racks and stow in ^ 
aft lavatories. 

Н. Fold down and secure overhead stowage racks in area where seats have been 
removed (see 25-25-0), 
NOTE: Remaining overhead stowage racks may be folded down ав seats are 

removed. 

1. Disconnect and remove galley Но. 1 (see 25-30-0). 

d. Disassemble galley No, 1 into sections, Place all hardware in в cloth bag 
and secure bag to one section, | 

K. Disconnect and remove galley No. 2 (see 25-30-0). , 

1, Некоме fire extinguishers and brackets from forward coatroom and stow in 
aft lavatories. 

М. Disconnect and disassemble unitized lavatory and coatroom located forward 
of galley No, 1 (see 25-41-0), 

N, Disconnect and disassemble crew lavatory and inboard partition, 3f called 
for in cargo configuration. 
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Stow toilet bowl возелЬДу for crew lavatory in one of aft levatorios, 
Tuntall cargo loading system. 
а) бун cargo Loading system hardware for pallet positions Но, 1 and 
. 2, 


NOTE: Othor soctions of the cargo loading syatem may be inotalled ns 
boata, equipment, and floor sovaring вто reroved, 


6, Remove Cabin Equiptent > Aft Section 


А, 


в. 


Aug 


Remove containors with evacuation slides from passonger entrance and galley 

service doors, 

Renove aisle and galley curtains and stow jn aft lavatory, 

Disconnect and remove galley lio. № (ase 25-30-0). 

Remove fire extinguishers and brackets from aft side of galley Но. 5 aud 

stow in one of aft lavatories, 

Renove first aid kit, oxygen masks, coatroom shelf, and curtain from coat- 

room and stow in one aft lavatory. 

Remove partition, vith attendants’ seat, located forward of galley No. 5. 

Disconnect and remove gelley Но, 5 (вее 25-30-0). 

Disassemble galley Шо. 5 into two sections. Place all hardware in а cloth 

bag and secure bag to one section. 

Disconnect end remove galley По, 6 (вее 25-30-0). 

Disassemble galley По. 6 into tvo sections, Place all hardware in а cloth 

bag and secure to one section. 

Remove forward aft lavatory (see 25-h0-0). 

HORE: If an 88 x 100-1nch pallet is used in pellet position lh, the 
forvard aft lavatory need not be removed. If an 88 x 125-inch 
Pallet i8 used, remove the forvard aft lavatory on tho right sido, 
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T. Remove Cabin Equipment — Center Section 


А. Remove evacuation slides end containers from Type I emergency exit doors, 
Fight end left sides. 
| В. Fold down seat backs, disconnect leg from seat track and remove soat. 
0. Unload cabin equipment and position near forward lower cargo compartment, 
КОТЕ: Unload equipment and stow in aft lower cargo compartment. 
D. Roll up carpets, placing plastic retaining strips inside rolls, and tie 
each roll separately. 
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Told down seat backo, disconnect leg from seat track and remove seat. 
Unload cabin equipuent and position near forvard lover esrgo compartment, 


NOTE: Other equipment may be unloaded as it ів removed and positioned 
noar the forward lower cargo compartment. 


Roll up carpet, placing plastic retaining strips incide rolls, and tie roll 
soperabely. У 


Renove portable oxygen cylinders, vith maske, fron ovorhend stowage racks 
and atov in aft lavatory. 


Fold down and secure overhead stowage racks (see 25-25-0), 
Renove Jiferatt compartment fron bag rack, right side, 
Digconnect and remove galley По. 3 (see 25-30-0). Ы 


Disassemble galley По. 3 into three sections. Place all bardvare in а 
cloth beg and secure bog to one section. 


Remove screws in threshold and cover strips. Remove floor covering, , 
replace and tighten screws, 
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| E Renova portable oxygon oyMudero from left and right beg каско and stow in 
aft lavatory. 


| Р. Fold down and seoure overhead stovaga raoko (seo 25-25-0), 
] % Renovo Mferart conportmante from wight вла left overhead stowage хеоКб, 
M. Renova movable divider partition (seo 25-2)-0). Stow curtain in dft 
levotory, 
8, Remove Cargo Loading System Equipment Boxes 


A. Unload cargo equipment boxes from tito rache in forward Lover cargo oome 
partnent, 


КОЖЕ: The box containing the ball transfor conveyor asgembiica may be 
opened inside the cargo compartment and the assemblies removed 
separately. 


В. After cargo loeding system has been removed install retaining straps on 
cargo equipment boxes, Position boxes hear forward lower cargo compartment. 


6. Unload forward barrier net, eren galley if applicable, and cargo door 
cylinder, Position near forward uppor cargo door, 


d. Unload cargo partition sections and hardware, 


9. Install Crew Equipment and Facilities 


А. Install courier seat ard supplemental seat, if called for in cargo cone 
figuration (see 25-11-h and 25-11-5). 


B. Тювба11 crew galley-snd horizontal bean. 


€. Iustall barrior net, 


D, Install carry-on tollet, if called for in cargo configuration. 


30, Load Cargo Loading System Equipment Boxes and Cabin Equipment 
A. Place cargo equipment boxes in forvard Lover cargo compartment. 


B. Stow cabin equipment in lower cargo compartments. 
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11. Prepare for Cabin Conversion 
A. open upper cargo door and galley eorvlee doors. 


В, -Position two fork Lifto ог pallot loaders, one at uppór cargo door and ono 
at forward lover cargo ecnpartmonts 


NOTE: The fork lifts or pallot loadero must have а vertical lift of 11 
faot, If fork lifts are usod, a 7 x 10 foot pallet should vo 
utilized for loading of seats and small equipsent, 


0. Recamended stations, work orows, and task assignnents (вое paragraph В), 


10. Unload Lover Cargo Conpartrients 


А. Unload forvard aud aft lower cargo compartments and position equipment 
06140 airplane near upper cargo door. 


В. Locate two equipment box stowage racks in forward 1смег cargo compartment. 


с. Place empty cargo equipment boxes in airplane cabin for packing cargo 
loading system hardware. 


33, Remove Crev Protection and Convenience Equipment 


A. Remove barrier net, 
В. Remove crew galley and horizontal beam. 


с. Remove 75 seat and supplerental seat, if applicable (see 25-11-% and 
2541-5). 


D. Remove carry-on tollet, tf applicable. 


Us. Remove Cargo Loading System 
A. Disconnect cargo loading system hardvare fran floor. 


(1) Inspect for damage or wear, 
(2) Pack in cargo equipment boxes, 


4 
В. Remove loaded cargo equipment boxes from cabin and place near forvard lower 
cargo compartment. 
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В. Fasten Sus sections of gulley Шо, 5 together and install galley (sce š 
25-30-0). 
0. Fasten y sections of galley По. 6 together and Install galley (seo 
25-30-0). 
D. Install forward aft lavatory if lavatory was removed to aacomodate 
88 x 125-1nch pallet (зве 25-40-0), 
E. Install galley Но, 4 (see 25-30-0). 
P. Fasten three sections of galley No, 3 together and Instell galley (вве 
25-30-0). 
Q, Install coatroom shelf and curtain aft of galley Но, 5. 
Н, Reise and socure overhead stowage racks in att section (see 25-25-0), 
І, Install carpets, using rotalning strips inside carpet rolls to secure car- 
pet In place, 
J, Install partition, with attendants’ soat, forward of galley По. 3. 
К. Install aisle and galley curtains, 
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Load Forward Lovar Cargo Compartment 


Load and secure cargo oqui]uout boxeo on storage racks in aft aroa of 
forverd Lovor cargo compartment, 


Load and 600970 al} 10 % oquipsent not utilized іп an ailepassonger con- 
figuration, 


Install Cabin Equipment == Att Sootion 
Install floor covering. Ц 


(1) Remove screws for installation of thresholds and cover strips in flight 
compartment entrance and galley areas, 


(2) Seal area to te covered with mylar, 
(3) Attach fiberglas panels to mylar, using double-backed tape. 


(u) After inserting floor covering under thresholds, attach floor covering 
to fiberglas panels with double~backed tape, 


(5) Inatall thresholde end cover strips. Replace and tighten soraws, 
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(5) Tighten screws in thresholds, 


р] 
Е 


F, fotze and secure overhead stowage racks (see 25-25-0). 


0, Gloce and secure upper cargo door (see Chapter 52). 


M, Install carpets, using retaining strips incide rolis to securo carpet in 
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„ Install passenger noate (see 25-23-1). 


НОТЕ: Inotall conto tn aft section of airplane ond progress forvard ай 
conversion of contor and forward uections ів completed. 


lnetall Cabin Equipmont -- Contor Sootlon 


„ Install carpets, using retaining strip inside carpet rolls to весуко oar- 
pot in place. 


» Reise end secure overhead stowage racks (все 25-25-0). 


» Install movable divider partition and curtain (see Figure 201), 


Install Cabin Equipment -- Forward Section 


„ bastel! crow lavatory, 16 applicable, 


+ Assemble and install unitized lavatory end совъгоош located forward of 
galley Ко. 1 (aee 25-41-0). 


. Install floor coverings in doorway end galley areas, 

(1) Loosen screws in thresholds. ` 

(2) Seal area to be covered with mylar, 

(3) Attach fivergles panels to mylar, using double-backed tape. 


(0) Insert floor cóvering under thresholds and attach floor covering to 
fiberglas with double-backed tape, 


. Install galley По, 1 (see 25-30-0). 


. Install galley Но. 2 (sce 25-30-0). 


(1) Install liners and enap-out panels. 


place. 


^ ‘Install remaining seats (nee 25-23-1). 
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J. Install windscreon aft of forward р! 


nger entrance door, 
| к іші cover over owoke dotector unit located above upper cargo door. 
19. IIe. Enorgenoy Equipaont (Geo Figure 201.) 


А, Inotall evacwation slides on forward and aft passenger ontranco and galley 
вӛкуісе doors. 


3, Tnetoll ovacuation slides at Type I emergenoy exit. doors, 

C, Install 11fereft compartments on overhead stowage racks. 

0, Install first aid kit in aft coatroom. 

B. Install fire extinguishers (one 002 and one HoO) in eft controon. 

Y, Install portable oxygen cylinders and maoka. 

0. Install five extinguishers (two H20 and one co] in forward contro. 


H, Cheek to enouro that eil exergency equipment is properly installed, 
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GARGO/PABSEXGER CONVERSION - MAINTENANCE PRACTICES 


1. general 


А, 


2, 
^ 


( 
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Tne alrplane шау de operated in an ell passenger or on all cargo configura- 
tion, or in several сбтво/роваспдег conbinations. All equipment necersary 
for conversion may bo carried on the airplane, and is stowable out-of the 
main cabin area. Interior arrangements allow for from 3 to 18 pallote, 


Four Type 1 (Jetescape) emergency exita ere located at floor level. Under 
талу cergo/paseenger configurations activation of these exits is required, 


In the al) cargo configuration the tollet vents must be closed, 


All but two smoke detector pickups are located to the left of airplane 
gonterline in the main Cargo area. The two most aft detectors are located. 
undor one cover forward of the right forward aft lavatory on the right sido, 
The cover of the forvardrost detector (over the large corgo door) must be 
removed to facilitate cargo loading and to prevent being dennged. 


Provisions for 25-mon liferafts are located throughout the cabin area to 
allow for any cargo/passenger combination. 


iy 


луераћоп - Itens Required, 


Tho following Listed conversion iteus are referred to in the accompanying 
Alluatrations. 


(1) Evacuation slides at entrance and service doors. 

(2) Art double attendant's seat. 

(3) att galley units. 

(h) Firet aid kit in aft coatroom, 

(5) Fire extinguishers (co and Н20) in aft coatroon, 

(6) Portable oxygen cylinders (with masks) in overhead stovage racks. 
(Т) Фуре I and Туре 111 emergency exits not usable, 


(8) Туре 1 emergency exits usable; for seat clearance see Figure 202. 
Evacuation slides at Type I exits. 


(9) Oxygen masks in overhead stowage racks, 
10) Туре III emergency exits usable; for seat clearance sce Figure 202. 
11) Fire extinguishers (120 ana 202) in forward costroom, 
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(12) Double attendent's soat, forward, 


(13) Forward cargo barrier net, crew galley, and carry-on toilet. Piro 


oxtinguiehor, dry with applicator, at radio raok, Provisions for 10- man 
Aiforaft on floor near observer's otation, 


(1b) Movabie onrgo/passenger partition (cargo/passenger configurations only). 


(15) Frovistons for 25-man liferafts іп vomovable conpartuents, in stowage . 


коске, 


(16) аллоу unit Но, 1, with oxygen masks for attendants, 


(17) Forward galley area ceiling panel with oxygen maske for attendants. 
(18) бөлеу unit to. 2, 


(19) Smoke detector unite (see Figure 201 and 203). 


(20) Close toilet vent outlet, located сп outer skin outboard of forvard aft 


lavatory, by rotating cover plate 180 degrees, 


(21) Plug-in utility trays with adapters. One adapter required for each 


triple sent without another seat forvard, 


(22) Courier sent and supplemental courier sest, 


3. general Requirements for Conversion end Stovags of Cabin Equipment 


4. 


0. 


The cabin can provide seats for up to 250 passengers, or it has room for 
18 pallets or several combinations of passenger and cargo interiors. 


Ап all-passenger configuration may have the erer galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (or suiteble containers) 
containing an 18-pallet loading system (excluding palluts) stowed in the 
lower cargo compartments. А portable toilet, courier seat, and supplemental 
courier seat may also be carried when necessary, 


An all-cargo configuration may have the passenger seats, galleys, cargo 
partition, and ell other passenger cabin equipment carried in the, lover 
cargo compartments and aft lavatories, Ë 


NOTE: The equipsent bags and equipment boxes referred to in the following 
steps ave to be manufactured locally, 


№, Gonversion and Stowage of Cabin Equipuent 


A 


Prepare for Gabin Conversion (Passenger to Cargo) 


(1) Open galley service doors. 
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NOTES: 


1. LOCK OUTBOARD BACK REST то 
РАЄУЕНТ BACK REST FROM FOLDING 
FORWARD INTO EMERGENCY EXIT 
‘OPENING. 


SEE КОТЕ Y THE СЕНТЕА LINE OF THE EXIT TO YHE 
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(2) Position one fork lift or pallot loader at each galley service door. 
ДОЛЕ} The fork lifts ог pallet loaders used must have a vertical lift 

of 11 feet. If fork lifts are used, a 710 foot pallet should 

do used for unloading of seats and emall pieces of equipment, 


(3) Position small cloth bago and equipment bags for protection of seats at 
art galley service door. 


В, Recommended Stations, Work Crews, and Assigned Tasks 


(А) Grow Но. 1 (6 nen) to remove and install equipment in forward section 
of airplane, 


(2) Crew Шо. 2 (6 шеп) to remove and install equipment in center and aft 
sections of airplane, 


(3) Grew йо. 3 (3 пеп) to remove and load equipment in forward cargo 
compartment, 


{№} Crew Но, & (3 men) to remove and load equipment in aft cargo compartment, 


HOTE: For maximum efficiency, ereus По. 1 end 2 should work simultane- 
ously end independently of crews По. 3 and L, 


C. Remove Cabin Equipnent - Forward Section 


{1} Remove evacuation slides from passenger entrance anà galley service 
doors, 


(2) Fold down seat backs, disconnect legs fron seat track, and renove sent. 
(3) Remove floor covering (see 25-27-0). 


(а) Loosen threshold serezs st cockpit entrance and remove floor covering, 
Tighten screws. 


(b) Roll up carpets, placing plastic retaining strips inside rolls, and tie 
each roll separately, 


(о) Remove thresholds, cover strips, and floor covering іп агев of forward 
galleys, 


(n) Convert upper cargo door (see Chapter 52), 
(а) Remove liners from bottom of door. 
(0) Remove snap-out panels from door. 


(e) Remove snap-on covers at floor and on cargo door jamb side panels for- 
ward and aft of cargo door, 
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Remove cargo door actuating cylinder cover, 


(е) Unlaten and open door. 


(5) 
(6) 


(70 


(8) 


(9) 
(10) 
6210 


аг) 
аз) 
ав 
(15) 


(16) 
(ал) 


(8) 
(19) 


Remove cover from smoke detector unit located above uppar cargo door, 
Unload cabin equipment and position near forvard lower стадо compartment, 


NOTE: Other equipsent may bo unloaded өз it {в removad, Place near 
the forward lower cargo compartment. = 


Remove portable oxygen cylinders from left end right stowogo racks and 
stow in aft lavatories, 


Fold down ond secure overhead stovage racks in area where seats have been 
removed (see 25-25-0). 


NOTE: Remaining overhead stowage racks way be folded down as seats are 
removed, 


Remove liferaft compartments with liferafts. 
Disconnect and rerove galley Но. 1 (see 25-30-0). 


Disassexble galley Но. 1 into sections. Place all hardware in a cloth 
bag and secure bag to one section. 


Disconnect and remove galley Но. 2 (see 25-30-0). 
Remove céiling panel covering vater supply tanks (see 25-28-0). 
Remove forward water supply tanks (see Chapter 38). 


Remove fire extinguishers and brackets from forward coatroom and stow 
in aft lavatories. 


Disconnect and disassemble unitized lavatory and controom located for- 
ward of galley Ho. 1 (see 25-h1-0). 


Disconnect and disassemble forvard lavatory and remove inboard partition, 
if called for in cargo configuration (see 25-10-0), 


Stow toilet bowl assembly for forvard lavatory in one of aft lavatories, 


Install cargo loading system, 


(а) Install cargo loading system hardware for pallet positions Wo, 1 


and 2. 


HOTE: Other sections of the cargo loading system may be installed ав 
Boate, equipment, and floor covering ore removed. 
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D. Remove Cabin Equipment - Aft Section 


(1) Renove containers with evacuation slides from passenger entrance and 
galley Bervice doors. * 


(2) Remove aisle ond galley curtains and stov in aft lavatory. 
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k. Remove Cabin Equipzent - Center Section 


а) 
(2) 
(3) 
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Disconnect and romovo aft galle; 


(вае 25-50-0). 


NOTE: Disassemble galleys as needed for removal and stowing, Placa 
all hardware in а cloth bag and secure bag to galley. 


Remove five oxtiguishers and bracketo and stow in one of aft lavatories, 


Remove first aid kit, oxygen masks, coatroom shelf, and curtain from 
ooatroom and stow in eft lavatory, 


Remove partition with attendants! scat, 
Fold down seat backs, disconnect lega fron seat track, and remove seat, 
Unload cabin equipment and place near forward lower cargo compartment, 


NOTE: Othor equipment way be unloaded as it is removed and placed near 
777 the forverd lover cargo compartment. 


Remove portable oxygen cylinders, with aasks, from overhead stowage 
racks and stow in aft lavatory. 


Remove liferaft compartments with liferafts, 


Fold down and'secure overhead stowage racks (see 25-25-0}, 


Loosen screws in threshold and cover strips, Remove floor covering and 
tighten screws. 


Roll up carpet, placing plastic retaining strips inside rolls, end tie 
esch roll separately. 


Remove evacuation slides and containers from Type I emergency exit doors, 
Fold down seat backs, disconnect legs from seat track, and remove gent. 
Unload cabin equipment end place near forward lower cargo сопратфизић, 


NOTE: Other equipment may be unloaded as it is removed and placed near 
7777 the aft lover cargo compartuent, 


Roll up carpets, р! 
each roll separately: 


ing plastic retaining strips inside rolls, and tic 


Remove iiferaft compartments with liferefts, 
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(6) Remove portable oxygen cylinders from left and right overhead stowage 
racks and stow in aft lavatory. 
(4) Роза down and secure overhead stowage racks (ове 25-25-0). 
F, Remove Cargo Loading System Hardware 
(1) Unload gargo equipment boxes from forward lower cargo conpartnont. 
NOTE: Тһе box containing the ball transfer conveyor assemblies. may be 
opened inside the cargo compartment end the assemblies removed 
separately, > 


(2) After cargo loading system has been removed from boxes, install retaining 
straps on cargo equipment betes, Place boxes near forward lover carg> 
ғ compartment. 


- (5) Unload forward barrier net and crew galley jf applicable, Place near 
forward upper cargo door. 


(u) unload cargo partition sections and hardware, 
QW. Install Grew Protection and Convenience Equipaent 


à а) Install courier seat and supplemental seat, if called for in | cargo con- 
figuration (see 25-11- and 25-11-5). 


(2) Install eren galley and horizontal bean, 
(3) Install barrier net, 
( Instali carry-on toilet, 16 called for in cargo configuration, 


н. Load Cargo Loading System. Equipment Boxes and Cabin артель (Рога 
Lower Cargo Conpartment) 


A ) Place cargo equipment boxes in forward lower cargo compartment. 
(2) sto cabin equipment in Lower cargo compartments, 

т. prepare for Cabin Conversion (cargo to passenger) 

а) Open upper cargo door and galley service doors. 


(2) Position two fork Lifts or pallet loaders, one at upper cargo door and 
one at forward lower cargo compartment. 


NOTE: ‘The fork lifts or pallot loaders rust have a vertical lift of 21. 
feet, 1f fork lifts are used, a {х10 foot pallet should be 
utilized for loading of seata and small equipment, 


(5) Reconmonded. stations, work crew, and tack asaignnent (әсе paragraph D), 
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9. Unload Lower Cargo Compartments 


(1) unload forward and aft lower cargo compartments and place equipnont 
dobide airplane near upper argo door. 


(2) Place empty cargo equipment boxes іп airplane cabin for packing cargo 
Loading system hardware, 


К, Remove Crew Protection and Convenience Dyuipment 
(2) Remove barrier net, 
(2) Removo crew galley and horizontal beam, 


(5) Remove courier seat and supplemental seat, if applicable (see 25-11-li 
and 25-11-5). 


(M) Remove carry-on toilet, if applicable. 
1. Remove Cargo Loading sys ten 
{1} Disconnect eargo leading system hardware from floor. 
(а) Inspect hardware for damage or wear. 
(b) Pack in cargo equipment boxes. 


(8) Remove leaded cargo equipment boxes from cabin and place near forward 
lower cargo compartment, 


M. Load Forward Lover Cargo Conpartment 
(1) Load and secure, cargo equipment boxes in forward lower cargo compartment. 


(2) Load end secure all loose equipment not utilized in an all-passenger 
configuration. 


N, Install Cabin Equipment - Aft Section 
(1) Install fiber covering, 
(в) Loosen sorews in thresnolds, 
(b) Seal ares to be covered with mylar. 
(с) Attach fiberglas panels to mylar, using double-backed tape. 


(а) After inserting floor covering under thresholds, attach floor covering 
to fiberglas panels with double-backed tape. 


(e) Tighten screws in thresholdo, 
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(2) metall aft gatleye (see 23-30- 0). 
(3) Install partition with attendants’ seat. 
(h) InataAl aft coatroom shelf and curtain, 
(3) false and connect overhead stowage racks (вее 25-25-0), 


(6) Install carpets, using retaining strips inside carpet rolls to secure 
carpet 4h place, 


(Ф) Install aisle and galley curtains. 
(8) Install passenger seats (see 25-23-1). 


НОТЕ Begin to install seats in aft section of airplane and progreaa 
777 forward as conversion of center and forward sections iñ completed, 


o. Install Cabin Equipment - Center Section 


(1) Install carpets, using retaining strips inside carpet rolls to secure 
carpet in place. 


(2) Raise and connect overhead stowage racks (see 25-25-0). 
P. Install Cabin Equiprent - Forward Section 
| (а) Install forward lavatory, if applicable. 


(2) Asseuble and install unitized lavatory and coatroom located forward of 
galley No. 1 (see 25-11-0). 


(3) Install floor coverings in doorway and galley areas. 
(в) Loosen screws in thresholds. 
(v) Seal ares to be covered with mylar. 
(с) Attach fiberglas panels to mylar, using double-backed tape. 


(4) Insert floor covering under thresholds and attach floor covering to 
fiberglas with double-backed tape. 


(9) Tighten serews in thresholds. 
^ — (M) Install forvard water supply tanks (see Chapter 38), 
(5) Install ceiling panel under water supply tanks (оез 25-28-0), 


(6) Install galley Ho, 1 (see 25-50-0). 
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(1) Install galley Но, 2 (see 25-30-0). 
j (6) Install впоке detector unit cover. 
| (9) Rates and connect overhead etowage racks (вас 25-25-0). 


(10) Install carpets, using retaining strips inside rolls to secure carpet 
in place. 


(11) Instell remaining seats (see 25-2361). 
| (2) close апа secure upper cargo door (see Chapter 52). * 
(а) Тима liners end snap-out panels. 
| (13) Install costroon and aisle curtains. 
Q. Install Рлегвепоу Equipment (see Figure 201) 


(1) Install evacuation slides on forward and aft passenger entrance and 
galley service doors. 


(2) Install evacuation slides at Type 1 emergency exit doors. 
(3) Install lifereft compartments on overhead stowage racks. 
(u) Install first aid kit in aft coatrcom. 

(5) Install fire extinguishers (co and К,0) in aft coatroon. 


(6) Install portable oxygen cylinders and masks adjacent to liferart 
conpartments. 


(7) Install fire extinguishers (НО and СО.) in forvard coatroon. 


(8) Check to ensure that all emorgency equipront {в in place. 
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CARGO/PASBENOER CONVERSION - MAINTENANCE PRACTICES 


Genera), 


A. The airplane may be operated іп an all passenger ог all cargo configuration, 
or with many cargo/passenger combinations. All equipment necessary for cone 
versiona may do carried on the al rplane, and is stowable out of the main 
cabin area. Interior arrangements allow for from zero to thirteen pallets 
(or bulk cargo). If bulk cargo is being carried, an aisle 18 provided 
along the left side by an aisle net and stanchions. 


B. wo Type X Рлегдепеу Exits are located aft of the wing area at floor level, 


Under many cargo/passenger configurations activation of these exits із 
required, 


€, Tho utility duct outlets must be closed wherever seats are removed, and in 
the all cargo Gonfiguration the toilet vents must be closed, 


D. Smoke detector pickups аге located in the cargo area and under certain 
configurations it 15 necessary to cap one of the aft pickups. 


E. Provisions for 25-кап liferafts are located throughout the cabin area to 
allow for any cargo/passenger ccmbination. 


2. Cargo/Passenger Conversion Items Required 


А. The following listed required conversion items are referenced in the 
accompanying illustrations: 


a) 8 slides (спе аб aft entrance door ard опе at aft service 
door). Е 


(2). Galleys, forward and aft of aft service доог, 

. (3) First aid kit (1), fixed first oid oxygen (one, 75 Cu. Ft.), fire 
extinguishers (two, Н20), portable oxygen (two, 7 Cu. Pt.), in aft 
double coatrcom, 

(4) Oxygen masks, in partition by aft attendant's seat. 
(5) Attendant's seat (aft). 
- (6) Fixeu emergency oxygen (two, 73 Cu. Ft.) in aft 4гор ceiling. 
(Т) Liforaft compartments (two, 25-man) in aft drop ceiling, 
(8) Gelley, forward of aft entrance door. 


(9) Five extinguisher, (one, Над) aft single совагосп. 
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(10) Portable oxygen (two, 7 Cu, Ft.) ih stowage rack aft of Type I 
emergency exits, 


(21) Diforaft compartments (two, 25-man) 4n stowage rack aft of Туре I 
d emergeney exits, 


(42) Туре І Exite usable (for seat clearance see Figure 20), Sheet 6). Ron- 
inflatable slides at each Type I Exit, 


(15) Туре I Exits not usable, ALL external and internal markings deleted, 
(18) Type III Exits not usable, All external and internal markings deleted, 
(35) Туре 111 Exito usable, (for seat clearance see Figure 201, Sheet 6}. 
(16) láferafe ccmpartments (four, 25-man) one at cach Туре III Exit. 


(17) Liferaft compartment (опе, 29-тап) in stowage rack aft of forward 
Service door. 


(18) Ron-inflatable slides (спе at forward service door, one at forward 
entrance door), 


(19) Liferatt (one, 10-пап) in forward ссайгест, fire extirguishers (one, 
НРО and one, Coe), first aid kit, pyrotechnic piston, hand ax, aldis 
Ы lamp, emergency transmitter. > 
(20) Crew galley, on forward cide of cargo barrier. 
(21) Forward cargo restraint barrier. 
(28) Utility trays with adapters (one adapter each triple seat). 
(25) Cargo aisle ret (used with bulk cargo only). 


WARNING: UTILITY DUCT OUTLETS MUST РЕ CLOSED ИНЕК SEATS ARE REMOVED 
{ЗЕР FIQURE 202). 


(2%) Movable cargo barrier. 
(25) Attendant's seat (fcrvard). 
(26) Liferaft (one, 10-пап) on floor in Light compartment, right side, 


(27) Portable oxygen (one, 11 Cu, Ft.) to left of captains seat, 


(28) сар smoke detector pickup (see. Figure 201, Sheet 7). 


(99) Close toilet vent outlet, located below lavatories on bottom outer 
surface of skin near airplane centerline. Turn clockwise to close 
outlet (see Figure 203). E 


(30) Fire extinguisher (one, dry with applicator}, 
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198 PASBEMDERS AND 2 PALLETS (OR BULX CARGO) ITEMS REQUIRED: ) THROLOK Y, 14 AT FORVARD 
Genies RAITS, 15 AT АРТ OVEAWIKG EXITS, 16, 10 THROUGH 21, 22 LOCATED 12 PLACES, 23, 24, 
75 AT BTATION 524, 26, 27, 29 AT STATION 1269, 31 


БОЛЕЕ 26 RELOCATED FRON STATION 265 ЦИ SIDE То AFT SIDE CARGO PARTITION 
са 


PALLETS (ОЛ BULK CARGO) ITEMS RIQUIRED: | THROUGH Hl, 
EKITS, 19 THROUGH 21, 22 LOCATED 6 PLACES, 23, 24, 28 АТ 
28, 26°AT 1960, 31 


тут 


ка + Ц | рр 
99 PASSENOERS AND 5 PALLETS (OR BULK CARGO) ITENS REQUIREO: ) THROLOH 12, 


15-10 AT AFT OVERWING EXITS, 19 THROUGH 21, 22 LOCATED 12 PLACES, 29, 24, 26 
AT STATION 197, 27, 28, 29 Ат 1380, 51 


$ > 27777.48 
61 PASSENGERS AND 6 PALLETS (OR BULK CARGO) 17295 REQUIRED: 1 THROUGH 12, 


19 THROUGH 21, 22 LOCATED 12 PLACES, 23, 24, 26 AT STATION 826, 27, 28, 2: 
47 1980, 31 ' че : ы s d 


= 
те PASSENGERS AND т PALLETS, (OR ВИК CARGO) 25,47 САЛАР THROLON 12 


1% тккосон 21, 32 LOCATED 12 23, 24, 25 AT STATION 915, 21, 2x, #9 

АТ 1386, 21 Е н2.5877 
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94 РАВВЕУОЕЯЗ АХО 8 PALLETS (ОЛ BULK CARGO) 
11653 REQUIAEOL 1 THROVOH 7, 10, 11,12 
о 514210 10 32, 12 PLACES, 23, 24, 2i 
At STATION 1004,11, 2н, 20 AT 1360, ‘OL 


42 РАЗВЕВОЕРЗ AND 9 PALLETS (OR ВИЖ САРОО) 
FYENS REQUIRED: 1 THROUOK T, 12, 10 THROUGH 


21, 22, 12 PLACES, 23, 24, 25 AT STATION 
1083, 27, 38, 29 Ат 1480, 31 


1182 


30 PASSENGERS AMD 10 PALLETS (OR BULK CARGO) 
ITENS REQUIRED: 1 THROUGH 7, 19 THROUGH 21, 


22 
$ PLACES, 23, 24, 25 AT STATION 1162, 27, 38, 29 
Ат 1940, 31 


1271 


12 PASSENGERS AND 11 PALLETS (OR BULK CARGO), 
ITEMS REQUIRED: 1 THROLOW 7, 19 THROUGH 21, 22, 


6 PLACES, 22, 24, 25 AT STATION 1271, 27, 8 
Ат STATION 1380,31 


1960 


ALL CARGO (17 PALLETS OR BULK CARGO) [TENS REQUIRED: 
19 THROUGH 21, 23, 21, 26 AT STATION 1960 (OPTIONAL), 
21, ан, 28 AT'STATION’ 1200, 30,31 (29 AT STATION 1360 
ЭНЕН ITEM 26 is USED) E: 
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Utility Duct Gutlets and Covers 
Figure 202 


There ave "WARNING..." neneplates installed cn the utility ducts along both sides 
of the airplane, The utility duct ecvers are spring-loaded tc the "open" position, 
and are pushed to the closed position where they are latched. It 15 mandatory 


that the utility duct outlets te latched ir. the closed position whenever’ the 
seats are removed. 


25-52-0 
CODE 5 
Pago 210 Feb 15/68 


тм уда. 


DOUOLAS ЛАСВАН СО. INC. 


BOE «Ихту ЭВР 
ВАНИНАНЕЕ MANUAL 


зститра ev 


нә-58б1 


Valve Aft Toilet Vent 
Figure 205 


Toilet vent outlet valve: 


The toilet vent outlet valve is located to the left of the airplane centerline, 
оп the outer bottom skin, below aft lavatories. 


Та the all cargo configuration it is mandatory that this outlet valve be closed, 
The outlet valve actuating screw is turned clockwise to close the outlet. 
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5. Convert Cabin From 127 to 135 Passenger 


NOTE: After movable partition is moved, space is available for aix additionsd 
triple seata, three left and three right (see Figure 204), Seata may 


ђе loaded through the cargo door or the forward galley service door, 
A. Passenger Seats Relocation 


(1) Locate first seat at red track marker in flcor seat track (see Figura 


20%). This 18 approximately 64 inches fron aft faco of partition panel, 


(a) Position aft seat track locking plunger ín track hole, oro inch 
forward of track marker, 


(b) Lock floor track plungers and seot sidewall track latches (soe 
Figure 205). 


(2) Install next left hand seat 3% inches aft from aft locking plunger of 
first seat, one inch forward of red track zarker. 


(3) Repeat this operation for each of three left, and three richt hand seata, 


(4) Fourth row of seats are rcved from their positions to new positions at 
Jh-inch intervals. 


(5) Continue relocating seats tack to aft Туре III Emergency Exit, Space is 


left here for access to erergeney exit, Dimensions from aft locking 
plunger of seventh seat, to aft locking plunger of eight seat is b3 
inches, Index is one inch forward of red track marker, 


(6) Aft of aft Type III Emergency Exits, seats are again at 34-inch 
intervals, 


B. Activate Туре 1 Блегдепсу Exit Doors 
(1) Remove following parts: 
(а) Dummy utility duct cover below window. 
(b) Opaque lens at handle light. . 
(о) Blank placard at top of door. 
(2) Install following parts: * 
(а) Translucent lens at handle light. 


(в) Emergency exit placard at top of door, 
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NOTE: Tho following instructions are for the conversion of the airplane from 
165 (оғ 168) paseonger to all cargo (15 pallets or bulk cargo) and 
from all cargo to all passenger, 


КОТЕ Tho cabin of the bo- gr can be arranged to provide seato for 165 or 
168 passengers, room for 15 pallots of cargo, ог 10 combinations of 
passenger and cargo interiors. ‘The paasengor senta, cargo loading 
system, and other equipment not being uscd at the time can be stowed 
in the cargo compartments to make the airplane completely convertible 
at any timo to а different passenger, cargo, or passonger/oargo 
configuration, 


An е11-раавепвег configuration may have the crew galley, barrier not, 

cargo partition, equipment bags, and 6 cargo equipment boxes contain- 

ing а 13-pallet loading system, excluding pallets, stowed іп the lover 
cargo compartnents, A portable toilet, courier seat, and supplementa) 
courier seat ray also be carried when called for. 


An all-cargo configuration. пау have the passenger seats, galleys, 
cargo partition, and all other passenger cebin equipment carried in 
the lower cargo compartments and aft lavatories, 


Тао equipment tags and equipmert Loxes referred to in the following 
steps are to be manufactured locally, 


Preparation for Conversion and Stowage of Cabin Equipment 
(1) Open galley service dcors. 


(2) Position one fork Lift or pallet loader at each of two galley ‘service 
doors, 


NOTE: Тһе fork lifts or pallet loaders used must have а vertical lift 
of 11 feet, If fork lifts are used, а 7x10 foot pallet should 
be used for the unloading of seats and small pieces of equipment. 


(3) Position small cloth tags and equipment bags for protection of seats at 
aft galley service door, 


(M) Recommended staticns, work сгбна and assigned tasks: 


(а) Crew То. 1 (6 men) to remove and install equipment in forward section 
of airplane, 


(5) Crew По. 2 (6 mon) to remove and instal) equipment ín center and eft 
sections of airplane. 


(е) Crew То. 5 (3 men) to remove ard load equipment in forward cargo 
compartment, 
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(а) Grew Ко, 4 (3 men) to remove end load equipment in aft cargo 
compartuent. 


NOTE: For waximum effickenoy, Crows 1 and 2 should work simultane» 
смеђу and indepondently of Crews 5 and 4, 


В, Rowove Cabin Equipment << Forward Section 


(1) Remove arm rests, cushions, and utility equipment connection covera from 
forward nino seats (3 right and 6 left) and stow in aft lavatorios. 


(2) Fold down scat backs and place support under seat to keep it level, 
Disconnect leg from seat track and fold leg under scat. Slip on seat 
bag, disconnect seat from side wall, and tie bag. 


WARNING: UTILITY DUCT CUTLETS MUST BE CLOSSD ЫНЫ: SEATS ARE REMOVED 
(8EE FIQURE 202). 


(3) Remove floor covering: 


(а) Roll up carpets, placirg plastic retaining strips inside rolls. Tie 
each roll separately, 


(b) Loosen threshold screws at ccckpit entrance, and remove floor cover- 
ing. Tighten screws. 


(e) Remove thresholds, cover strip, and flcor covering in area of forward 
galleys. 


(њу Convert forward upper cargo door (see Chapter 52), 
(a) Remove liners from tottcm of dcor, 
(0) Remove srap-out panels from door, 
(e) Unlateh and open door, 


(5) Fold down stewage racks in area where seats have been removed (see 
25-25-0), 


NOTE: "he remaining stowage racks may be folded down as seats аге 
„removed, 


(6) Disconnect galley No, 1 (see 25-30-0). 


(4) Diaassemble galley Мо, 1 into three sections - top, middle, and bottom. 
Place all hardware in cloth bag, and secure to one section, 


(8) Disconnect galley No, 2 (see 25-30-0). 
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Disassemble galley Ко, 2 into three sections = top, middle and bottom, 
Place all hardware in а cloth tag and secure bag to one section. 


NOTE: In X68 passenger configuration, remove seat used in placa of 
galloy fio, 2. 


Disconnect and disassemble crow lavatory and inboard partition, if 
called for in cargo configuration (ses 25-40-0). 


Unload galley No, 1 (top section), еген lavatory wash stand, and crew 
lavatory door, Position near forvard lower cargo compartment. 


Unload 3 right and 6 left seats and position near forward lower cargo 
compartixent, 


“Unload galley No. 1 (middle section), galley Ко. 2 (middle and bottom 
sections), and cargo dcor panels and Miners, Position near forward 
lower cargo compartment. 


Unload galley Nc. 1, (lower section) and position near forward lower 
cargo compartment. 


Unload galley Ко. 2 (top section), tuo liferafts and compartments, and 
two escape slides. Position near forward lower cargo compartment, 


Unload bundles cf flcor covering and positicn near fcrward lower cargo 
compartment, 


Install cargo loading system (see 25-51-0). 


Install cargo Leading system hardware for pallet positions Ко, 1 and 
Ко. 2, 


NOTE: The other sections of the cargo loading syaten пау be installed 
as the seats, equipment, ard floor covering are removed, 


enove Cabin Equipment -- Aft Section 
Disconnect galley По. % (see 25-30-0). 


Disassemble galley По, & into three section -- top, middle, and bottom. 
Place all hardware in a cloth bag ana secure to one section, 


Unload three sections of galley No. li and position near forward lower 
cargo compartment, 


Remove galley Ко. 51 * 


(а) Remove fire extinguishers and brackets from side of galley and stow 
in aft lavatory. 


(b) Open overhead water tank access door to facilitate galley removal, 
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(е) Move galley inboard aa far ав access door will allow. 

(а) Pull bottom of galley towardo right side кв top is Lipped towards 
ње side so top edgo of galley will move into opon area of acceag 
оо, 


(e) Ав bottom of galloy is pulled outhoard, lower top of galloy until it 
10 olear of access door. 


(3) bio galley Ко, 5 in ona place through aft service door, and position 
near forward lower cargo compartment. 


(6) bieasgenblo aft single coatroom, 
(а) Stow curtains in aft lavatories. | 
(v) Remove coatroom shelf and cabinet door and stow in aft lavatory, 


(е) Disconnect coatroom partition from ceiling and floor and move out of 
way to provide work гост, 


(Т) Disassemble aft dcuble ccatrcom, 


(a) Relieve pressure between first-aid oxygen cylinder and solenoid 
surge valves 


1) Move automatic supply valve toggle to ОК position, 
2) Locate а man at system bleed valve to depress PUSH TO BLEED button, 


3) When PUSH TO BLEED button is depressed, place passenger uxygen 
mask switch in EJECT position. 


(b) Disconnect and remove oxygen cylinder, leaving flexible hoses in 
place. - 


(о) Remove ccatroom shelf and stow in aft lavatories. 
(d) Disconnect oxygen line from ceiling fitting in aft double coat room. 


(e) Disconnect other end of coatroom oxygen line at teo just below 
fittings for coatroom shelf, and remove disconnected section of 
охувеп line, Secure disconnected oxygen line to other oxygen 
fixtures on aft side of coatroom partition for storage. 


(f) Disconnect electrical connections in ceiling for oxygen surge valve, 
and in wall for public address and intercom system, 
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(в) Disconnect ccatroom partition from ceiling and floor and move out 
of way to provide work space. 


HOPE When ali пеоеводгу equipiont has been stowed in aft Lavatory, 
кые partition should be scoured in place against aft 
6011681 


1) Position aft single coatroom partition against forward wall 
of aft left lavatory, with inboard aide of coat room partis 
tion in aisle between lavatories, 


2) Position aft double coatroom partitions against forward 
wall of aft right lavatory, . 


3) Secure coatroom partitions in place with straps which 
eriaserogs from top attach fittings for galteys Го, h end 
No. 5 to crossties approximately № 1/2 inches to left and 
right of centerline. 


Remove arm rests, cushions, and utility equipment connection covers 
from aft 11 seats (6 right and 5 left) and stow carefully in one aft 
lavatory. 


Fold down seat backs, place support under seat, and disconnect leg from 
seat track. Fold leg under seat, slip on seat tag, disconnect seat from 
side wall track, ard tie bag. 


Roll up carpet, placing plastic retaining strips inside rolls, and tie 
each roll separately, 


Unload 11 seats (6 right and 5 left) and aft coatrcom shelf oxygen 
bottle and position near forward lower cargo compartment, 


Disconnect galley По. $ (see 25-50-0). 
Remove galley Ко. 3: 
(a) Slide galley forward until clear of drop ceiling. 
(b) Lay galley on its side and remove through aft service door. 


Unload galley No. 3 and fairing for galley No. 5, Position near 
forward lower cargo compartment, 


Remove screws in threshold and cover strips. Remove floor covering 
and tighten screws. 


Unload carpets and floor covering, and position near forward lover cargo 
compartment. 
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D, Remove Cabin Equipment += Center Suction 


(1) Romove &tm resta, cushions, and utility connection covera from scoata 
and stow in aft lavatories, 


(8) Fold doun seat backs, plage support under seat and disconnect log from 
feat track, Fold log under seat, slip on sent bag, dioccnnoct seat 
from oido wall track, and tie vag. 


(3) Код. up carpets, placing plastic retaining ва ра inside rolls, and tie 
each roll separately, 


(M) Unlond carpets and position near forward lower cargo compartment. 


(5) Unload six seats (3 right and 5 left) and position near aft lower cargo 
compartment, 


(6) Remove liferaft and compartment and unload with five seats (2 right and 
3 left), Position 1084 near aft lower cargo compartment. 


(7) Upload 11 seata (7 right and h left) and position 1сай near aft lower 
cargo compartment. 


{8) Remove forward service door escape slide and unload with eight seats, 
(5 right and 5 left). Position near aft lower cargo compartment. 


(9) Remove one liferaft, two liferaft compartments, one forward passenger 
escape Slide, and unicad with remaining seats, Position near aft lower 
cargo compartment. 

Е, Install Grew Equipment and Facilities 

(1) Install crew galley and horízontal beam (see 25-50-2). 

(8) Install barrier ret (see 25-50-2). 

(3) Install carry-on toilet, if called for in cargo configuration, 

Е. Prepare for Stowage of Passenger Equipment in Lower Cargo Compartments 


(1) Unload cargo equipment boxes from two racks in forvard lower cargo 
compartment, (see Figure 206, Sheet 1 of 11). 


7 NOTE: The box containing the five ball transfer conveyor ñaserblles may 
be opened inside the cargo compartment and the assemblies removed 
Beparetely. 


(2) After cargo loading system has been removed, install retaining straps 
on cargo equipment boxes. Position boxes near forwacd lower cargo 
compartment, - 
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(3) Unload forward barrier net, crew galley, ond cargo door cylinder, and 
position near forward upper cargo door, 


(h) Unload cargo partition sections and hardwaro, 
9. Toad Forward Lower Cargo Compartment, Forward Door 
(1) Aren forward or door (see Figure 206, Sheet 2 of 11): 


` (а) Placa cargo equipment box Ho. 5 on floor between forvard bulkhend and 
waste tank, 


(в) Place equipment box Ко, 2 to right of equipment box Ко. 3, 
(e) Place 


ipment box Ко. } оп top of box Ко, 2. 


(4) Place galley No. 5 crosswise in cargo compartment and on top of boxes 
Ho, 1 and Ко. 5. Push galley forward until it is against forward 
bulkhead. 

(e) Pack carpets under lower corners of galley Ко, 5 and in offset. 


(2) ia surrounding forward door (see Figure 206, Sheets 2 of U and 3 of ` 
n) 


(а) Place bottom of galley Ro. № on left side and beside galley lio. 5. 
(b) Pack carpets in all available spaces, 


(c) Place top of galley Fo, 1 on top of box No. 1 and beside galley По, 


ГА vit square end of galley По. 1 between waste tank and galley 
ко. В, 


(d) Pack carpets and floor covering under and on top of galley No, 1. 


(e) Place crew lavatory wash basin cabin on right side, just aft of 
galley 


(f) Install net around forward dcor. 
(g) Close forward deor. . 
H. Load Forward Lower Cargo Compartment, Aft Door 
(1) Area aft. of forward door (see Figure 206, Sheet № of 11); 


. (а) Place equipment box No, № to left of Cy, ang forward to equipment 
box По, 5. 


(b) Place equipment Vox Ho, 6 to right of box No. k and between net tie- 
down Plates for forward and aft doors, 


25-5200 
CODE 5 


Page 222 Feb 15/68 
поља ta VSA 


8090148 AIRCRAFT 50, е, 


BBE ВТУ SERIBE 


MAINTENANCE МАКОМ 


= weave SYRIEN BHIRLO 
CARPE? „а WASTE TASK WALL 


c) OALLAY коб 


v0. 1 юк 
коз DOR 


LOOKING FORWARD. 
ger FONTANO DOOR, 
поло Loren CAO COMPARTUEKT 


VASTE srerku SHIELD p 
44818. TANK УМА, 26780 


(С) Gattey xo. 5 


2 
© 
5 


ко, bau- 
mmi CARGO СОРУ тиит [oL š 
Рависпдог/Сатво Equipment -- Storage 25-52-0 А 
Figure в (intet. 2 of 11) . CODE 3 
Page 225 


DOUGLAS AIRCRAFT co. INC. 


BOG аухту GEES 
{AAINUENARCE ДАНО 


40) OALLEY ко, 1 
То» 


LOOKING FORWARD 
EGO COÍPARIXENT 


1 
тюз APT DOOR TORVARD LOESR 


LOOK IRO FORVARD 
FROM АРТ DOOR, FORFARD LONER САКОО CONPARTUERT 
(AFTER KASHSTAND НАЗ BEEN INSTALLED |, 12-595 
АФ FORVARD DOOR CLOSED) 


25-52-0 * Passenger/Cargo Equipment -- Storage 
CODE 5 Figure 206 (Sheet 3 of 11) 
Page 224 Fab 15/68 


DOUGLAS АЛСВАМ eo, INC. 


өтей SULLY, HAED 


(с) Place equipment tox Но, 5 on top of Ђохов No, b and No. 6 and forward 
to box Ko. 1. 


(a) Place galley No, 3, with top of galley Ho. В nesting inside, on top 
of equipment vox Но, 5. 


(e) Place middle section of galley Но, 2 on top of equipment box Ко, Зи. 
and to right of galley Ко, 3, 


(e) place bottom section of golloy Ho, 2 on top of middle seotion of 
galley No. 2, 


(в) Place middle section of galley Ко» 1 to right of galley No, 2. 


NOTE: Та 168-passenger configurations, galley ko, 2 will be deleted 
ana a right seat substituted in ite place in forward lover 
cargo compartment. 


(n) Pack carpets and floor covering around galley. 


(i) Place fairing for galley По. 5, crev lavatory door, and cargo door 
panels and liners on top of carpets and bottom section of galley 
No. 2. 
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(e) Area forward of aft доог (see Figure 206, Sheet 5 of 11): 


(a) Place one liferaft and compartment along left wall, with and resting 
8604006 box No, 3. 


(o) Place опе liferaft and Gorpartment along right wall, with end reating 
об box бо, 6. | 


(е) Place carpets on box No, 5. 
(d) Place middle section of galley No. h on box По, 5 and carpets. 


(e) Place top of g ley No. 2 оп liferaft along right wall and rest one 
edge of galley No. 2 againat middle section of galley Ho, № 


(f) Place one carpet between middle section of galley Ко. № and top 
section of galley Го. 2. 


(в) Place two escape slides on top of liferafi and to left of middie 
section of galley Ko. u. 


(3) Area aft of aft door (see Figure 206, Sheet 6 of 11): 


(а) Install equipment box steps along left side of aircraft to aft 
bulkhead. 
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(v) Place bottom section of No. 1 galley on steps with contour end aft 
and attendant acat бо center, 


(e) Place item C, loft seat, back down, arm rest aft, on floor againot 
right wall, 


(а) Place item D, right scat, back up, arm rest forward, on floor between 
equipment box Steps and item C, 


(e) Place item E, right seat, back down, arm rost aft, on Atom р, 
(f) Place item F, left seat, back up, arm rest forward, on item C, 
(в) Place item 0, left seat, back down, arm rest aft, on item F, 
(h) Place item H, right seat, back up, arm rest forward, on item E, 
{1} Place partition fairings between items В and H. 
(3) Place partition oxygen box on item б. 

(M) Area surrounding aft door (see Figure 206, Sheet Т of 13): 


(в) Place item B, left seat, back down, arm rest forward, on floor against 
left wall, 
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(5) Placa one liferaft and compartment оп floor aft of vox No. 5 and juat 
inside door, 


(е) Place item C, loft seat, back down, arm rest forward, on Uferaft and 
end of box Now 5. 


(d) Placo itom D, loft seat, back up, arm rest aft, on item B. 
(в) Placo iton E, right seat, back down, arm rest aft on item D. 


(е) Paca ften Fy night sest, back up and outboard, arm rest forward, on 
tem б, 


(в) Install nets around aft door. 
(h) close aft door. 
load Aft Lower Cargo Compartment, Forward Door 
(1) Area forward of dcor (see Figure 206, Sheet 8 of 13): 
(n) Place right panel of movable cargo partition against forward bulkhead 


with pad corners at bottom, 
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Place left panol of movable cargo partitior against right panel with 
pad corners alao at bottom. 


Place item A, Loft seat, back down, arm rost forward, on floor to 
right of бр» 


Placo itom B, loft seat, back up, arm rast forward, on floor to loft 
с, 
1 · 


Placo item C, loft sont, back up, arm rest forward, on floor to 
right of item А, 


Place Aten D, left seat, back down, arm rest forward, on floor to 
left of iten В. 


Place item Е, right seat, back up, arm reat aft, on items А and В, 


Place iten F, right seat, back down, arm rest aft, to left of item E 
and on top of item D, 


Place item G, right seat, back дома, arm rest aft, to right of item Е 
and on item С, 


Басе item Н, right seat, back down, arm rest forward, оп top of ítem 
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Place item Т, right seat, back up, arm rest forward, in upper right 
corner. 


Place tem J, right seat, back down, arm rest aft, on top of item H. 


Place item К, right seat, back down, arm rest forward, in upper left 
corner, . 


Insert coatroom oxygen bottle along right sido between seats, 


(2) Aves surrounding forward door (see Figure 206, Sheet 9 of 11); 


(а) 


(v) 
(о) 


(а) 
(e) 


(r) 
(a) 


(a) 
(1) 


(3) 
(x) 
а) 


Place item А, left seat, back down, апа rest aft, Just far enough 
inboard of door to clear net. 


Place item B, left sent, back up, arm rest aft to left of item A. 


Place item 2, left seat, back inboard, arm rest forward, along left 
side wall, 


Place item D, left sent, back outbonrd, arm rest aft, inbcard of item 
С and resting on item B. 


Place item E, right seat, back down, arm rest forward, on top of 
tem B. 


Place item Е, right seat, back down, arm rest aft, on top of item Е, 


Place item G, right seat, back down, arm rest forward, on top of 
item F. 


Place item H, left seat, back up, aru rest aft, in remaining space 
above items D and 0. 


Place forward service door escape slide and compartment in area 
immediately forward of forward door. 


Place partition oxygen tox between escape slide and side wall. 
Install net around forward door. 


Close forward door. 


3. load Aft Lower Cargo Compartment, Aft Door 


(1) Area forward of aft door (see Figure 206, Sheet 10 of 23): 
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place item A, right seat, back down, arm rest aft, on floor to right 


ot Cy and as far forvard as possible, 


Place item В, right seat, back down, arm rest forward, оп floor to 
left of Ср, and as far forward as possible, 
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Place ítem С, right seat, back up, arm rest aft, on floor along right 
side of item A. 


Place item D, left seat, back up, ага reat aft, on floor along left 
side of item B. 


mies item Е, left seat, back down, arm rest forward, on items A 
and B. 


Place itom F, loft seat, back мр, am rest forward, on item C. 

Place 1 ten 0, right seat, back up, arm rest aft, on item Р, 

Place item H, right seat, back up, arm rest aft, on item E, 

Place item I, left seat, back up, arm rest forward, to left of item ll. 


Place item J, left seat, back down, atm rest forward, on item H and 
to left of iten 0. 


Place item К, right seat, back down, arm rest aft, on item I. 


Place a center panel of cargo partition on item 0. 


DOOR STRUT 


а ‘CARGO PARTITION BEAMS 
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(в) Place cargo partition fairing on top of seats at ceiling, 
(2) Ares aft of aft door (see Figure 206, Sheet 11 of 11): 


(в) Place item A, right seat, back down, arm rest forward, on floor 
against right wall and aft bulkhead. 


(b) Place item B, right seat, back up, arm rest forward, next to item А, 
(е) Place item C, left seat, back down, arm rest forward, next to item В, 
(а) Place item 0, right seat, back up, arm rest aft, on item В. 

(о) Place item Е, left seat, back up, arm rest aft, on item А, 

(f) Place item Р, left seat, back down, arm rest forward, on item D. 

(в) Place item 0, left scat, back up, arm rest forward, on items E and P. 


(в) Place item И, left seat, back up and outbcard, arm rest forward, on 
ítems C and F. 


(3) Place cargo partition header on top of seata and remaining two panels 
of partition between left side wall and item H. 


(1) CARGO PARTITION 


CARGO PARTITION FAIRING (M) CENTER PANEL 


твой AFT oon, APT LOYER CUNEO cute: lie- pe 
25-52-0 Passenger/Cargo Equipment -- Storage 
ome 3 Figure 206 (Sheet 10 of 11) 
Page 232 Feb 15/65 


тегіл USA 


DOUGLAS AIRCRAFT со INC. 


BBE ДИ ТУ SERIES 


MAINTENANCE MANUAL 


(3) Tnmediately forward of above equipment, place one left seat cross- 


wine and on edge, with back aft and arm rest to left. 


(5) Area surrounding aft door, 


(а) 


Ab) 
(е) 


(а) 
(е) 


K, Prepare for Cabin Conversion and Stowage of Cargo Equipment 


Placa one Mforaft and compartment in space forward of and parallel 


to crosswise seat, 


Place remaining 2 left end 3 right вовка in area opposite aft door, 


Place one Mferaft compartment, with forward escape slide nesting 


inside, оп top of seats, 
1088802. net around aft door. ES 


Close aft door. 


(1) Open upper cargo door and galley service doors. 
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(2) Position two fork Lifta or pallet loaders, one at upper cargo door and 
оће at forward lower cargo compartment. 


NOTE: Tho fork lifts or pallot loaders must have a vertical lift of 1) 
feet, If fork lifts are used, а 7x10 foot pallot should be 
utilized for the loading of sents and спаја equipment. 


(3) кереме stations, work crews, and task assignments (seo Paragraph 
to. 1, А), 


L. Unload Lower Cargo Compartments 


(1) Undoad forward and aft lover cargo compartments and position equipment 
on left side of airplane near upper cargo door. 


(8) Locate two equipment box storage racks in forward lower cargo compartment 
(aee Figure 206, Sheet 1 of 11). 


(3) Place empty cargo equiprent boxes in airplane cabin for packing cargo 
loading system hardware. 


М, Remove - Crew Protection and Convenience Equipment 
(1) Remove cargo aisie nets, if applicable (see 25-50-2). 
(2) Remove barrier net (see 25-50-2). 
(3) Remove еген galley and horizontal beam (see 25-50-2). 
(M) Remove carry-on tollet, if applicable. 
NW. Remove Cargo Loading System А 
(2) Disconnect cargo loading system hardware from floor (see 25-51-0). 
(а) Check for danage or wear, | 
(0) Pack in proper cargo equipment box. 


` (2) Remove loaded cargo equipment boxes from cabin and place near forward 
lower cargo compartment. 


9, 1984 Forward Lower Cargo Compartment 


(A) Load and secure cargo equipment boxes on storage racks (see Figure 206, 
Sheet 1 of 22), 


(2) Load and secure all loose ине not utilized іп all-passenger 
configuration, 
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P. Inetall Cabin Equipment - Aft Section 


(1) Remove coatroom partitions (rom aft levatory area and temporarily place 
them forward of aft doors. 


(8) Install floor covering: 
(в) Loosen screws in thresholds, 
(b), Bea ares to be covered with Mylar. + қ 
(о) Attach fiberglas panels to Mylar, using double-backed tape, 


(а) After inserting floor covering under thresholds, attach floor covers 
ing to fiberglas with double-backed tape, 


(e) Tighten thresholds. 

(3) Install galley Ко, 5. (see 25-30-0). 
(а) Load galley into cabin through aft service door. 
(b) open overhead water tank access door. 


{с} Rest galley on edge so top inboard corner is directly below opened 
access area and bottom is in galley No. 4 area. 


(а) Place galley Го, 5 in an upright position by lifting top inboard 
Corner of galley into opened access area as bottom із moved towards 
left side of airplane, Slide galley into position. 

(e) Secure and connect galley Ho, 5, 

(4) Install galley No. 4 (see 25-30-0). 
(5) Install galley No. 5 (see 25-3090), 
(6) Install art double соабгсот. 

(a) Place coatroom partition in position. Do not secure. 

(b) Attach coatroom shelf and oxygen bottle to coatroom partition, 

(о) Secure coatroom partition in place, 


(4) Connect electrical power supply in ceiling for oxygen surge valve 
end in wall for intercom system. 


(e) Connect and check coatroom oxygen system, 


1) Remove caps from outlets and connect cylinder regulator to cylinder, 
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2) Depress first aid automatic supply valve toggle to RESET position. 
When released, valve бориће will move to AUSOMATIC position, 


3) Safety valve An open position with lockiire, 


WARNING: MAKE CERTAIN THAT THE FIRST AID OXYGEN CYLINDER SHUIOPF 
VALVE 18 IN THE OPEN POSITION. 


M) Leaketeat oxygen system (вео Chaptor 55). 


(2) Install controom oxygen lino running from ceiling fitting to tee Just 
below coatroom shelf position. 


(4) Install aft single coatroom. 

(a) Attach созфгоой shelf and cabinet door. 

(b) Position eoatrcom and secure to ceiling and floor, 
(8) Connect stowage racks in aft section (see 25-95-0). 


(9) Install carpets, using retaining strips inside carpet rolls to secure 
carpet in place. 


(10) Install emergency equipment: ~ 
(а) Install escape slides іп door areas (see 25-60-1). 
(0) Install. liferaft coupartnents (see 25-65-0). 


(г) Cheek to insure that all emergency equipment is in place (see 
25-60-0). 


(21) Install passenger seats (see 25-25-1). 

HOTE: Begin to install the seats in the aft section of the airplane and 
progress forward as the conversion of the center and forward 
sections is completed, 

9. Install Cabin Equipment -- Center Section’ 


(1) Install carpets, using retaining strip inside carpet rolls to secure 
carpet in place, 


+ (8) Connect stowage racks in conter and forward sections (see 25-25-0). 
В. Install. Cabin Equipment -- Рогмага Section 
(1) ‘Install crew lavatory (see 25-10-0). 
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(2) Install floor coverings in doorway and galley areas. 
(а) Бюовоп асгоно in threeholdo. 
(b) Soal area to be covered with Mylar, ` 
(о) Attach fiberglas panele to Mylar, using double-backed tape, 


(a) Insert floor covering under thresholds and attach floor covering to 
fiberglas with double-backed tape. j 


(e) Tighton thresholds, 

(3) Install galley Но, 1 (see 25-30-0). 

(h) Inetall galley Но. 2 (see 25-30-0). 

(5) Close and secure upper cargo door (see Chapter 52), 
(6) Install liners and snap-out panels. 


(6) Install carpets, using retaining strips inside rolls to secure carpet in 
place, 


(7) Install remaining seats (see 25-25-1). 
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САНОО/РАВВЕНОЕА CONVERSION - MAINTENANCE PRACTICES 


General 


‘The eivplene may be operated in an all рапвепдек ог an all cargo contig- 
uration, or in several cargo/passenger Combinations. 411 equipment necese 
sary for convorsion may be carried on the sirplane, and is ntoveblo out of 
the main cabin area, Interior errangenente allow for fron zero to fourteen 
pallets, If bulk cargo 16 being carried, an aisle is provided slong the 
left side by ал aisle net and stanchions. 


Тео Typo 1 emergency exits оте located at floor level, In many catgo/ 
passenger configurations activation of these exits is required, 


In the all cargo configuration the toilet vent must be closed, 


All but two smoke detector pickups are located to the left of sirplane 
centerline in the main cargo aroa, The two most aft detcotors are located 
under one cover forverd of the right forward aft lavatory on the right side. 
"The cover of the Ғогчагддов6 detector (over the large cargo door) must be 
removed to facilitate cargo loading and to prevent being damaged. 


Provisions for 25-man liferafts are located throughout the cabin aron to 
ellen for any cargo/passenger combination. 


Cergo/Pessenger Converoion - Items Required 


The following listed conversion itens are referred to in the accompanying 
1)lustrations, 


(1) Evacuation slides at entrance and service doors. 
(2) Aft double attendont's peat. 

(3) Aft galley unite, 

(4) First aid kit in aft coatroom, 


(5) Fire extinguisher (602) in aft controon. 


(6) Portable oxygen cylinders (vith masks) in overhead stowage racks. 


( 
( 


Jul 


(Т) Type 1 emergency exits not usable, 


(8) Туре 1 emorgency exits usable (for seat clearance sea Figure 202) evacu- 
ation slides at Type 1 exits. 


(9) Oxygen masks in overhead stowage racks. 
10) Туре III emergency exits usable; for seat clearance sce Figure 202, 
11) Fire extinguishers (820 end СО?) in forward costroon. 
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(12) Double uttendant's dest, forvard. 

(13) Forward cargo barrier net end crev galley, (See Figure 201.) Fire 
extinguisher, dry, with applicator, in radio rack. Provisions for 10- 
mon Xíferaft on floor near observer's station. 


(ш) Hovori passenger/cargo divider partition (овудо/рвввендег configurations 
only). 


(15) Provisions for 25-man Мега! в in renovable compartments in overhead 
віюмеде racks. 


(16) Gatley unit Ho. 1. 
(17) Galley unit No. 2. 
(18) Smoke detector units (see Figure 203). 


(19) Close toilet vent outlet, located on outer skin outboard of forward aft 
lavatory, by rotating cover plate 180 degrees. 


(20) Plug-in utility trays with adapters. One adapter required for each 
triple seat without another seat forvard. 


3. General Requirements for Conversion and Stowege of Cabin Equipment 


А, The cabin can provide seats for 162 passengers, or it has room for 1 
palleta or several combinations of passenger and cargo interiors, 


B. Ап all-passenger configuration may have the crew galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (or suitable con- 
tainers) containing в 21-ра11е% loading systen (excluding pallets) stowed 
in the lower cargo compartments. A portable toilet, courier seat, and 
supplemental courier seat пау alao be carried when necessary. 


с. An all-cargo configuration may have the passenger seats, galleye, cargo 
partition, and all other passenger cabin equipment carried in the lover 
cargo compartments and aft lavetories 
NOTE: The equipment bags and equipment boxes referred to in the following 

steps are to be manufactured locally. 
u. Conversion and Stowage of Cabin Equipment 


А. Prepare for Cabin Conversion (Passenger to Cargo) 
(1) Open galley service doors. 
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(2) Position one forklift or pallet loader at each galley service door. 


НОТЕ: The forklifts or pallet loaders used must havo a vertical 117% 
or 11 feet, If forklifto are used, а 7 x 10 foot pallet should 
do used for unlosding of seats and small pieces of equipnent, 


(3) Position emall eloth bags and equipment baga for protection of seats at 
aft galley service door: 


B. Recomended stations, Work Crews and Assigned Tasks 


(1) crew Ho. 1 (6 men) to remove and install equipment in forward section 
of airplane. 


(2) Crew Но, 2 (6 men) to remove and install equipment in center and aft 
sections of airplane. 


(3) Crew Но, 3 (3 men) to remove and load equipment in forvard cargo 
compartmont. - 


(1) Crew но. h (3 men) to remove and load equipment in aft cargo compartment. 


НОТЕ: For maximum efficiency, crews No. 1 and 2 should work simultene- 
ously and independently of Crews No. 3 end k. 


0. Remove Cabin Equipment - Forward Section 


(1) Renove evacuation slides from passenger entrance end galley service 
doors. 


(2) Fold down seat backs, disconnect seat from seat track, and renove 
seat. 


(3) Remove floor covering. (See 25-21-0.) 


(a) Roll up carpete, placing plastic retaining strips inside rolls, and 
tio each roll separately. 


(0) Loosen threshold screws at cockpit entrance and remove floor covering. 
‘Tighten screws, 


(e) Remove thresholds, cover strips, and floor covering in area of for- 
мага galleys. 
{№} Convert upper cargo door, (See 52-36-1.) 


(a) Remove cover from smoke detector unit over cargo door (see Figures 
201 end 203). 


(b) Remove liners from bottom of door, 
(e) Remove snap-out panels from door, 
(а) Unlateh and open door. 
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Unloaded cabin equipment and place near forward lovor cargo conpartment. 

NOTE: Other equipment may be unloaded as it is removed, Place the 
equipment near the forward lower cargo compartment, 

Remove portable oxygen oylindera from stowage racks ond stow in aft 

Xavatorios. 

Romove liferaft compartments from ofowago r&cke. 


Told down overhead stowage racks In area whore 
(вее 25-25-0). 


NORE: Remaining overhead stowage racks may be folded down as seats are 
removed. =a 


nte have been removed 


Remove coatroom shelf, header, and ceiling liner from coatroom forward 
of galley No. 1, 


Remove curtein between galleys No, 1 and 2 and stow in eft lavatory. 
Remove ceiling panel end galley fairings covering water supply бөлке. 
Disconnect and remove galley Но, 1 (see 25-30-0). 


Disaesezble galley Но. 1 into sections. Place all hardware in a cloth 
bag end secure bag to one section. 


Remove galley fairings, disconnect, and remove galley Но. 2 
(see 25-30-0). 


Remove fire extinguishers and brackets from forvard coatroom and stow 
in aft lavatories. 


Disconnect end disassemble lavatory end coatroom located forward of 
galley No. 1 (see 25-11-0). 


Install cargo loading system. 
(а) Install cargo loading system hardware for pallet positions No. 1, 
Wo, 2, and Но, 3. 


НОТЕ: Other sections of the cargo loading system may be installed 
as Beate, equipment, and floor covering are removed. 


lenove Cabin Equipment = Aft Section 
Remove containers with evacuation slides from passenger entrance and 
galley service doors. 
Remove aisle and galley curtains and stow in aft lavatory. 


Remove fire extinguiohers and brackets from aft coatroos and stow in 
aft lavatory. 


Remove first aid kit, oxygen masks, coatroom shelf, and curtain fron 
eostvoon and stov in aft lavatory. 


Remove partition, with attendents' seat, located forward of galley No. 5. 
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(6) Diaconnact and ronove aft galleys (see 25-30-0). 


NOTE: Disnssendle galleys as needed for removal and stowing. Place 
ALL hevdwero іп a cloth bag and secure bag to one section, 


(4) Remove forward aft lavatory (вве 2550-0), 
НОЕ! If оп 88. x 109. neh pallet ia used in pallot position Ш, the 
777 forward aft lavatory need not be removed, If an 88. x 105-4пой, 
pallet is used, remove the forward aft lavatory on the right 
vide. 
rU (0) Fold down seat backs, disconnect seat from sent track, and remove seat. 
(9) Uniond cabin equiprent and position near forward lover cargo compartment, 


НОГЕ: Other equipment сау be unloaded as it is removed and placed near 
the forward lower cargo compartment. 


(10) Roll up carpet, placing plastic retaining strips inside rolls, tie roll 
| separately, and rerove carpet, 


(11) Remove portable oxygen cylinders, with masks, from overhead stovage 
Packs and stow in aft lavatory. 


(12) Remove screws in threshold and cover strips. Rerove floor covering, 
| then instell and tighten serexs, 


E. Remove Cabin Equipment - Center Section 


(1) Remove evacuation slides and containers from Type I erergency exit doors, 
right anà left sides. 


$ (2) Fold down seat backs, disconnect seat fron seat track, and гепоуе seat. 
(3) Unload cabin equipment and place near forward lower cargo compartment, 
NOTE: Unload equipment and place near art lower cargo compartnent. 


(h) Roll up carpets, placing plastic retaining strips inside rolls, tie 
Џ each roll separately, and rerove carpet. 


(5) Remove Mferatt compartments from right, and left overhead stowage racks. 
(6) Remove oxygen masks fron left and right bag racks and stow in aft 


lavatory, 
(7) Remove movable divider partition (see 25-21.0), Stow curtain in aft 
Aevatory, i 
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Remove Cargo Loading Syatem Fquipment Hardvare 
(1) Unload cargo equipment boxes from forvard lower cargo compartmont, 

NOTE: The box containing tho ball transfer conveyor aesemblios may be 
opened insido the eargo compartment and tho aosemblios removed 
separately. 

(2) Aftor cargo loading system has been removed from boxes install retaining 

Straps on cargo equipment boxes, Place boxen neer forward lower cargo 

compartment. 


(3) Unionà forward barrier net, crew galloy if applicable, Place near for- 
ward upper cargo door. 


(% Unload cargo partition sections end hardware, 
Xnstall Crow Protection end Convenience Equipzent 

(1) Install crew galley and horizontal beam. 

(2) Install barrier net, 

Install Cargo Separator Het, station 1510. 

(1) Remove fitting covers (8 places). 

(2) Starting et top of net, attach anchor fittings to anchor plates and tie 
down tracks, Anchor fittings are installed by depressing center pins 
downward, inserting stud into anchor plate or tie down track, ав appli~ 
cable, sliding stud into position, and releasing conter pin to permit 
stud to be looked in position by anchor fitting body. 

(3) Adjust strap buckles to provide 5 to 20 pounds tension. 


NOTE: With separation net installed, only 88 x 108 inch pallet may be 
used in pallet position 14, 


И. Load Cargo Loading Bysten Equipment Boxes and Cabin Fquipuent 


(1) Place cargo equipment boxes in forward lower cargo compartment. 
(2) Stow cabin equipment in lower cargo compartments. 
Prepare for Cabin Conversion (Cargo to Passenger} 


(1) Open upper cargo door and galley service doors. 
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(2) Position two fork lifts or pallet loaders, опе at upper cargo door and 
опе at forvard lower cargo comportment. 


HOTE: Tho fork lifts or pallet Xowioro must hevo a vertical 2475 of 11 
feot, If fork Hirte ото used, a T x 10 foot pallet should de 
utilized for loading of seats and small equipment, 

(3) Recommonded otations, work orews, and task aosígnments (seo Paragraph А), 

9, Unload Lower Cargo Compartments 


(1) Unload forwerd and art lover cargo compartnents ard place equipment, 
зор де airplane near upper cargo door. 


(2) Place empty cargo equipment boxes in airplane cabin for packing cargo 
loading systen hardware, 


К. Remove Crew Protection and Convenience Equipment 
(1) Remove barrier net. 
(2) Remove crew galley and horizontal beam, 
Ki. Remove Cargo Separator Net, station 1510. 
(1) Release tension on net straps by releasing adjustment buckles. 


(2) Starting at bottom of net, depress anchor fittings center pins end slide 
studs to remove fron tie down tracks and anchor plates. 


(3) Remove net assembly, 
(8) Install anchor plate covers. 
X, Remove Cargo Loading System 
(1) Disconnect cargo loading system hardware from floor. 
(e) Inspect for damage оу vear. 
(b) Pack in cargo equipment boxes. 


(2) Remove Loaded cargo equipment boxes from cabin and place near forward 
lower cargo compartment. 


M. Load Forward Lower Cargo Compartment 
(1) Load end secure cargo equipment boxes in forward lower cargo compartment, 


(2) Load and secure all loose equipment not utilized in en all-passengoer 
configuration. 


25-52-0 
CODE b 
b Oat 15/69 


. 
DOUGLAS AIRCRAH CO. 


ICE соли 


ХА 
АР 


STA 1640 


TYPICAL SIDIWAUL 
AND CEILING RET 


ATTACHMENT. 
(B PLACES) 


CARGO SEPARATOR НЕТ ADJUSTMENT BUCKLE 


— ЕШ (6 PLACES) ADJUST. 
" TENSION TO 5-20 POUNDS 
— SS 
= А, 


УВА У 


БЕБА) 


\ 
%a.37.875 ПЕ |x=97.975 C ноо 
(ANCHOR PLATE) (REF) | ANCHOR PLATED М gR А 

Ха 23750 = 23.150 

ке) TRACK) РАСА ЫНЫ 

(тйк) 45 PLACES) 
‘VIEW LOOKING AFT 
AT STATION 1540 НА2-&Б17 
Сегво берагабог Het 25-52-0 

oot 15/69 Figure 20h CODE 4 


- Page 219 


ера 


H. Install Cabin Equipment ~~ Aft Section 


о) 


(n) Loosen eorews in throsholds, 

(b) Bual area to bo coveroà with mylar, 
(о) Attach fibergles penele to myler, using double-backed tepe: 

(á) After inserting floor covering under thresholds, attach floor covering 


(e) Tighten screws in thresholds, 


(2) 


(3) 
%) 
(5) 
{6} 


e 
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Inatall floor covering. 


to fiberglas panols with double-bnoked tape, 


Instal) foruerd aft lavatory if lavatory was removed to accomodate 
88 x 125-ineh pallet (see 25-h0-0). 


Assemble and install aft galleys (see 25-30-0). 
Instal! aft costroon shelf and curtain. 
Connect overhead stovage racks іп aft вас оп (see 25-25-0). 


Install carpets, using retaining strips inside carpet rolls to secure 
carpet ín place, 


Install partition, with attendants seat, forward of galley Но, 5, 
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(0) Install aisle and galley curtains, 
(9) Хпофо34 passenger sonte (soo 25-23-1). 


MOTE:  Ynetell sents in eft section of airplane and progrozs forward as 
conversion of conter end forward sections is completed, 


Inet8)) Cabin Equipaent == Center 3ection 


(A) Inoteli cerpsts, using retaining strip inside carpet rolis to seouro 
carpet in place. 


(2) Raise end connect overhead stowage racka (soo 25-25-0), 

(3) 100611 movable divider partition and ourtain (рее Figure 201), 
Install Cabin Equipaont ~~ Forward Section 

(1) Install crew lavatory, if applicable. 


(2) Assemble and install lavatory and coatroom located forward of galley 
Но, 1 (see 25-10-3). 


(3) Instoil floor coverings in doorway ond galloy areas. 
(а) Loosen вокема in thresholds, 
(b) Seal eres to be covered with ler . 
(г) Attach fiberglas panels to mylar, using double-backed tape, 


(а) Insert floor covering under thresholds and attach floor covering to 
fibergias with double-faced tape, 


(е) Tighten псгема in thresholds. 
(4) Avuemble and install galley No. 1 (see 25-30-0). 
(5) Instell coatroom shelf, header, ceiling liner, and galley feiringa. 
| (6) Install galley No. 2 and galley fairings, 
(7) 3notell ceiling panel between galleys No. 1 end Ко. 2 (вее 25-30-0), 
(8) Raise and connect overhead stowage racks (вее 2525-0). 
(9) слове ond secure upper cargo door (see Chapter 52). 


(a) Install liners and snap-out panels. 


(10) Install cover over smoke detector unit located above upper cargo door. 
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Instoll cerpe 
Аһ plaoo. 


using retaining strips inside rollo to secure carpet 


1046211 remaining ceate (өсе 25-23-21), 


Q. Instail Ewergency Equipment (ese Figura 202), 


(10 


(г) 
(3) 
(4) 
(9) 
(6) 
uU 
(8) 
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Instali оувочв оп slides on forward and aft passenger entrance and 
galley service doors, 


Install ovaouation slides at Type I emergency exit doors, 
Install liferaft compartments on overhead stowage raoka. 
Install firot aid kit in aft coatroom, 

Install fire extinguisher (C02) ín aft coatroon. 

Install portable oxygen cylinders and maska, 

Install fire extinguishore (H20 and 602) in forvera coatroon. 


Check to onaure that all emergency equipuent is properly installed. 
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А САВОО/РАВВЕНОЕН CONVERSION ~ MAINTENANCE MANUAL 
М Qunersi 

A. me alrpleno мау bo operated іп all passenger ог an all cargo configura- 
Aion, or in several cargo / passenger combinations. All equipment neoossbry 
for converaion may be carried on the airplane, ond is stóvable out of the 
tain onbin area, Interior arrangements allow for fron zero to fourteen 
pallets, If bulk cargo is being carried, an aisle is provided along the 
left side by ол aisle net ond stanchions, 

B. “vo Туре I (Jeteeospo) emergency exists are located at floor level, In 
many cargo/passenger configurations activation of these exits is required. 

0. In the all cargo configuation the toilet vent must be closed. 

D. ALL but tuo smoke detector units are located to the left of the airplane 
centerlino in the main cargo area. The two most aft detectors arg located 
under one cover forward of the right forward aft levatory on the right 
side. Tae cover of the forwardnost detector (over the large cargo door) 
must be removed to facilitate cargo handling and to prevent being damaged, 

E. Provisions for liferafts аге located throughout the cabin area to allow 

- for any Oargo/passenger combination, 

2. Согдо/Раввелдек Conversion ~ Items Required 
А, Me following listed conversion itens are referred to in the &cconpanylug 
illustrations, 
(1) Evacuation slides on entrance and service doors. 
(2) Attendant's seat. 
(3) Aft galley units. 
(h) Firat oid kit and oxygen masks in aft coatroom,. 
(5) Fire extinguishers (002 and Н20) in coatroon. 
(6) Portable oxygen cylinders (with masks) in overhead stowage racks. 
(T) Provisions for liferafts in aft drop ceiling. 
(8) Туре I emergency exits not usable. 
(9) Чура 1 emergency exists usable (for seat clearance see Figure 202), 
. Evacuation slides at Type І exito. 

(10) Oxygen masks in overhead stowage racks. 
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(31) Туре IIl emergency oxits usable; Гог seat clearance see Figure 202, 


| (зг) Fire oxtingutsher (H20) in overhead stovage rack, forward, right side, 


| (23) Provisions for attendaít!o seat, forvard, 


guíshor, dry with applicator, by radio rack. Provisions for liferafto 


| (19) Forward cargo barrier net and crew galley (see Figure 201). Fire oxtins 


оп floor in pilot!g compartment. 


(15) Movable passenger/cargo divider partition (cargo/passenger configura- 


tions only). 


{ (06) Universal pallet cargo loading system, 


| (97) Lireratts in removable containers. 


| (28) smoke detector units (see Figure 203). 


(19) Chose toilet vent outlet,.located on outer skin outboard of lavatory, 


by rotating cover plate 180 degrees. 


(20) Plug іп utility trays with adapters required for each seat without 


another seat forward. 


General Requiraments for Conversion and Stowage of Cabin Equipment 


The flexibility of the cabin facilities can provide for а full conplenent 
of passengers, or cargo, or several combinations of passengers and cargo. 


An eli-passenger configuration may have the crew galley, barrier nét, cargo 
partition, equipment bags, and cargo equipment boxes (ог suitable con- 
tainers) containing a lü-pallet loading system (excluding pallets) stowed 
in the lower cargo compartnents. 


An all-cargo configuration мау have the passenger seats, galleys, cargo 
partition, and oll other passenger cabin equipnent earried in the lover 
cargo compartments and aft lavatories, ` 


Paragraph 4C and UP, for removing and installing the cabin equipment in the 
forward section, is not applicable to airplanes with the cargo loading 
systen installed in the forward area. E 


НОТЕ: Tne equipment bags and equipment boxes referred to in the folloving 
Steps ere to be manufacturod locally. 
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№, Conversion end Stowage of Cabin Equipment 
А, Recomended Stations, Work Creve and Assigned Tasks 
(1) Grov но, 1 (6 mon) to remove ond install equipment in forward sootion 
of airplanes 
(2) Grew Но. 2 (6 mon) to romove and install equipment in center and att 
sections of airplane, 
(3) Crew No, 3 (3 men) to кецоус and load équipnent in forward cargo 
compartment. 
(h) Crew но. 4 (3 men) to remove and 1084 equipment іп art cargo 
compartment, 
B. Prepare for Cabin Conversion (Passenger to Cargo) 
(1) ореп galley service doors, 
(2) Position one fork lift or pallet loader at each galley service door. 
NOTE: The fork lifts or pallet loaders used must have в vertical lift 
of 11 feet. If fork lifts are used, a 7x10 foot pallet should 
be used for unloading of seats and small pieces of equipment. 
(3) Position small cloth bags and equipment bags for protection of seats 
at aft galley service door. 
C. Remove Cavin Equipment ~ Forvard Section 
(1) Remove evacuation slides and slide containers from passenger entrance 
and galley service doors. 
(2) Remove lounge table. 
(3) Remove lounge seats, 
(№) Remove partition located forward of cargo door. 
(5) Remove coatroom located inboard of cargo door. 
(6) Romove cover from smoke detector unit over cargo door (sse Figures 201 
and 203). 
(T) Convert upper cargo door, t 
(a) Remove liners fron bottom of door. 
(b) Remove впор-омё panels from door. 
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(o) Remove snap-on covers at floor and on cargo door jamb side penele 
forward and aft of cargo door, 


(4) Remove cargo door actuating cylinder cover, 
(e) Untatch and open door (eco Chapter 52), 
(8) Unioad cabin equipment and place near forward lower cargo compartment, 


NOTE:  Pquipusnt may be unloaded as it 15 removed, Place the equipment 
near the forward lower cargo compartuont, 


49) Fold down seat backs, disconnect suat from seat track, and remove pont, 
(10) Romove passenger divider partition (see 25-24-40). 
(31) Remove floor covering (see 25-27-0). 


(6) Remove threshold, cover strips, and floor covering at flight con- 
partment entrance. Replace and tighten screws. 


(b) Roll up carpets, placing plastic seat track covers inside rolls, 
and tie each roll separately. 


(e) Remove thresholds, cover strips, and floor covering in area of for- 
ward galleys. Replace end tighten screws. 


(12) Remove portable oxygen cylinders from overhead stovage racks and stow 
in aft lavatory. 


(13) Fold down and secure overhead stowage racks in area where seats have 
been ranovad (ace 25-25-0). 


NOTE: Remaining overhead stowage racks may be folded down as seats 
are removed, 


(A) Remove llferaft container with Liferaft. А 
(45) Remove sidewall stowage pockets. 


(16) Remove food trays, coatroom shelf, header, and ceiling liner from coat~ 
room forward of galley No. 1. 


(M) Remove curtain between galley Но, 1 and 2 and stow in aft lavatory, 
(18) Remove ceiling panel between galleys Но. 1 and 2. 
(19) Remove galley felrings. 


(20) Disconnect and remove galley Ко. 1 (see 25-30-0). 
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Disaasemble galley Но. 1 Into sections, Placo sll hardware in в cloth 
bag end secure to one section. 


Remove coatroom located aft of galley No, 2. 
Disconnect and remove galloy No, 2 (seo 25-300). 
Remove forword vater supply tanke (seo Chapter 38). 


CAUTION: TO PREVENT DAMAGE TO WATER TANKS DO NOT USE TANK FITTINGS 
AS HANDLES, 


Install sidewall and ceiling cover panel to fill openinge (see 25-28-0), 
Remove covers to cargo net fittings, 


Remove covers at lower edge оГ cargo door. jamb to clear саго loading 
system hardvare. 


Remove panel containing fire extinguishers and brackets from forward 
coatroom and stow in aft lavatory. 


Disconnect and disassenble unitized lavatory and controom located 
forvard of galley Но. 1 (see 25-41-0). 


Install cargo loading system, 


(а) Install cargo loading system hardvere for pallet positions No. 1, 
Ко. 2, and Ко. 3.7 


ш 


Other sections of the cargo loading system may be 


installed ав seats, equipment, and floor covering 
are removed. 


Renove containers with evacuation slides from passenger entrance and 
galley service doors, 


Remove aisle and galley curtains and stow in aft lavatory. 
Remove fire extinguishers from coatroom and stow in aft lavatory, 


Romove firat sid kit, oxygen masks, coatroom shelf, food trays, and 
curtain from coatroom and stow in aft lavatory. 


Remove partition, with attendant!s seat, 
Disconnect and remove aft galleys (see 25-30-0). 


NOTE: Dinassexble galleys as needed for removal and stowing. Place 
all hardware in в cloth bag and secure bag to опе section, 
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(T) Remove forward aft levatory (see 25-40-0), 

WORE! If an 88x108-inch pallet is used in pallet position lli, the 
forvard aft lovatory neod not be removed, If an B0x125-inoh 
panet 46 used, remove the forward aft lavatory on the right 
bide. 

‚ (8) Fold down seat backe, disconnect leg from soat track, und remove seat. 
(9) Unload cabin equipment and place near forverd lower cargo compartment, 


NOTE: Other equipzont may be unloaded as it is removed and plecad 
near the forvard lower cargo conpartnent. 


| (10) Remove side panel anap-on covers in area of pallet Но. 13 for pallet 
clearance, 


| Ü) Remove portable oxygen cylinders, with masks, fron overhead stowage 
racks and stow. in aft Lavatory. 


(12) Fold down and secure overhead stowage racks (see 25-25-0). 


(a) Remove threshold, cover strips, and floor covering in aft galley 
arca. Replace and tighten screws: 


(b) вода up carpets, placing plastic seat track covers inside rolls, 


(13) Remove floor covering (see 25-21-0). 
and tio each roll separately. 
| =. Renove Cabin Equipment - Center Section 
| (1) Unlatch and open upper cargo door (cargo/psssenger configurations). 


(2) Remove evacuation slides and containers from Type I (Jetescape} emer- 
gency exit doors. 


(3) Fold down seat bavks, disconnect leg from seat track, and remove 
seat, 


(8) Ronove passenger/cargo divider partition (cargo/passenger configura- 
tions) (аве 25-2440), 


(S) unload cabin equipment and place near forward lower cargo compartment. 


| NOTE: Other equipment may be unloaded and placed near aft lover cargo 
compartment. 
| (6) Renove portable oxygen cylinders from overhead stowage racks and stow 


in aft lavatory. 
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(Т) Remove fire extinguisher from overhead stovage rack, right eide (cargo/ 


passenger configurations). 


18) Fold дома end secure ovorhend stowage racks (вое 25-25-0), 


(9) Roll up carpets, placing plastic seat track covers inside volls, ond tio 


each roll separately, 


(10) Romove 14Teraft containers with liferafts, 


(11) Install cargo Loading system hardware in pallet positions li through 14, 


r. 


Remove Cargo Loading System Equipment Hardvare 


(1) Unload cargo equipment boxes from forward lower cargo compartment, 


NOTE: The box containing the ball transfer conveyor assemblies may be 
opened inside the cargo compartment and the assemblies removed 
separately. 


(2) After cargo loading system has been removed from boxes, install retain- 


ing straps on cargo equipment boxes. Place boxes near forward lower 
cargo compartment. 


(3) Unload forward barrier net and crew galley. Place near forward upper 


cargo door. 


(h) Untoad cargo partition sections and hardware, 


9. Install Crew Protection and Convenience Equipment 

(1) Install crew galley and horizontal beam. h 
(2) Install berríer net. 

N. Load Cargo Loading System Equipment Boxes and Cabin Equipment 
(1) Placé cargo equipment boxes in forward lower cargo compartment, 
(2) Stow cabin equipment in lover cargo compartments, 

1. Prepare for Cabin Conversion (Cargo to Passenger) 
(1) Open upper cargo door and aft galley service door. 
(2) Position two fork lifts or pellet loaders, one at upper cargo door and 

опе at forward lower cargo compartment. 

NOTE: Тһе fork lifts or pallet loaders must have а vertical lift of 11 
feet, If fork lifts are used, a 7x10 foot pallet should be 
utilized for loading of seats and small equipment. 
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(3) Recommended stations, vork crave, and tack aesignments (see Paragraph hA). 


J, unload Lower Cargo Compartments 


(1) Unload forward and aft lover cargo compartments and place equipment 
beside airplene поет upper cargo door, 


(2) Remove two onpty equipment boxes from forvard lover cargo compartment, 


(3) Place boxes in airplane cabin for packing cargo loading system hardware, 


K, Remove Crew Protection and Convenience Equipment 
(1) Remove barrier net. 
(2) Remove creu galley and horizontal beam. 
L. Renove Cargo Loading Systen 
(1) Disconnect cargo loading system hardware from floor. 
(а) Inspect hardware for damage or wear. 
(0) Раск hardvare in cargo equipment boxes. 


(2) Remove loaded cargo equipment boxes from cabin and plage near forward 
lower cargo compartment. 


М. Load Forward Lower Cargo Compartment 


(1) Load and secure cargo equipment boxes in forward lower cargo 
compartment. 


(2) Load. and secure all loose equipment not utilized in an all-pessenger 
* configuration. 


N. Inetall Cabin Equipment ~ Aft Section 
(1) Install floor covering (see 25-27-0). 
($) Remove screws for installation of thresholds and cover strips. 
(b) Seal area to be covered with mylar, 
(с) Attach fiberglas panels to mylar, using double-face tape, 
(d) Attach floor covering to fiberglas panels using double-face tape. 


(e) Install thresholds end cover strips, Replace and tighten screws. 
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(8) install forward aft lavatory if lavatory was removed to accommodate 
86х125-іпеһ pallet (вес 25-10-0). 


{3} Assemble and install aft galleys (see 25-30-0). 

(0) Instedl aft совъгооп shelf end ourtain. 

(5) Raise ond secure overhead stowage racks (see 25-25-0). 

(6) Install carpets, using double-face tape to secure carpet in place. 
(7) Install partition, vith attendant 's seat, forward of galley Но, 5, 
(8) 1009621 aisle and galley curtains, 

(9) Stow food trays in oft coatroon. 

(10) Install passenger seats (aee 25-23-1). 

(24) Install track covers in seat tracks between seats, 


НОТЕ: Install seats in aft section of airplane and progress forvard as 
conversion of center and forward sections is completed, 


©. Install Cabin Equipment ~ Center Section 


(2) Install carpets, using double-face tape to secure carpet ín pla: 


(2) Install liferafts at locations shown in Figure 204, 
(3) Raise and secure overhead stovage racks (see 25-25-0). 


(h) Install Passenger/cargo divider partition and curtain (paesenger/ 
cergo configurations), see Figure 201. 


(5) close and secure upper cargo door (passenger/cargo configurations), 
see 52-36-1. 


P. Install Cubin Equipment ~ Forward Section 


(1) Assemble and install unitized Lavatory and costroom located forward 
of galley No. 1 (soe 25-l1-0). 


(2) Install floor covering in doorvay and galloy areas (see 25-27-0). 


(a) Remove screws for installation of threshold» and cover strips in 
flight compartment entrance and galley ares. 


(b) Seal агев to be covered vith mylar. 
(c) Attach fiberglas panels to mylar, using double-face баре, 
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(а) Attach floor covoring to fiberglas panels, using double-face tape. 
(e) Inatoll thresholds and cover strips. Replace and tighten screws. 
Inetall covers at lower edge of cargo door janb, 
Install covers over cargo net fittings. 
Remove sidewall to ceiling cover panels, 
Inotall forward water supply tanks (see Chapter 38). 


CAUTION: TO PREVENT DAMAGE TO WATER TANKS DO NOT USE ТАНК FITTINGS 
AS HANDLES, 


Aesonble and install galley Но, 1 (see 25-30-0). 

Install coatroom shelf, header, ceiling liner, und galley fairings. 
Install galley Ho. 2 and galley fairings. 

Install ceiling panel between galleys Шо. 1 and 2 (see 25-28-0). 
Instell cover over snoke detector unit located above cargo door. 
Install liferafts at locations shown in Figure 204, 

Raise and secure overhead stowage racks (see 25-25-0). 

Install carpets, using double-face tape to secure carpet in place, 
Install coatroom aft of galley No. 2, 

Install partition located forvard of cargo door, 

Install passenger divider partition (see 25-24-0), 

Install remaining seats (see 25-23-1). 

Install seat track covers in seat tracks betveen seats. 

Install sidewall stowage pockets. 

Chose and gecure cargo door (вее Chapter 52). 


(a) Instali liners, snap-out panels, and actuating cylinder cover. 


(22) Install совъгооп inboard of cargo door. 
(23) Install lounge seats and table. 
сай Install costroom and aisle curtains. * 
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(25) Stow food trays іп forward controom, 
Q. Install Emergency Equipment (see Figure 201) 
(i) Install evacuation 81148 on рвввепдег and galloy service doors, 


(2) Install evaouation slidos at Тура I emergency oxit доого (passonger/ 
cargo configurations only), b: 


(3) Install ifəerafs compartments. 

(4) Install first ald kit in aft coatroom. 

(5) Install fire extinguishers (CO2 end 120) in aft coatroon. 

(6) Install portable oxygen cylinders and masks, 

(T) Install fire extinguisher (820) in forward aren (see Figure 201). 


(8) Check to ensure that ali emergency equipment is properly installed. 


Рада 218 ч Нау 1/69 


1 ИЗА 


СОЧОЛАЎ AIRCRAFT CO. 


об-е GUCTY. SERIES 


IAAINTÉNANCE MANUAL 


CARGO/PASSENGER CONVERSION - MAINTENANCE PRACTICES 


General 


А. The airplane way de operated in an all passenger or an oll oargo configura- 
bon, or in several oargo/passenger combinations. All equipment necessary 
for conversion may be carried on the airplane, and is stowable out of the 
main cabin area, Interior arrangements allow for from 2 to 18 pallets. 


В. Four Туре 1 emergency oxiote аге 2000408 at floor level. Under many cargo/ 
passenger configurations activation of these exits ig required. . 


G. In the all cargo configuration the toilet vents must be closed, 


D. All but two emoko detector piokups are coated to tho left of airplane 
centerline in the main cargo area. The two mont aft deteotora are located 
under опе cover forward of the right forward aft lavatory on the right 
aide. The covor of the forwardmost detector (over the large cargo door) 
mst be removed to facilitate cargo loading and to prevent being demaged. 


E. Provisions for 25-man liferafte are located throughout the cabin area to 
allow for any cargo/passenger combination. 


2. Qargo/Passenger Conversion - Items Required 


А. The following listed conversion itewa are referred to in the accompanying 
Aliuatrations, 


(1) Evacuation slides at entrance and service doors, 

(2) Aft double attendant!'s est. 

(3) Aft galley unite, 

(4) Firat ald kit in aft coatroon. 

(5) Fire extinguishers (c and H20) in aft coatroon, 

(6) Portable oxygen cylinders (with masks} in overhead atowags racks. 
(T) Type 1 emergency exits not usable, 


(8) Туре I emergency exite usable; for seat clearance see Figure 202, 
Evacuation slides at Typo T exits. 


(9) Oxygen masks in overhead stowage racks. 
(10) Туре ІШІ emergenoy exits usable; for seat clearance see Figure 202. 
(11) Fire extinguishers (i50 end Co) in forward coat ron. 


(12) Double ettendent'g seat, forward. 
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(13) Forward cargo barrier net, crew galley, and carry-on toilet, if required, 


Fire extinguisher, dry with applicator, et radio rack. Províiolons for 


10-nan lifoveft on floor near observer's station. 


(1h) Movable cargo/passenger partition (cargo/passenger configurations only), 


(15) Provisions for 25~man liferafto in removable compartmenta, in stowage 


racks. 
(16) Gatley unit No. 1, with oxygen masks for attendants, 
(17) Galley unit по, 2, 


(18) Socke detector unite (аво Figure 203). 


(19) Close tollet vent outlet, located on outer skin outboard of forward aft 


lavatory, by rotating cover plate 160 degrees. 


(20) Plug-in utility trays with adapters. One adapter required for 
triple seat without another seat forvard. 


(21) Courier seat end supplemental courier seat if required, 


3. General Requirements for Conversion and Stowage of Cabin Equipnent 


each 


A, Tae cebin can provide seats for up to 223 passengers, or it has room for 
18 pallets or several combinations of passenger and cargo interiors. 


В, An all-passenger configuration шау have the crew galley, barrier net, cargo 


partition, equipment bags, and cargo equipment boxes (or suitable 


containers) containing Өл 18-pallet loading system (excluding pallets) 
stowed in the lover cargo compartments. A portable toilet, courier seat, 


end supplemental courier seat may aluo be corried when necessary. 


С. An all-cargo configuration may have the passenger seats, galleys, 
partition, and ail other passenger cabin equipment carried in the 
cargo compartments end aft lavatories. 


cargo 
lower 


NOTE: The equipment bags end equipment boxes referred to in the following 


stops ere to ће manufactured locally. 


u. Conversion and Storage of Cabin Equipzent 


A. Prepare for Cabin Conversion (Passenger to Cargo) 


(1) Open galley service doors. 
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(2) Position опа forklift or pallet loader at each galley service door. 
НОГЕ: The forklifts or pallet loaders used met have a vertical Litt 


of 11 feet, If forklifts are used, a 7x10 foot pallet should 
bo used for unluading of seats and small plecos of equipment, 


(3) Position emall cloth bags and equipment bags for protection of sento at 
aft galley service door, 


Reconzended Stations, Work Crews, and Asoígned Tasks 


(1) Crow No, 1 (6 nen) to remove and install equipment іп forvard section 
of airplane, 


(2) Grew Но. 2 (6 men) to remove and install equipment in center and aft 
sections of airplane. А 


(3) Crew Но, 3 (3 пеп) to remove and load equipment іп forward cargo соп- 
partment. 


(Ш) Crew Но, h (3 men) to remove and 1088 equipment in aft cargo compartment. 


NOTE: For maximum efficiency, creva Но. 1 and 2 should work simultane- 
ously end independently of crews Но. 3 and №. 


Remove Cabin Equipment - Forward Section 


(2) Remove evacuation slides from passenger entrance and galley service 
doors, 


(e) Fold down seat backs, disconnect legs from seat track, and remove seat, 
(3) Remove floor covering (see 25-27-0). 


(а) Loosen threshold screws at cockpit entrance end remove floor covering, 
‘Tighten screws. 


(b) Roll up carpeta, placing plastic retaining strips inside rolls, and 
Vie each roll separately. 


(е) Remove thresholds, cover stripe, and floor covering in area of for- 
ward gall 


(% Convert upper cargo door (ace Chapter 52). 
(а) Remove liners from bottom of door. 
(b) Remove snap-out panele from door, 
(e) Unistch and open door, 
(d) Remove cover from smoke detector unit over uppor cargo door (see 
Figures 20} and 205). 
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(5) Undoad cabin equipment and position near forverd lover cargo compartment. 


NOTE: Other equipment may be un loaded as it is removed. Place near the 
forvard lovor cargo comparteent. 


(6) Remove portable oxygen cylinders and oxygen masks from left and right 
вбомаве racks and stos in aft lavatories, 


(7) Remove liferatt compartment from overhead stovage rack. 


(8) Fold down overhead stowage racks іп area where seats have been removed 
(вее 25-250), 


НОТЕ: Remaining overhead stowage racks пау be folded down as seats are 
removed. 


(9) Disconnect and remove galley По. 1 (see 25-30-0). 


(10) Disassemble galley Ho. 1 into sections. Place all hardware in в cloth 
bag and secure bag to one section. 


{11} Disconnect and remove galley No. 2 (see 25-30-0): 
(12) Remove ceiling panel covering water supply tanks (see 25-28-0). 
(13) Remove forward vater supply tanks (see Chapter 38}. 


(14) Remove fire extinguishers and brackets from forward coatroom and stow 
1n aft lavatories, 


(15) Disconnect and disassenble unitized lavatory and coat room located for- 
зага of galley No. 1 (see 25-li-0). 


(16) Disconnect and disassemble forward crew lavatory and remove inboard 
partition, if called for in cargo configuration (see 25-l0-0), 


(17) Stow toilet bowl аззешьЗу for forward crew lavatory in one of aft 
lavatories. 


(18) Install cargo loading system, 


(а) Install cargo loading system hardware for pallet positions Но. 1 
and 2. 


NOTE: Other sections of the cargo loading system may be installed ав 
seats, equipment, and floor covering are removed. 


b. Remove Cabin Equipment = Aft Section 


{1} Remove containora vith evacuation slides from passenger entrance and 
galley service doors, 
(2) Remove aislo and galley curtains and stow in aft lavatory. 
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Disconnect and remove aft galleys (вее 25-30-0). 


НОТЕ: Disassemble galleys as needed for removal end stowing, Place 
all hardvare in а cloth bag and secure bag to galley. 


Remove fire extinguishers and brackets and stow in one of aft lavatories. 


Remove firet aid kit, oxygen masks, coatroom shelf, and curtain from 
coatroom and stow in aft lavatory. 


Remove partition with attendents’ seat. 
Fold down scat backs, disconnect legs from seat track, and remove sont, 
Unioad cabin equipment and place near forward lover cargo compartment. 


NOTE: Other equipment may be unloaded as It is removed and placed near 
the forward lover cargo compartment. 


Remove portable oxygen cylinders and oxygen masks from overhead stowage 
racks and stow in aft lavatory, 


Remove liferaft compartments, vith liferafts, from right and left over- 
head stovage racks, 


Fold down overhead stowage racks (see 25-25-0). 


Loosen screws in threshold and cover strips. Remove floor covering and 
tighten screws, 


Roll up carpet, placing plastic retaining strips inside rolls, and tie 
each roll separately. 


Е. Remove Cabin Equipment - Center Section 


а) 
(2) 
(3) 


(4) 


(5) 


Remove evacudtion slides and containers from Type І emergency exit doors. 
Fold down seat backs, disconnect legs from seat track, and remove seat, 
Unload cabin equipment and place near forward lower cargo compartment. 


NOPE: Other equipment may be unloaded as tt is removed and placed near 
the aft lower cargo conpartnent. 


Roll up carpets, placing plastic retaining strips inside rolls, and Ме 
each roll separately. 


Remove liferaft compertments with liferafts from right and left overhead 
atowage гаско, 
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(6) Remove portable oxygen cylinders and oxygen masks from left and right 
overhead stovage racks and stow in aft lavatory. 


| (T) Fold dom and secure overhead atovago racks (зо 25-28-0). 
| (8) Remove divider partitions (вес 25-24-0), 
F, Remove Cargo Loading Byeton Equipasnt Hardvare 
(X) unload cargo equipment boxes from forward lower cargo compartment. 
NOTE: Тһе box containing tho ball transfor conveyor assemblies may be 
opened inside the cargo compartnent end the assenblios removed 
separately. 
(2) After cargo loading system has been removed from boxes, install retaining 
straps on cargo equipment boxes, Place boxes near forward lover cargo 
compartment, 


(3) Unload forward barrier net and crew galley, if applicebie, Place near 
forward upper cargo door, 


(ну Фазова cargo partition sections and herdvare, 
9. Inotall Crew Protection and Convenience Equipment 
(2) Install orev galley and horizontal bean. 
(2) Inetal) barrier not, 
(3) XnsteJl carry-on toilet, if called for in cargo configuration. 


H, Load Cargo Loading System Equipment Вохов and cabin Equipment (Forward 
Lower Cargo Compartment) 


(1) Place cargo equipment boxes in forward lower cargo compartment. 
(2) Stow cabin equipment in lower cargo compartments, 
1. Prepare for Cabin Conversion (Cargo to Passenger) 
(1) Open upper cargo door end galley service doors, . 


(2) Position two fork lifts or pallet loaders, one at upper cargo door end 
one at forward lower cargo compartment. 


КОТЕ: The fork lifts or pallet loaders must have в vertical lift of 1l 
feet, If fork lifts are used, a 7x10 foot pallet should be 
utilized for loading of seats and small equipcent. 


(3) Recommended stations, work crews, and task ossignoent (see paragraph 4B), 


> Jul. 15/69 


DOUGLAS AIRCRAH co. 


He- я/жту SSRIES 


MAINTENANCE MANUAL 


3. Uniond Lower Cargo Conpertnents 


(1) Unload forward and aft lover cargo compartments and place equipment 
beside airplane near upper cargo door, 


(2) Place empty cargo equipment boxes in airplane cabin for packing cargo 
loading eynten hardware. 


К. Remove ‘Crew Protection and Convenience Equipment 
(1) Remove barrier net, 
(2) Remove eres galley and horizontal beam, 


(3) Remove courier seat end supplemental seat, if applicable (see 25-11-h 
end 25-11-5). 


(4) Remove carry-on tot let, Lf applicable. 
1. Remove Cargo Loading System 
(1) Disconnect cargo loading system hardvere from floor. 
(а) Inspect hardware for damage or wear, 
(0) Pack in cargo equipment boxes. 


(2) Remove loaded cargo equipment boxes from cabin and place near forvard 
lower cargo conpartuent, 


М. Load Forward Lover Cargo Conpartzent 
(1) Loud and secure cargo equipment boxes in forward lower cargo compartment. 


(e) Loa and secure all loose equipment not utilized in an ell-pnssenger 
configuration. 


NH. Install Cabin Equipment - Aft Section 

(1) Install floor covering. 
(a) Loosen screws in thresholds, 
(b) Sel area to be covered with mylar. 
(e) Attach fiberglas panels to mylar, using double-backed tape. 


(d) After inserting floor covering under thresholds, attach floor covering 
to fiberglas panels with double-vacked баре, 


(e) Tighten screws in thresholds. 
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(2) Inetallaft galleys (вее 25-30-0). 

(3) Install partition with attendanto! soot, 

(%) Inetell а controon shelf and ourtoin, 

(5) Raise and connect overhead stowage racke (ове 25-25-0), 


(6) Inetell carpots, using retaining strips ineide carpet rolla to secure 
carpet in place, 


(T) Instal aisle and galley curtains. 
48) Install passenger neate (вее 25-23-1), 


НОЕ: Begin to install seats in aft section of airplane end progress 
forward as conversion of center and forward sections is completed. 


0. Install Cabin Equipment - Center Section 


(1) Install carpets, using retaining strips inside carpet rolle to secure 
carpet in place. 


(2) Instab} divider partitions (see 25-280). 

(3) Raise and connect overheal stowage racks (see 25-25-0), 
P. Ynetall Cabin Equipment = Forward Section 

(1) Install crow Javatory, if applicable. 


(2) Assemble and install unitized lavatory end coatroom located forward of 
galley No, 1 (вее 25-41-0). 


(3) Install floor coverings in doorway and galley areas. 
(a) Loosen screws in thresholds, 
(b) Seal aron to bo covered with waar. 
(c) Attach fiberglos pancle to mylar, using double-backod topo, 


(d) Insert floor covering under thresholds and attach floor covering %о 
fiberglas with double-faced tape. 


(e) Tighten вохема in thresholds, 
(№) Install forvard water supply tanks (see Chapter 38), 
(5) Install ceiling panel under vater supply tanks (aeo 25-28-0). 


(6) Install galley Но. 1 (sea 25-30-0), 
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(1) Install galley Но, 2 (sse 25-2-0), 
(8) Reise and connect overhead stowage racks (вве 25-25-0), 
(9) Ghose and secure upper cargo door (see 52-36-1). 


(a) Install liners end onap-out panels, 


1 (b) Install cover over вкоке deteotor unit Located above upper oargo door, 


(10) Install carpets, using retaining strips inside rolle to secure carpet ` 
in placo, 2 


(31) Install remaining oaats (воз 25-23-21), 
(12) Install coatroom end aisle curtains, 
Q, ‘Install Emergency Equipment (see Figure 201) 


(1) Install evacuation slides on forward end aft passenger entrance and 
galley service doors. 


(2) Install evacuation slides at Type I emergency exit doors. 
(3) Install oxygen masks "оп overhead etowage racks. 
(4) Install liferaft compertments on overhead stowage racks. 


(5) Install portable oxygen cylinders and meska adjacent to liferaft 
compartments, 


(6) Install first ald kit in aft coatroon. 
(T) Install fire extinguishers (002 and #20) in aft coatroou. 
(8) Install fire extinguishers (H20 and 002) in forward coatroom. 


(9) Check бо ensure that all emergency equipment ip in place. 
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CARGO/PASOENQER CONVERSION - MAINTENANCE PRACTICES 
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The airplane way be oporated іп an all passenger or an all cargo configu 
vation, or in several cargo/passengor conbinations. А11 equipment песов- 
sary for conversion may be carried on the airplane, and is stowable out of 
the main cebin eres, Interior arrangements allow for 3 to 18 pallets, 


Four Type I emergency exits are located at floor level, Under many cargo/ 
pungenger configurations activation of these exits is required, 


In the all cargo configuration the toilet vents muot be closed, 


Ail but two smoke detector pickups are located to the left of airplane 
centerline in the main cargo area. The wo most aft detectors are located 
under one cover forward of the right forvard aft lavatory on the right side. 
The cover of the forwardmost detector (over the large cargo door) must be 
removed to facilitate cargo loading and to prevent being damaged. 


Provisions for 25-man liferafts are located throughout the cabin area to 
allow for any cargo/papnenger combination. 


Use only one aft lavetory for the stowage of equipment, 


2. Gaxgo/Passenger Conversion - Yteus Required 


А. 


( 


Jul 


She following listed conversion items are referred to in the accompanying 
illustrations. 


(1) Бғасавб4оп slides at entrance and service doors. 

(2) Aft double attendant's seat. 

(3) Aft galley units. 

(% First aid kit in aft соабгоот, 

(5) Fire extinguishers (С0р and H20) in aft coatroon. 

(6) Portable oxygen cylinders (with маска) in overhead stowage racks. 
(Т) Туре І emergency exits not usable. 


(8) Туре I emergency exits usable; for seat clearance see Figure 202. 
Evacuation slides at Туре 1 exits. 


(9). Oxygen masks in overhead stowage recks. 


10) Туре III enorgancy exits useble; for seat clearance sec Figure 202. 
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(21) Fire oxtingutshers (H20 and co) in forward coatroom, 


(12) Double attendant's sont, forward. 


(13) Forward cargo barrier not, crew galloy, fire oxtinguicher (dry with 
applicator), at radio rack. 


(18) Movable bargo/psesenger partition (cargo/pacsenger configurations only). 


(25) Proristons for eg n лети in renovable compartments, in stowage 
racks. 


(16) Galley unit No. 1, with oxygen maske for attendants. 
(27) Gatloy unit Но, 2. 
(16) Smoke detector units (see Figure 203). 


(19) Close toilet vent outlet, located on outer skin outboard of forward aft 
lavatory, vy rotating cover plate 180 degrees. 


(20) Plug-in utility trays with adapters. One adapter required for cach 
triple seat without another seat forward. 


(21) Courier seat and supplemental courier seat. 


3. General Requirements for Conversion and Stowege of Cabin Equipment 


А. The cabin can provide seats for úp to 253 passengers, or 1% has roon for 
18 pellets or several combinations of passenger and cargo interiors. 


B. An ell-pessenger configuration may have the crew galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (or suitable con- 
tainers) containing an 18-pallet loading system (excluding pallets) stowed 
in the lower cargo coupartments. A portable toilet, courier sent, and 
Pupplementel courier seat may also be carried when necessary. 


0. An all-cargo configuration may have the passenger seats, galleys, cargo 
partition, ard all other passenger cabin equipment carried in the lover 
cargo compartments and aft lavatories. 


НОТЕ: ‘The equipment bags and equipment boxes referred ^o in the following 
steps are to be manufactured locally. 


№. Conversion and Stowage of Cabin Equipment 
А. Prepare for Cabin Conversion (Passenger to Cargo) 


(1) Open gelley service doors. 
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Position ono forklift or pallet Loader at esch galley service door. 
НОТ: Tho forklifts or pallat loaders used must have а vertical 1476 


of 11 foot, If forklifts used, а 7x10 foot pallet should 
bo used for unloading of seats and small pieces of equipment. 


Ponition smell cloth bags end equipuent bngs for protection of seats at 
aft galley service door. 


econiended Stations, Mork Crews, and Assigned Tacke 


Grew No, 1 (6 men) to removo anà inetell equipment in forward section 
of airplane, 


Crew No. 2 (6 men) to remove and install equipment in conter and aft 
nections of airplane. 


Grew No, 3 (3 men) to remove and load equipment in forward cargo con- 
partment, 


Crow Ho. k (3 шоп) to remove and load equiyaent in aft cargo compartuent. 


HOVE: Por maximum efficiency, ereus Ho. 1 and 2 should work simultane- 
ously and independently of crews Но, 3 and №. 


«лоте Cabin Equipment - Forwerd Section 


Renove evacuation alides from passengor entrance and galley service 
doors. 


Fold down seat backe, disconnect lego from scat track, and remove seat. 
Remove floor covering (see 25-27-0). 


(а) Looson threshold screws at cockpit entrance and remove floor covering, 
Tighten sorewe. 


(b) Roll up carpets, placing plastic retaining strips inside rolls, and 
tie each roll seperately, 


(с) Remove thvesholdo, cover strips, and floor covering in area of for- 
ward galleys, 
Convert upper cargo door (see Chapter 52). ` 
(а) Remove liners {гоп bottom of door, 
(b) Remove anop-out panels from door. 
(о) Unlatoh and open door. 


(a) Remove cover from emoke detector unit over upper cargo door (seo 
Figures 201 and 203). 
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Unlaed cabin equípmont and position near forvard lover cargo compartuent, 


NOTE: Other aquipmont may be umlonded as it is removed, Place near the 
forward lover cargo Compartuent, 


Ronova portable oxygen cylinders end oxygen masks from left and right 
Mfereft containers ond stow in aft lavetorios, 


Remove liferaft containers from overhead stowage rack. 


Fold down overhead stowage racks in area whore seats have been removed 
(see 25-25-0). . 


НОТЕ: Remaining overhead stowage racks may be folded down as seats are 
removed. 


Remove ceiling panel covering water вирр1у tanks (see 25-28-0). 
Disconnect and renove galley No. 1 (see 25-30-0). 


Digascenble galley Но. 1 into sections. Place all hardware in a cloth 
оов and secure beg to one section. 


Disconnect and remove galley Но, 2 (вее 25-3040). 
Remove forward water supply бөлке (see Chapter 38). 


Remove fire extinguishers and brackets from forward coatroom and stow 
in aft lavatories. 


Disconnect end disassembly unitized lavatory and coatroom located for- 
ward of galley Но. 1 (see 25-51-0). 


Disconnect and disasseuble forvard creu lavatory and remove inboard 
partition, if called for in cargo configuration (see 25-l0-0). 


Stow toilet bowl assembly for forvard crew lavatory in one of art 
lavatories. 


109403} cargo loading system. 


(a) Install cargo loading system hardware for pallet positions No. 1 
end 2 


HOTE: Other sections of the cargo loading system may be installed us 
Reato, equipment, and floor covering are removed, 


р, Remove Cnbin Equipment - Aft Section 


а) 


Раде 210 


Remove containers with evacuation slides from passenger entrance and 
galley service doors, 
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Rezove niele and galley curtaine and stov ín aft lavatory, 


Dicoonnect and romove aft galleys (вее 25-30-0). 


КОТЕ: Disassembly gelle вз needed for ramoval and stoving. Place 
831 herdvare in a cloth bog ond secure bag to galley. 


Ronove fire extinguishers and brackets and stow in one of aft lavatorios. 


Remove first aid kit, oxygen masks, coatroom ehelf, and curtain from 
coatroon and stow in aft lavatory. 


Remove partition with attendants* seat, 
Fold down seat backs, disconnect lege frou sent track, and remove seat. 
Unload cabin equipment and place near forvard lower cargo conpartment. 


HOTE: Other equipment пау be unloaded as it is renoved and placed near 
the forward lover cargo compartment. 


Remove portable oxygen cylinders and oxygen masks from liferaft 
containers end stow in aft lavatory. 


Remove liferaft containers, with liferafts, from right and left over- 
head stowage racks, 


Fold down overhead stovage racks (see 25-25-0). 


Loosen screws in threshold and cover strips. Remove floor covering and 
tighten sereus, 


Roll up carpet, placing plastic retaining strips inside rolle, and tie 
each roli separately. 


. Remove Cabin Equipment - Center Section 


а) 
(2) 
(3) 


(h) 
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Remove evacuation slides and containers from Type I emergency exit doors, 
Fold down seat backs, disconnect legs from seat track, and remove seats, 
Unload cabin equipment and place near forward lover cargo compartment. 


NORE: Other equipment may be unloaded as it is removed end placed near 
the aft lover cargo compartment. 


Roll up carpets, placing plastic retaining strips inoide rollo, and tie 
each roll separately. 
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(5) Remove portable oxygen cylinders and oxygen masks from left and right 
liferaft container racks and stow in aft lavatory. 


(6) Remove 14Гога в containers with liferafts from right and left overhead 
вкомвва racks. 


(4) Fold down overhead stowage rache (see 25-250). 
F. Remove Cargo Loading system Equipment Hardware 
(1) Unload cargo equipment boxes from forward lover cargo compartment, 
NOPE: The box containing the ball transfer conveyor assemblies may be 


opened inside the cargo compartment and the assemblies renoved 
separately, 


(2) After cargo loading system паз been removed from boxes, install 
retaining straps on cargo equipsent boxes. Place boxes near forward 
lower cargo compartment. 


(3) Unload forward barrier net and crew galley, if applicable. Place near 
forvard upper cargo door, 


du) Unload cargo partition sections and hardware, 
9. Install Crew Protection and Convenience Equipment 


(1) Install courier seat and supplemental seat, if called for in cargo con- 
figuration (see 25-11- and 25-12-50. 


(2) Install crew galley end horizontal beam. 
(3) Install barrier net. 
(h) Install carry-on toilet, if called for in cargo configuration. 


Н. Load Cargo Loading System Equipment Boxes and Cabin Equipment (Forward 
Lower Cargo Compartment) 


(1) Place cargo equipment boxes іп forward lower cargo compartment. 
(2) Stow cabin equipment in lower cargo conpartnents. 

1. Prepare for Cabin Conversion (Cargo to Passenger) 
(1) Open upper cargo door and galley service doors, 


(2) Position two fork lifts or pallet loaders, one at upper cargo door and 
one et forvard lover cargo compartment. 


НОГЕ: ‘The fork lifts or pallet loaders must have a vertical 111% of 11 
feet. If fork lifts are used, а 7x10 foot pallet should be 
utilized for loading of seats and small equipment, 


25-52-0 
CODE 7 
Page 212 два 15/69 


ород AIRCRAFT CO. 
BG-A BIXTY SERIES 


АВМНИНАНСЕ MANUAL 


(3) Recosgonded stations, vork crews, end task assignment (sce paragraph 4B), 


3. unload Lover Cargo Compartments 


(1) Unload forward ond aft lower cargo compartments and place equipment 
beside airplane near upper cargo door, 


(2) Place empty cargo equipment boxes in airplane cabin for packing cargo ` 
loading system hardvars. 


К. Remove drew Protection and Convenience Equipment 
(1) Remove barrier net. 
(2) Remove crew galley and horizontal been. 


(3) Remove courier seat and supplemental seat, if applicable (see 25-11-l 
and 25-11-5). 


(8) Remove carry-on toilet, if applicable. 
L. Remove Cargo Loading System 
(1) Disconnect cargo loadíng system hardvare from floor. 
(a) Inspect hardvare for damage or wear. 
(b) Pack in cargo equipxent boxes. 


(2) Remove loaded cargo equipment boxes from cabin and piace near forward 
lower cargo compartment. 


M. Това Forward Lower Cargo Conpartment 
(1) Load and secure cargo equipment boxes in forward lover cargo compartment, 


(2) Load and secure al) loose equipment not utilized ín an all-passenger 
configuration. 


N. install Cabin Equipment - Aft Section 
(1) Inetell floor covering. 
| (а) Loosen serevs in thresholds. 
(b) Seal area to be covered with mylar. 
(e) Attach fiberglas panels to mylar, using double-backed tape. 


(d) After inserting floor covering under thresholds, attach floor 
covering to fiberglas panels with double-backed tape. 


(о) Tighten screws in thresholds. 
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(2) Inateli aft galleys (see 25-30-0). 
(3) Install partition vith attendente’ seat. 
(% Instoll aft coatroon ehelf and curtain, 
(5) Raive and connect overhead stowage racks (see 25-25-0). 


(6) Inetell carpets, using retaining strips inside carpet rolls to secure 
К carpet in place, 


(1) Insta)l aisle and galley curtains, 
(8) Install passenger sents (see 25-03-1). 


КОТЕ: Begin to inetall seats in aft section of airplane and progress 
forward as conversion of center and forward sections is completed, 


o. Install Cabin Equipment - Center Section 


(1) Install carpets, using retaining strips inside carpet rolls to secure 
carpet in place, 


(2) Reise and connect overhead stowage racks (see 25-25-0). 
P. Inetall Cabin Equipment - Forward Section 
(1) Ineteda crew lavatory, if applicable. 


(2) Assemble end install unitized lavatory and coatroom located forward of 
galley Ho, 1 (see 25-h0-3). 


(3) Install floor coverings in doorvay end galley areas. 
(а) Loosen screws in thresholds. 
(b) Seal area to be covered with nyler. 
(c) Attach fiberglas panels to mylur, using double-backed бере. 


(d) Insert floor covering under thresholds and attach floor covering to 
fiberglas with double-backed tape. 


(e) Tighten screws in thresholds, 
(% tnotell forvard water supply tanks (see Chapter 38). 
(5) Ineta)l galley Но, 2 (see 25-30-0). 
(6) Install galley Но, 2 (вее 25-30-0). 
(Y) Install ceiling panel under vater supply tanks (вее 25-20-0). 
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(8) Raise and connect overhead stowsge racka (soe 25-25-0). 


| (9) олово and secure upper cargo door (вво Chapter 52). 
(e) Instell Мпого and snap-out panols. 
| (v) Instit over over smoke detector unit located above upper cargo 
оо”. 


(19) Tasta carpeta, using rotaining stripe insido rolls to secure carpet 
n place, 


(11) Хаваја remaining seats (see 25-23-1). 
(32) Тазбв11 coatroom and aisle curtains. 
Q. Instell Emergency Equipment (see Figure 201) 


(1) Install evacuation elides on forward end aft passenger entrance and 
galley service doors. 


(2) Install evacuation slides at Type I emergency exit doors. 
(3) Insteli oxygen maska on overhead stowage rack. 
(4) Install liferaft compartments on overhead stowage racks. 


(5) Install portable oxygen cylinders and masks adjacent to liferaft 
compartments, 


(6) Install first sid kit in afi costrocm. 
(4) Install fire extinguishers (002 and H20) in aft costroon. 
(8) Install fire extinguishers (Н20 and oo) in forwerd coatroom. 


(9) Check to ensure that all emergency equipment is in place. 
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CARGO/PASSENGER CONVERSION - MAINTENANCE PRACTICES 


Generel 
The airplane пау be operated in an el passenger or en all cargo configuras 
tion, or in several cargo/passenger combinations. All equipment necessary 
for conversion may be carried in the airplane, and is stovable out of the 
main cabin area. Interior arrengenents 411% for from 3 to 18 pallets. 
Four Type 1 (Jetescape) emergency exits ore located at floor level, Under 
many eargo/passenger configurations activation of the Type 1 exits is 
required, | 
In the all cargo configuration the toilet vents must be closed. 
All but two smoke detector unite are located to the left of airplane center- 
line in the main cargo area. The two most aft detectors are located under 
One cover forward of the right forvard aft lavatory on the right side. The 
cover of the forvardmost detector (over the large cargo door) must be 
removed to facilitate cargo loading and to prevent being damaged. 


Provisions for liferafts are located throughout the cabin area to allow 
for any cargo/passenger combination. 


Cmrgo/Passenger Conversion - Items Reouired 


The following Listed conversion items are referred to in the accompanying 
illustrations. 


(1) Evacuation slides at aft entrance and service doors. 

(2) Attendent's aft seats. 

(3) Aft golley units. 

(4) First aid kit in forward coatroon. 

(5) Fire extinguishers (co, and 8,0) forward of galleys 3 end 6. 


(6) Portable oxygen cylinders (with masks) on liferaft containers in over- 
head stowage racks. 


(Т) Туре І and Туре III emergency exits not usable. 


(8) Туре I emergency exits usable; for seat clearance see Figure 202, 
Evacuation slides at Туре I exits. 


(9) Oxygen masks іп overhead stowage racks. 
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{10} Type 111 омегдәпсу exits usable; Гог seat clearance вее Figure 202, 
(12) Fire oxcinguiahers (8,0 and СО) and oxygen masks in forward controon, 
(12) Attondent's forvard seats. 


(13) Forwerd corgo barrier net and ereu galley. Fire extinguisher, dry with 


{34} Movable cargo/passenger partition (cargo/passenger configurations only), 
(18) 25-шол 11 ferafts in removable compartinents. 

Q6) Galley unit Но. 1. 

(Ал) Oatley unit No. 2, 

(48) Forward galley area ceiling panel with oxygen masks for attendants, 

(19) Evacuation slides at forverd entrance and service doors. 

(20) бшоке detector pickups (see Figure 203). 


(21) Close toilet vent outlet, located on outer skin outboard of forvard aft 


(22) Plug-in utility trays vith adapters required for each seat without 


3. Generel Requirenents for Conversion and Stowage of Cabin Squipzent 
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at radio rack. Provisions for 10-man lifefeft oh floor near 
9 


arvar!a station, 


lavatory, by rotating cover plate 180 degrees. 


another seat forvard. 


The cabin can provide seats for up to 216 passengers, ог it has room for 
18 pallets or several combinations of passenger and cargo interiors. 


An all-passenger configuration may have the crew galley, barrier net, cargo 
Partition, equipment bags, and сего equipment boxes (or suitable con- 
tainers) containing an 18-pallet loading system (excluding pallets) stowed 
in the lover cargo compartments, 


An all-cargo configuration may have the passenger seats, galleys, cargo 
Partition, and all other passenger cabin equipment carried in the lower 
cargo compartments and aft lavatories, 


NORE: ‘The equipment bags and equipment boxes referred to in the folloving 
steps аге to be manufactured locally. 
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u. Conversion and Stovage of Cabin Equipment, 
„А. Prepare for Cabin Conversion (Passenger to Cargo) 
(1) Open galley service dcora. 
(2) Position one fork lift or pallet loader at each galley service door. 
NOTE! The fork lifte or pallet Joaders used must have a verticul Lift 
V № of 11 feet. If fork lifte are used, а 7x10 foot pallet should 
be used for unlonding of seats and omall píoces of equipment, 


(3) Position smell cloth bags and equipment bags for protection of seats at 
aft galley service door, 


В. Recomended Stations, Work Crews, and Assigned Tasks ч 


(1) Crew Ко. 1 (6 men) to remove and install equipment in forward section 
of eirplane. у 


(2) Crew No. 2 (6 men) to remove and instal] equipment in center and aft 
sections of airplane. 


(3) Crew No. 3 (3 пеп) to remove and load equipment in forverd cargo con- 
partment. 


(0) Crew Но. b (3 men) to remove and load equipment in aft cargo compartment, 


NOTE: For maximum efficiency, crews По. 1 end 2 should work sirultene- 
ously and independently of crews Ко, 3 and b, 


С. Remove Cabin Equipment - Forvard Section 


(1) Remove evacuation slides and slide containers from passenger entrance 
and galley service doors, 


(2) Fold dow seat backs, disconnect legs from seat track, and remove seat. 
(3) Remove table from lounge ares if required, 
(4) Remove partitions (see Chapter 53). 

.. (5) Remove floor covering (see 25-21-0). 


(a) Remove threshold, cover strips, and floor covering at flight compart; 
ment entrance, Replace and tighten всгемв. 


(b) Roll up earpets, placing retaining strips inside rolls, and tie each 
roll separately. 


(е) Remoye thresholds, cover strips, and floor covering in forward 
alley area. Replace and tighten screws. 
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(6) Remove cargo barrier net attach fitting covers at forvard passenger 
entrance door janb. 


(Т) Convert upper cargo deor (sea chapter 52). 
(а) Remove Liners from bottom of door, 
(b) Romove snap-out panels fron door. 


(o) Remove snap-on covers at floor ала on cargo door jamb side panels 
forward ond aft of cargo door. 


(4) Remove cargo door actuating cylinder cover, 
(e) Unlatch and open door, 
(8) Unload cabin equipment and position near forvard lover cargo compartment. 


NOTE: Other equipuent may be unloaded as it із removed. Place near the 
forward lower cargo compartment. 


(9) Remove portable oxygen cylinders with masks fron liferaft compartment 
and stow in aft lavatory. 


(10) Remove oxygen masks fron overhead stowage racks end stow in aft Lavatory, 


(11) Fold down end secure overhead stowage racks in area whore seats have been 
removed (вее 25-25-0). 


NOTE: Remaining overhead stowage racks may be folded down ав seats are 
removed, 


{12} Remove liferaft containers with liferafts. 


(13) Remove panel containing fire extinguishers, oxygen masks and first aid 
kit from forward controon and stow in aft lavatory, 


(10) Disassemble совъгоод located forward of galley No. 1 (вее 25-h1-0), 


(15) Remove forward: galley area ceiling panel ond galley No. 2 fairing cover- 
ing water supply tanks (see 25-28-0). 


(16) Remove galley and cootroom headers. 
{17} Disconnect and remove galley По. 1 (see 25-30-0). 


(a) Disassemble galley Ко, l into sections. Place all hardware in а cloth 
bag and secure bag to one galley section, 


NOTE: DisasserBle galleys as needed for removal and towing, 


(18) Remove magazine rack from aft face ог gelley No. 2. 
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(19) 
(20) 
(er) 
(22) 


(а) Install cargo loading Gysten hardware for paliet positions No. 1 


D. епоха Cabin Equipment = Aft Section 


(1) 


(2) 
(3) 


t) 


(5) 


(6) 
(7) 


(8) 


(9) 
(10) 
11) 
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Disconnect and remove galley No. 2 (see 25-30-0). 
Renove forvard water supply tanks (see Chapter 38). 
Disconnect end dieaccomble unitized lavatory (seo 25-11-0), 


Tnotall cargo loading system. 


and 2, 


NOTE: Other nections of the cargo loading system moy be installed ao 
seats, equipment, and floor covering are removed, 


Renove containers with evacuation slides from passenger entrance and 
galley service doors, 


Remove aisle and gatley curtains and stov in aft levetory. 


Remove fire extinguishers located on forward face of galleys ho. 3 and 6 
and stow in aft lavatory. 


Renove miscellaneous stowage compartments losated оп forvard face of 
galleys Ho. 3 and 6. 


Disconnect and remove aft galleys (see 25-30-0). 


NOTE: Disassemble galleys as needed for removal and stoving. Place all 
hardware in a cloth bag and secure bag to galley. 


Fold down seat backs, disconnect legs from seat track, and remove seats. 
Unload cabin equipment and place near forward lover cargo compartment, 


NOTE: Other equipment may be unloaded as it is removed and placed near 
the forvard lower cargo compartment. 


Remove portable oxygen cylinders, with masks, from liferaft containers 
and stow in aft lavatory. ғ 


Remove oxygen masks from overhead stovege racks and stow in aft lavatory. 
Fold down and secure overhead stowage racks (see 25-25-0). 


Remove liferaft containers, with liferafts, from overhead stowage racks, 
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12) Remove floor covering (вес 25-21-0). 


(e) Remove threshold, cover strips, and floor covering at flight conpart- 
ment entrance, Replace and tighten screws. 


(0) Rola up carpots, placing retaining stripe inside rolls, ond tie each 
roll Geparately. 


(е) Remove thresholds, cover strips, and floor covering in forvarà galley 
area, Replace and tighten вогома. 


13) Remove aft forward lavatories if 88x125 inch pallet is to be used in 
position 18 (see 25-10-0), 


18) Remove enap-on covers fron dished side panels to provide clearance for 
pollet No. 17 if required. 


E. Remove Cabin Equipment - Center Section 
(1) Remove evacuation slides and slide containers from Type I emergency exit 
doors. 
(2) Fold down seat backs, disconnect legs from seat track, ond remove seats, 
(3) Remove divider partition and header (вее 25-2h-0). 
4%) Unload cabin equipment and place near forward lower cargo compartnent. 
MOTE: Other equipment пау be unloaded as it is removed and placed near 
the aft lower cargo compartment. 
(5) Remove floor covering (see 25-21-0), 
(e) Remove threshold, cover strips, and floor covering at flight compart- 
ment entrance. Replace and tighten screws, 
(b) Roll up carpets, placing retaining strips inside rolls, and tie each 
roll separate); 
(о) Remove thresholds, cover strips, and floor covering in forward galley 
area. Replace and tighten screws. 
(6) Remove portable oxygen cylinders, with masks, from liferaft containers 
end stow in aft lavatory. 
(4) Remove oxygen masks from overhead stowage racks and stow in aft lavatory, 
(8) Fold down end secure overhead stovage racks (see 25-25-0). 
(9) Remove liferaft containers, with lifersfts, from overhead stowage racks. 
25-5240 
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7. Cargo Loading Systen Нагдмаге 
(1) unload cargo equipment boxes from forward lover cargo compartment, 
> КОМА The box containing the ball transfer conveyor asuemblies may be 
оропей inside the cargo compartment and tho avsenblies removed 
eeparately, 
(2) After cargo loading вувђем пав been removed from boxeo, install retaining 
atyaps on cargo equipment boxes, Place boxes near forvard lower cargo 
compartnent, 


(3) Unload forward barrier net and crew galley if applicable. Place near 
forvard upper cargo door, 


(u) 1901084 cargo partition sections and hardvare, 
9. Install Crew Protection and Convenience Equipment 
(1) Install crew galley and horizontal been. 
() Install barrier net. 
(3) Install snap-on panels to close off area of removed water supply tanks, 


Н. Load Cargo Loading System Equipuent Boxes end Cabin Equipment (Forward 
Lower Cargo Compartment) 


(4) Place cargo equipment boxes in forward lover cargo compartment. 
(2) Stow cabin equipment in lover cargo compartments. 

I. Prepare for Cabin Conversion (Cargo to Passenger) 
(1) Open upper cargo door and gelley service doors. 


(2) Position two fork lifts or pallet loaders, опе at upper cargo door and 
one at forvard lower cargo compartment. 


NOTE: Тһе fork lifts or pallet loaders muet have а vertical lift of 11 
feet. If fork lifts are used, а Тх10 foot pallet should be 
utilized for loading of seats and small equipment, 


(3) Recommended stations, vork crews, and task assignnént (see paragraph lib). 
J, Unload Lower Cargo Compartments 


(1) Unload forward and aft lower cargo compartments and place equipment 
beside airplane near upper cargo door. 


(2) Place ¿mpty cargo equipment boxes in airplane cabin for packing cargo 
loading system hardware, 
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К, Remove Crew Protection end Convenience Equipment 
(1) Remove barrier net. 
(2) Remove crew galley and horizontal toam. 
(3) Remove snap-on panels in area of veter supply tanko, 
D, Remove Cargo Loading System 
(1) Disconnect cargo loading system hardvare fron floor. 
(а) Іпәредб nardvare for damage or voar, 
(b) Pack in cargo equipzent boxes. 


(8) Remove loaded cargo equipment boxes fron cabin and place near forward 
lower cargo compartment. 


М. Load Forvard Lover Cargo Compartment, 
(1) Load and secure cargo equipment bores in forward lover cargo compartment, 


(2) load end secure all loose equipment not utilized in en all-passenger 
configuration, 


N. Install Cabin Equiprent - Aft Section 

(1) Install floor covering (see 25-27-0), 
(а) Remove screws for installation of thresholds and cover strips, 
(b) Seal area to be covered with mylar, 
(e) Attach fiberglas panels to ier, using double-face tape. 
(4) Attach floor covering to fiberglas panels using double-face tape. 
(о) Install thresholds and cover strips. Replace and tighten screws, 

(2) Install aft forward lavatories, 12 required (see 25-0-0), 

(3) Install aft galleys (see 25-30-0), 


(М) Install miscellaneous stowage сспуагїзеп&в on forward face of galleys 
Но, 3 and 


(S) Install liferaft conteiners with lferafts at locations shown in Figure 
201. 


(6) Reise and secure overhead stowage racks (see 25-25-0). 
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(Т) metall carpets, using retaining strips inaide carpet rolls to secure 
carpet in pl 


(8) Install ойар-ол covers оп díshod side panelo. 
49) Inotald passenger seata (вее 25-2391), 


- NOIE: Bogin to install seats in aft section of airplane and progroes 
forward as conversion of conter and forward sections is completed, 


(10) 1096011 одеће end galley curtains. 
o. Install Cobin Equipment - Center Section 


(1) Install carpete, using retaining strips inside carpet rolls to secure 
carpet in place, 


(2) Install líferaft container with liferafte at locations shown in Figure 
201. 


(3) Raise спа secure overhead stowage racks (see 25-25-0). 
(h) Install divider partition and header. 
P. Install Cabin Equipment - Forward Section 

(1) Assemble and install unitized lavatory (see 25-h1-0). 

(2) Install floor coverings in doorway and galley areas (see 25-27-0). 
(а) Remove screws for installation of thresholds and cover strips. 
(b) ses! area to be covered with mylar. 

(e) Attach fiberglas panels to mylar, using double-face tape. 
(а) Attach floor covering to fiberglas panels using double-face tape, 
(e) Install thresholds and cover strips. Replace and tighten screvs, 

(3) Install forward water supply tanke (see chapter 38). 

(h) 1netell galley Ho. 1 (see 25-30-0), | 

(5) Assemble coatroom located forward of galley No. 1 (see 25-14-0), 

(6) Install galley No. 2 (see 25-30-0). 


(1) Install galley erea ceiling panel and fairing on Ко, 2 galley under 
water supply tanks (see 25-28-0), 


(8) Install magazine rack on aft face of lio, 2 galley. 
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(9) Tnetall galley end coatroom headers, 


(10) Ілвұв?1 11Гегаї% containers with liferofte at locations shown in Figure 
201, 


(11) Raise and secure overhead stovage racks (eee 25-25-0), 
(12) Close and secure upper cargo door (see Chapter 52), 
(=) Install liners end enap-out panels, 


(13) Install carpets, using retaining strips inside rolls to secure carpet 
in place, 


(18) Install remaining seats (ceo 25-23-1). 


CAUTION: MAKE CERTAIN SEATS WITH RESTRICTED RECLINE АШ) BREAKOVER BACKS 
ARE INSTALLED AT OVERWING EXITS, 


(15) Install coatroom and aisle curtains. 
(16) Instali partitions and header. 
(27) install table in lounge area. 
a. Install Bnergeney Equipment (see Figure 201) 


(1) Install evacuation slides on forward and aft passenger entrance and 
galley service doors. 


(2) Install evacuation slides at Туре I emergency exit doors. 

(3) Inətall portable oxygen cylinders with masks, on literate compartments. 
(kh) Install oxygen masks on overhead stowage racks. 

(5) Install fire extinguishers (o end С0,) forward of galleys No. 3 and б. 
(6) Xnstell fire extinguishers (H,O end co) in forward coatroos, 

(T) Install first aid kit in forvara coatroon. 


(8) Check to ensure that all emergency equipment is іп place. 
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CAROO/PAGSENOBR CONVERSION ~ MAINTENANCE PRACTICES 


‘the airplane may bo operated in an all passenger or an all cargo configuras 
tion, or in several c&rgo/paesenger combinations, All equipment necessary 
for conversion may bo carried on the airplane, and 10 stowable out of the 
main cabin area.  Intorior arrangements allow for from 3 to 28 palleta. 


Four Тура 2, (Jetescape) enorgency exits are located at floor level. Under 
many cargo/passengar configurations activation of these exits ів required. 


In the all cargo configuration tho toilet vents must be 010860, 


All but two smoke detector units are located to the left of airplane 
Qanterline ір the main cargo area. The two most aft detectors are located 
under one cover forvard of the right forward aft lavatory on the right 
aide, The cover of the forwardnost detector (over the large cargo door) 
must be removed to facilitate cargo loading and to prevent being damaged. 


Provisions for liferafts are located throughout the cabin area to allow 
for апу oargo/passenger combination. 


Cargo/Pessenger Conversion = Items Required 


The following listed conversion items are referred to in the accompanying 
Злата опа. 


(2) Evacuation 814465 at aft entrance and service doors, 

(8) Aft double attendant's seat. 

(5) Aft galley units, 

(M) First aid kit in aft eoatroon, 

(5) Fire extingutahers (CO, апа қо) in aft coatroom, 

(6) Portable oxygen cylinders (with masks) in overhead stowage racks, 
(7) туре т and туре ҮІІ emergency ек фа not usable. 

(8) туро X emergency exits 926010. Evacuation slides at Typo I exíta, 
(9) Oxygen backs in overhead stowage racks. 

10) Type III emergency exits usable, 
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(хе) Double attendant's scat, forward, 


(25) Forward cargo barrier net and crow galley. Fire extinguishor, dry vith 


(14) tovavle cargo/paasenger partition (cargo/passenger configurations only). 
(35) - Provisions for 25-man liforafts in removable compartments, in stowage 


(16) Galley unit No. 1, with oxygen masks for attendants, 

(17) Galley unit No. 2, 

(18) Forwerd galley area ceiling panel with oxygen masks for attendants. 
(19) Evacuation slides at forward entrance and service doors, 

(20) Smoke detector units (see Figure 202), 


(21) Toilet vent outlet, located on outer skin outboard of forward aft 
(22) Plug-in utility trays with adapters. Оле adapter required for each 


. (85) Courier sent if required, 


(28) Smoke barrier (if courier seat is requíred). 


5. General Requirements for Conversion and Stowage of Cabin Equipment 


А. 
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applicator, aft of radio rack. Provisions for liferaft on floor near 
observer's station, 


racks. 2 


lavatory, 


triple seat without another seat forward. 


The cabin can provide seats for up to 22) passengers, or it has room for 
28 pallets or several combinations of passenger and cargo interiors, 


Ап allepassenger configuration may have the crew galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (ог suitable сол» 
taitere) containing an 18-pallet loading system (excluding pallets) stowed 
in the lower cargo compartments, A portable toilet, courier seat, and 
supplemental courier seat may aloo be carried when necessary. 


An all-cargo configuration may have the passenger seats, galleys, cargo 
partition, end all other passenger cabin equipment carried in the lower 
cargo compartments and aft lavatories, 


NOTE: he equipment bags and equipment boxes referred to in the following 
оборе аго to be manufactured locally, 
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ALL CARGO (18 PALLETS) 
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№, Conversion and Stowage of Cabin Equipment 
А, Prepare for Cabin Conversion (Pasaonger to Cargo) 


(1) open galley sorvice doors, 


(2) Position опе fork 247% or pallet loader at each galley, servien door, 
NOTE: “he fork Lifts or pallot Joaders used must have a vertical lift 
of 11 fect. If fork lifts are used, в 7x10 foot pallet should 

be used for unloading of seata and small pieces of equipment. 


(3) Position small cloth bags and equipment bags Гог protection of seats at 
aft galley service door, 


В. Recommended Stations, Work Crews, and Assigned Tasks 


(1) Grew Ко, 1 (6 men) to remove and install equipment in forward section 
of airplane, 


(2) Crow По. 2 (6 шеп) to remove and install equipment in center and aft 
&ections of airplane. 


(3) Crew Ко, 3 (3 пеп) to remove and load equipment in forward cargo 
compartment, ` 


(h) Crew Ко, 4 (3 men) to remove end load equipment in aft cargo compartment. 


HOWE: Рог maximum efficiency, crews Ко, 1 and 2 should work sinultane- 
и ously and independently of crews Ко, 3 and h, 


с. Remove Cabin Equipment - Forward Section 


(1) Remove evacuation slides and slide containers from passenger entrance 
and galley service doors. 


(2) Fold down seat vacks, disconnect legs from seat track, and remove seat. 
(3) Remove floor covering (see 25-27-0), 


(a) Remove threshold, cover strips, and floor covering at flight compart- 
ment entrance, Replace and tighten screws. 


(b) Roll up carpets, placing plastic retaining strips inside rolls, and 
tie each roll separately. 


(c) Remove thresholds, cover strips, und floor covering in area of for- 
ward galleys, Replace and tighten screws. 


(5) Remove cargo barrier net attach fitting covers at forward passenger 
, entranes door jamb, 
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Convert upper cargo decor (dee Chapter 52). 
(a) Remove Liners fron bottom of door. 
(0) Remove snap-out panels from door. 


(c) Remove onap-on covers at floor and on cargo door jamb side psnols 
forward and aft of cargo door. 


(d) Remove cargo door actuating oylíndor cover. 


(e) Remove cover from forward mont smoke detector unit above door (see 
Figure 202), 


(f) Unlatch end open door, 


(6) Unlosd cabin equipaent and position near forward lower cargo compartment, 
НОТЕ: Other equipment may be unloaded as it {в removed, Place near the 
forward lover cargo compartment, 
(7) Revove portable oxygen cylinders with necks from liferaft containers and 
stow in aft lovatorios, 
(8) Remove oxygen masks from overhead stowage racks and stow in eft 
lavatories. 
(9) Fold down and secure overhead stowage racks in area where seats have 
been removed (nee 25-25-0). 
КОТЕ: Remaining overhead stowage-racks may be folded down as seats are 
removed. 
(10) Remove Miferaft containers with liferafts. 
(14) Remove panel containing fire extinguishers and brackets and first aid 
kit from forward coatroom and stow in aft lavatories. 
(12) Remove совфгоом forward of galley No. 1 (see 25-41-0), 
(13) Remove forward galley area ceiling panel and galley No. 2 fairing 
covering water supply tanks (see 25-28-0). 
(1) Disconnect and remove galley Ко; Y (see 2530-0), 
(15) Disassemble galley Ко, 1 into sections, Place all hardware in a cloth 
bag and secure bag to one section, 
(16) Disconneot and remove galley Но, 2 (see 25-50-0), 
(17) Remove forward water supply tanks (see Chapter 28). 
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Disconnect and diagssemble unitized lavatory forward of galley №, 1 
(nee 25-41-0). 


Disconnect and disassemble forward lavatory and remove inboard partie 
bion, if called for in cargo configuration (sea 25-40-0), 


Stow toilet bowl assembly and washstand for forward lavatory in one of 
aft lavatories. 


Install cargo loading system, 


(е) Install cargo loading system hardware for pallet positions No. 1 
а 


па 2. М 
NOTE: Other sections of the cargo loading system may be installed ав 
seats, equipnent, and floor covering are removed. 


2. Remove Cabin Equipment - Aft Section 


а) 


(2) 
{5} 


(4) 
(5) 


(6) 
(7) 
(8) 


(9) 
(10) 


Qi) 
Q2) 
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Remove containers with evacuation slides from passenger entrance and 
galley service doors. 


Remove aisle and galley curtains and stow in aft lavatory, 
Disconnect and remove aft galleys (see 25-30-0). 


КОЕ: Disassemble galleys as needed for removal and storing. Place 
all hardware in а cioth bag and secure bag to galley. 


Remove fire extinguishers and brackets and stow in one of aft Javatories, 


Remove first aid kit, oxygen masks, controum shelf, and curtain from 
coatroom and stow in eft lavatory. 


Remove partition with attendants’ seat. 
Fold down seat backs, disconnect legs from seat track, and remove seats. 
Unload cabin equipment and place near forward lower cargo compartment, 


NOTE: Other equipment may be unloaded as it is removed and placed near 
the forward lower cargo compartment. 


Remove oxygen masks from overhead stowage racks and stow in aft 
lavatories. 


Remove portable oxygen cylinders, with masks, from liferaft conteinere 
and stow in aft lavatory, 


Fold down and secure overhead stowage racks (see 25-25-0). 
Remove liferaft containers, with liferafts. 
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(13) Remove floor covering (see 25-27-0). 


(e) Remove threshold, cover strips, and floor covering at flight compart- 
mont entrance, Replace and tighten serowa, 


(b) Roll up carpets, placing retaining strips inside rolls, and tie each 
roll aeparately, 


(о) Remove thxosholde, cover strips, and floor eovoring in forvard galley 
area, Roplaco and tighten вогөнв, 


(18) Remove snap-on covers from dished side panels to provide Clearance for 


Е. 


pallet Ко, 17 if required, 


Remove Cabin Equipment - Centor Section 


Q) 
(2) 
б) 


(4) 


(5) 


Remove evacuation slides and container 
doors. 


from Typa I впекцепоу orit 


Fold down aeat backs, disconnect legs from seat track, end rerove seats, 
Uniond cabin equipment anë place near forward lower cargo compartment, 


КОТЕ: Other equipment пау be unloaded as it is removed and placed near 
the aft lover cargo compartment. 


Remove floor covering (seo 25-27-0). 


(а) Remove threshold, cover strips, and floor covering at flight compart- 
ment entrance, Replace and tighten всгема, 


(b) Roll up carpets, placing retaining strips inside rolls, anà tie each 
roll separately. 


(а) Remove throsholds, cover stripa, and floor covering in forward galley 
area. Replace and tighten screws, 


Renove portable oxygen cylinders with maske from liferaft поема лата апа 
stow іп aft lavatory, 


Remove oxygen maeke from overhead stowage racks and atow in aft 
lavatories, 


Fold down end secure overhead stowage racks (аве 25-25-0). 
Remove liferaft containers with liferafts. 
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P. Cargo Leading system Hardware 
(1) Unload cargo equipment boxes from forvard lower cargo compartment. 
НОЕ: The box containing the ball transfer conveyor assemblies may bo 
opened inside the cargo compartnent and the aesomblies ronoved 
separately, 
(2) After cargo loading system has been rexoved from boxes, install retains 
ing straps on cargo equipment boxes, Place boxea near forward lower 
cargo compartment. 


(5) Unload forward barrier net and crew galley if applicable, Place near 
forward upper cargo door. 


(№) unload cargo partition sections and hardware. 

9. Install Crew Protection and Convenience Equipment 
(1) Install courier seat, if called for in cargo configuration (see 25-21-5), 
(8) Inatall crew galley and horizontal bern. 
(3) Install cargo barrier net and smoke barrier. 
(u) natali snap-on panels to close off ares of removed water supply tanks. 
(5) Install carry-on toilet, if called for in cargo configuration. 


Н. Lead Cargo loading System Equipment Boxes end Cabin Equipment (Forward 
Lower Cargo Compartment) 


(2) Place cargo equipment boxes in forward lower cargo compartment. 
(2) Stow cabin equipment in lower cargo compartments, 

1. Peopare for Cabin Conversion (Cargo to Passenger) 
(1) open upper cargo door and galley service доогв, 


(2) Position two fork lifts or pallet loaders, one at upper cargo door and 
one at forward lower cargo compartment. 


NOIE: The fork lifts or pallet loaders must have а vertical lift of 11 
fest, If forklifts are used, = 7x10 foot pallet should be 
utilized for loading of seats and small equipment, 


(5) Recommended stations, work crews, and task assignment (see Paragraph №). 
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J. Unload Lover Cargo Compartments 


(1) Unload forward aud aft lower cargo compartments and place equipment 
beside airplane near upper cargo door. 


(2) Place empty cargo oquipmónt boxes in airplano cabin for packing cargo 
loading system hardware, 


K, Remove Crow Protection and Convonience Equipment 
(1) Remove cargo barrier net and smoke barrier. 
- (2) Remove crow galley and horizontal toan, 
(3) Remove courier seat if applicable (see 25-11-5). 
(0) Remove carry-on toilet, if applicable, 
(5) Remove snap-on panels in area of water supply tanks. 
1. Remove Cargo Loading System 
(1) Disconnect cargo loading system hardware from floor. 
(а) Inapect hardware for damage ог wont. 
(v) Pack in cargo equipment boxes. 


(2) Remove loaded cargo equipment boxes from cabin and place near forward” 
lower cargo compartment. 


M. Load Forward Lower Cargo Compartment 
(X) Load and secure cargo equipment boxes in forward lower cargo compartment, 


(2) Load and secure alt loose equipment not utilized in an all-passenger 
configuration. 


Н. Install Cabin Equipment ~ Aft Section 
(2) Install floor covering. | 
(а) Remove screws for installation of thresholds and cover strips. 
(b) Seal aroa to be covered with mylar, 
(с) Attach fiberglas panels to nylar, using double-face tape. 
(a) Attach floor covering to fiberglas panels using double-faco tape, 
(e) Install thresholds and cover strips, Replace and tighten screws, 
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(2) Install aft galleys (аве 25-30-0), 


(3) Install partition with attendants’ seat. 


(h) Install aft cobtroom shelf and curtain, 


SERI ЕТ 


(5) Install liforafts in containers at locations shown in Figure 201, 


(6) Raiso and secure overhead atowage racks (sco 25-25-0). 


(T) Install carpets, using retaining strips inside carpet rolls to secure 
carpet in place, x 


| (B) Install passenger seats (see 25-25-1). 


NOME: Begin to install seata in aft section of airplane and progress 


forward as conversion of center and forward sections is completed, 


(9) Install aisle and galley curtains, 


0. Install Cabin Equipment ~ Center Section 
(1) install carpe 


carpet in placo, 


using retaining strips inside carpet rolls to secure 


(2) ITmatall Yiferaft zn containers at locations shown in Figure 201. 


(3) Raise and secure overhead stowage racks (see 25-25-0). 


P, 1066911. Cabin Equipment - Forward Section 
(X) Install forward lavatory, if applicable, 


(2) Assemble and install unitized lavatory forward of galley No, 1 
(seo 25-h1-0). 


(3) Install floor covering (see 25-27-0). 


ta) 
(v) 
(e) 
(а) 
(е) 


Remove screws for installation of thresholds and cover strips. 


Beal, area to be covered with nylar. 


Attach fiberglas panels to mylar, using double-face tape. 


Attach floor covering to fiberglas panels using double-face tape. 


Install thresholds and cover strips. 


Replace and tighten screva, 


(4) Install forward water supply tanks (see Chapter 38), 
(5) Install galley No, 1 (see 25-30-0). 
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Install coatroom forward of galley Но, 1 (see 25-11-0), 
Install galley No. 2 (see 25-30-0). 


Tnotell galley area coiling 25.0. and fairing on Ко, 9 galley under 
water supply tanka (sce 25-1 


Tus daz1 líferafts at locations shown in Figure 201, 
Raise and secure overhend stowage racks (вео 25-25-0), 


01980 and secure upper cargo door (вее Chapter 52). 


(a) Install liners and snap-out panels, 


(о) Install cover over forward most omoke detector unit. 


18.533 earpets, using retaining strips inside rolls to secure carpet 
in place. 


Install remaining seats (see 25-25-21). 


Install coatroom and aisle curtains, 


Q. Install Bnergeney Equipment (see Figure 203) 


а) 


(2) 
(2) 
e) 
(5) 


() 
(7) 
(8) 


(9) 


May 2/69 


Install evacuation slides on forward and aft passenger entrance and 


-gelley service doors, 


Install evacuation slides at Type I emergency exit doors, 
Install oxygen masks on overhead stowage racks. 
1066811. liferaft conpartzents on overhead stowage racks, 


Install portable oxygen cylinders and masks adjacent to liferaft 
containers. 


Install first ata kit in aft coatroom. 
Install five extinguishers (CO, and neo) zn aft совъгоом. 


Install panel containing fire extingui ners (9,0 and C0) in forward 
ooat room. J 


Check to ensure that al) emergency equipment is in place. 
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САВОО/РАОВЕНОРЙ. CONVERSION - MAINTENANCE PRACTICES 


Оапохва, 


The airplane пау be operated in ол all passenger or an all vargo oonfígura- 

tion, or in several cargo/pacsengor combinations, 411 equipment necessary 

for qonvevelon may be carried on the airplane, and is otovable out of the B 
main cabin eroa, Interior arrangements allow for from 3 to 18 pallets. 


Four Typo 1 (Јебевовре) enorgency exits ore Located at floor level. Under 
many овгво/рвваепвог configurations activation of these exits is required. 


In the all cargo configuration the toilet vents must be closed, 
АЛА but tvo moke detector pickups are located to the left of airplane 
centerline in the main cargo area, The tuo most aft detector аго located 
under ono cover forvard of the right forvard aft lavatory on the right 
aide, The cover of the forwardmost detector (over the large cargo door) 
munt be говоуей to facilitate cargo losding and to prevent being damaged, 
Provisions for 25-man liferafte ere located throughout the cabin area to 
allow for олу cargo/passenger combination. 

Gergo/Paseonger Conversion - Items Required 


The following listed conversion items are referred to in the accompanying 
illustrations. 


(1) Evacuation slides at entrance and service doors, 

(e) Aft double attendant's seat, 

(3) att galley unite, 

(N) First aid kit in aft совугооп, . 
45) Fira axtingulohers (002 and H20) in aft controon. 

(6) Portable oxygen oylindérs (with maske) in overhead stowage racks. 

(T) Туре I end Type ШІ emergency exits not usable, 


(8) Туре I emergency exits usable; for seat clearance see Figure 202, 
Evacuation slides at Туре I exits, 


(9) Oxygen masks in overhead stowage racks. 


10) Type III emergency exits usable; for seat clearance see Figure 202. 
11) Fire extinguishers (Н20 and 002) in forverd coat roon. 
25-520 
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(42) Double attendani'g seat, forvard, 

(13) Forvard cargo barrier net, crew galley, and carry-on tollet, Fire 
oxtinguiehor, dry with applicator, at radio rack. Provieione for a 
Mferaft on floor noar observer's station end а Liferaft on floor for- 
ward of ЕРО, : 

(10) Moveblo cargo/paesenger partition (cergo/passonger configurations only). 


(45) Provisions Гог 25-pan líferafi in "гевоудъе compartuonts, in stowage 
racks. Ë 


(16) Qniley unit No, 1, 

(17) Forward galley ares ceiling with oxygen шезкв for attendanta, 
(18) Galley unit No, 2. 

(29) Smoke detector units (see Figures 201 and 203), 


(20) Close toilet vent outlet, located оп outer akin outboard of forvard aft 
lavatory, by rotating cover plate 180 degrees. 


(21) Plug-in utility trays with adapters required for each seat without. 
another seat forvard. 


(22) Courier seat and supplemental courier seat. 


General Requirezents for Conversion end Stowage of Cabin Equipment 


А, The cabin can provide seats for up to 250 passengers, or it has room for 
10 pallets or several combinations of passenger and cargo interiors, 


B. An allepassenger configuration may have the crew galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (or suitable con- 
einers) containing an 18-pallet loading system (excluding pallets) stowed 
in the lover cargo compartments. А portable toilet, courier seat, and 
supplemental courier seat may 8180 be carried when necessary. 


с. An all-cargo configuration may have the passenger seats, galleys, cargo 
partition, and all other passenger cabin equipsent carried in the lover 
Cargo compartments and aft lavatories, 


HOPE: The oquipment baga end equipment boxes referred to in the following : 
Steps are to be manufactured locally. 
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A. Prepare for Cabin Conversion (Раввопвег tc Cargo) 
(1) Open galley sorvico doors. 
(2) Position ono fork 14/6 or pullet Loader at each galley service door. 
NOTE! Тһе fork lifts or pellet loaders’ used must have a vertical lift 
of. 11 foot, If fork lifts are uscd, a 7x10 foot pallet should 
be used for unlonding of seats and emall pieces of equipment. 


(3) Position emall cloth bags and equipment bags for protection of spato at 
eft galley service door. 


В, Reconzended Stations, Work Crews, and Assigned Tasks 


(1) Crow Но, 1 (6 men) to remove and install equipment in forward section 
of airplane. . 


(2) Crew Но, 2 (6 men) to remove and install equipment in center and aft 
soctions of airplane. 


(3) Crew Ho. 3 (3 men) to remove and losd equipment in forward cargo con- 
partment. 6 


(h) Grew Ho. k (3 men) to remove and load equipment ia aft cargo compartment. 


NOTE: For maximum efficiency, crews Но, 1 and 2 should work simultane- 
ously end independently of crews По. 3 and h. 


0. Remove Cabin Equipment - Forward Section 


(1) Remove evacuation slides and slide containers from passenger entrance 
and galley service doors, 


(2) Fold down seat backs, disconnect legs from seat track, and remove seats. 
(3) Remove floor covering (see 25-27-0). 


(в) Remove threshold, cover strips, and floor covering at flight compart- 
ment entrance. Replace and tighten screws. 


(b) Rodd up carpets, placing plastic seat track covers inside rolls, and 
tie aach roll separately. 


(а) Remove thresholds, cover strips, and floor covering in erea of for- 
ward galleys, Replace and tighten screws. 


(u) Convert upper cargo door (see Chapter 52). 


(в) Remove liners from bottom of door. 
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WF LOCKING РІН WILL НОТ ENGAGE AT 
MINIMUM ОБТАНСЕ, SEAT MUST ВЕ 


” 


к T MOVED AWAY FROM EXIT TO NEXT INDEX 
INT, 
m3 рін коске ии 
HA2-5123 
Emergency Exits -- Seat Clearance 25-52-0 
Figure 202 (Sheet 2) CODE 10 


May 1/69 Реде 207 


- #2; E 
@B-8 BICTV. SERIBE 


LECTRICAL 
ponia 


TEAMIKAL 
МА 3 


LECTAIC 
уе 


А - Kore 


vit 
ATYPICAL) + TWO SKOKE DETECTOR UNITS 
UNDER ONE COVER 
12-5124 
2558240 Smoke Detector Units 
CODE 10 Figure 203 


Реде 208 Mey 1/69 


(о) Remove senap-out panele from door. 


(е) Remove anap-on covers at floor and on cargo door jasb side penele 


(a) Remove cargo door actuating cylinder cover, 


(е) Remove cover from forvardzmost smoke detector unit above door (ace 


(f) Unietoh and ороп door, 


(5) 


(6) 


(т) 


(8) 


(9) 
(10) 
а» 
(12) 


(23) 
аю 
(15) 


(16) 


an 
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forvard and aft of cargo door, 


Figure 203), 


Unload cabin equipment and position near forwerd lower cargo compartment, 


КОТЕ: Other equipment mey be unlonded as it is removed. Place near the 
forward lover cargo compartnent. 


Remove portable oxygen cylinders from left ond right stovage racks and 
stow in aft lavatories, 


Fold down and secure overhead stowage racks in area where seats have 
been removed (see 25-25-0). 


removed. 


Remove coatroom shelf, header, and ce{ling liner from costroom forward 
of galley No. 1, 


Remove curtain between galleys Ho. 1 and 2 and stow in aft lavatory. 
Remove ceiling pane) end galley fairings covering vater supply tanks, 
Disconnect and remove galley По. 1. 


Disassemble galley No. 1 into sections. Place ail hardware in a cloth 
‘bag and secure bag to one section, 


Remove gelley fairings, disconnect, and remove galley Шо. 2. 
Remove forvard water supply tanks (see Chapter 38). 


Remove panel conteining fire extinguishers and brackets from forward 
ooatrocm and stow in aft lavatories, 


Disconnect and disassemble unitized lavatory and coatroom located for- 
ward of galley По, 1 (see 25-11-0), 


Disconnect ond disassemble forward levatory and remove inboard parti- 
tion, 4f called for in cargo configaration (seo 25-10-0), 
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(18) Stow toilet bowl assombly and vashstond for forward crew lavatory in ono 
of aft lavatories. 


(19) Instal cargo loading systen, 
(в) ЧУ cargo loading osten hardware for pallet positions Но, 1 
and 2, 
ВОЛЕ: Other sections of the cargo loading system moy bo installed 
as 26850, equipment, and floor covering ara removed, 
D, Remove Cabin Equipment - Aft Section 


(1) Remove containers with evacuation slides from passenger entrance and 
galley service doors. 


(2) Remove aisle and galley curtains and stov in aft lavatory. 
(3) Disconnect and remove aft galleys. 


NOTE: Disassemble galleys as needed for removal and stoving. Place 
all hardware in a cloth bag and secure bag to galley. 


(h) Remove fire extinguishero end brackets and stow in one of aft lavatories, 


(5) Remove first ald kit, oxygen masks, coatroon shelf, and curtain from 
ecatroom and stow in aft lavatory. 


(6) Remove portition with attendants’ seat. 
(T) Fold down seat backs, disconnect legs from seat track and remove seats. 
(8) Unload cabin equipzent and place near forward lower cargo compartment. 


HOPE: Other equipment пау be unloaded as it is removed and placed near 
the forward lover cargo compartment, 


(9) Remove portable oxygen cylindors, with masks, fron overhead stowage 
racks and stow in aft lavatory. 


(10) Fold dom end secure overhead stowage racks (вое 25-25-0). 
(11) Remove Тога compartments with liferafts, 
(22) Renove floor covering (see 25-21-0). 


(a) Remove threshold, cover strips, and floor covering in aft galley 
area, Replace and tighten screws. 


(b) Roll carpets, placing plastic seat track covere inside rolls, and 
die each roll separately. 


25-52-0 
CODE 10 


тада 210 May 1/69 


В, Remove Cabin Fquipsent - Center Section 


Нву 1/69 Page 211 


BOUOLAS AIRCRAFT СО. 
BBE GATY ВРЕ 


АВМНННАНСЕ МАКОМ 


(1) Remove evacuation 811460 and containers from Туре I omorgency exit doora, 
(2) Fold down sat backs, disconnect logo from ment track, and remove sent, 
(3) Unload cabin equipment and place near forward lover cargo compartment. 


HOTE: Other equipment пау be unloaded ав it is removed and placed near 
the aft lower cargo compartment, 


(9) Boll up carpets, placing plastic sent track covers inside rolls, and tie 
each roll separately. 


(5) Remove portable oxygen cylinders from left and right overhead stowage 
racks and stow in aft lavatory. 


(6) Fold down and secura overhead stovage racks (see 25-25-0), 


(7) Remove liferaft containers with liferafts from right and left overhead 
otowage racks. 


Renove Cargo Loading System Hardware 
(1) unload cargo equipment boxes from forward lover cargo compartment, 
НОТЕ: The box containing the 9831 transfer conveyor assemblies пау be 
openad inside the cargo compartment end the assemblies removed 
separately. 
(2) After cargo loading system has been removed from boxes, install retein- 
ing straps on cargo equipment boxes, Place boxes near forward lower 
cargo compartment, 


(3) Unload forward barrier net and crew galley if applicable. Place. near 
forvard upper cargo door. 


(4) Unload cargo partition sections and hardware, 
Install Crew Protection and Convenience Fquipnent 


(1) Instal! courier seat and supplemental seat, 10 called for in cargo còn- 
figuration (see 25-11-h апа 25-11-5). 


(2) Install crew galley and horizontal bean. 
(3) Inetell barrier net, 
(W) Install carry-on toilet, if called for in cargo configuration, 
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H, Load Cargo Loading System Equipment Boxes and Cabin Equipment (Forward 
lever Cargo Compartment 


а) 
(г) 


Place cargo equipment boxes іп forward lower cargo compartment. 


Stow cabin equipment in lover cargo compartments, 


I. Prepavo for Cabin Conversion (Cargo to Passenger) 


о) 
(г) 


(3) 


Open upper cargo door and galley service doors, 


Position two fork lifts or pallet loadere, one at upper cargo door and 
one ot forward lower cargo compartment. 


NOTE: The fork lifta or pallot loaders must hove а vertical lift of 11 
feet. If fork lifts are used, а 7x10 foot pallet should be 
utilized for loading of seats and small equipment. 


Recommended stations, могк crews, and task assignment (аве paragraph №8}, 


J. Unload Lover Cargo Compartments 


0) 


(2) 


K. R 
[2] 
(г) 
(3) 


%) 
b. R 
(4) 


(2) 
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Unload forward and aft lover cargo compartments and place equipmont 
beside airplane near upper cargo door. 


Place empty cargo equipzent boxes in airplane cabin for packing cargo 
losding system hardvare, 


enove Crew Protection and Convenience Equipment 
Renove barríor net, 
Renove crew galley end horizontal beam. 


Remove courier scat and supplemonta) seat, if applicable (вое 25-11-h 
and 25-11-5), 


Remove carry-on toilet, if applicable. 
lenove Cargo Loading System 

Disconnect cargo leading system hardvare from floor, 
(в) Inspect hardware for damage or wear. 
(b) Pack in cargo equipment boxes, 


Remove Loaded cargo equipment boxes from cabin aad place near forward 
lower cargo compartment. 
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М, load Forward Lover Cargo Coapartment 
(4) Load and secure cargo equipment boxee in forward lovor cargo compartment, 


(2) Lond and secure all loose equipment not utilized in ап oll-pneoonger 
configuration, 


He Inotall Cabin Zquipment - Aft Section 
(1) Install floor covering (seo 25-21-0). 
(а) Remove screws for installation of thresholds and cover strips, 
(№) безі ares to be covered with mylar. 
(e) Attach fiborglas panels to mylar, using doublo-face tape. 
(а) Attach floor covering to fiberglas panels with double-face tape. 
(е) Install thresholds and cover strips. Replace and tighten screws. 
(2) Install aft galleys. 
(3) Install partition with attendent's seat. 
(u) install art coatroom shelf and curtain. 
(5) Raise ana connect overhead stowage racks (есе 2525-0). 
(6) Instali carpets, using double-face tape to secure carpet in place. 
(T) Install aisle and galley curtains, 
(8) Install passenger seats (вее 25-23-1). 


ROE: Begin to install seats ín aft section of airplane and progress 
forvard ав conversion of center and forward sections ja completed, 


(9) Inetall track covor in seat tracks between seats. i 
o. Install Cabin Equipment - Center Section 

(1) Instali carpets, using double-face tape to secure carpet in place, 

(2) Reise and connect overhend stowage racks (see 25-25-0). 
P. "Install Cabin Equipment .- Forward Section 

(1) Install orev lavatory, if applicable. 

(2) Assemble and install unitized lavatory end coatroom located forward of 


galley Но, 1 (seo 25-41-0), 
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Install floor covering (see 25-21-0). 


(а) Reuovo осгочо for installation of thresbolds end cover otrips in 
flight compartuont entrance and galley aress, 


(0) 890). aron to be covered with mylar. 

(о) Attach fiberglas panels to mylar, using double-face tape. 

(à) Attach floor covering to fiterglas panels with double-face tape, 

(o) Install thresholde and cover strips. Replaco and tighten screws, 
Inetall forvard water supply tanks (seo Chapter 36), 


Install galley Но, 1. coatroom shelf, header, ceiling liner, and galley 
fairings (ses 25-30-0). 


Inotoll galley Ho. 2 end galloy falrings. 
Install ceiling panel under vater supply tanks (soe 25-28-0). 
Raise and connect overhead stowage racks (see 25-25-0). 
Cloos and secure upper cargo door (see 52-36-0). 
(а) Install liners and snap-out panels. 
Install carpets, using double-face tape to secure carpet in place. 
Install remaining seats (see 25-23-1). 
Install seat track cover ín seat tracks between seats. 
Inetall coatroon and aisle curtains. 
install Emergency Equipment (see Figure 201) 


Install evacuation slides on forward and aft passenger ийм» end 
galley service doors, 


Товба 1 evacuation slides et Type I emergency exit doors. 
Install liferaft compartments, 
Instal! first aid kit in aft coatroon. 


Install fire extinguishere (002 and ngo) in aft coatroou. 
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(6) Instell'portable oxygen cylinders and маеке adjacent to Uferart 
compertmenta, 


(Т) 3netell panor containing fire oxt ingufchers (8,0 and go) in forvard 
Qontrocm, 


(8) Check to ensure that all amergeney equipment is іп place, 
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САВОО/РАВВЕНОКП CONVERSION - MAINTENANCE PRACTICES 


1. Generar 


А, The oirplane may be operated in an all passenger or en ell cargo config- 
uration, or in several cargo/passeHger combinations. All equipment necos- 
авуу for convereion may be carried on the airplane, and ів stovable out of 
the main cabin area. Interior arrangements allo, for fron zero to fourteen 


pallets. If bulk cargo is being carried, en afole is provided along the 
left side Бу an aisle net and stanchions, 


B. Two Туре 1 (Jetescape) emergency exits are located at floor level, In 
many cargo/passenger configurations activation of these exits is required, 


0. In the all cargo configuration the toilet vent must be closed. 

D. All but two omoke detector units ere located to the left of the airplane 
centerline in the main cargo area. The tvo most aft detectors are located 
under one cover forvard of the right forvard aft lavatory on the right sido, 
Ahe cover of the forwardmost detector (over the large cargo door) must be 
removed to facilitate corgo loading and to prevent being damaged. 

Е. Provisions for liferafts are located throughout the cabin area to allow for 
any cergo/passenger сом“ ла сп. 

2. Cargo/Paasenger Conversion - Items Required 


A. Me following listed conversion itens are referred to in the accompanying 
illustrations, 


(1) Evacuation slides on entrance, service, and Туре 1 exit doors. 
(2) Doublé attendant's seats, 

(3) Aft galley units. 

(1) First aid kit and oxygen masks in forward and aft coatroom. 

(5) Fire extinguishers (ce and ho) in aft coatroom, 

(6) Portable oxygen cylinders (vith masks) in overhead stowage racks. 
(1) Typo 1 emergency exits not usable, 

(8) Туре 1 emergency exits usable; for seat clearance see Figure 202. 


(9) Oxygen masks in overhead stowage racks. 


(10) Туре III emergency exits usable; for seat clearance see Figure 202. 
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Fire oxtinguishers (002 and H0) in forvard coatroom, 
г and На 


Forvard cargo barrier net and craw galley. (See Figure 201.) Fire 
extinguisher, dry, with applicator, aft of radio rack, Provistono Гог 
lifevaft on floor near observer's station, 


ее рвовепвег/сагво divider partition (cargo/passenger configurations 


only). 


Universal Pallet cargo loading system. 


Liferafts in removable containers. 


alloy unit Но. 1. 
Galley unit Но, 2. 


Smoke detector units (see Figures 201 end 203). 


Close toilet vent outlet, located on outer skin outboard of forward aft 
lavatory, by rotating cover plate 180 degrees. 


Plug-in utility trays with adepters required for each seat without 
another seat forvard, 


3. General Requirements for Conversion and Stowage of Cabin Equipment 


A. The cabin can provide seats for 162 passengers, or it has room for 24 
pallets or several combinations of passenger ald cargo interiors, 


B. An oll-paesenger configuration msy have the crew galley, barrier net, cargo 
partition, equipment bags, and cargo equipment boxes (or suitable containers) 
containing a 1l pallet loading system (exciuding pallets) stowed in the 
lover aargo compartments, 


0. Ал all-cargo configuration may have the passenger seats, galleys, cargo 
partition, and all other passenger cabin equipment carried in the lower 
‘cargo coupartments and aft lavatories, 


aem 


The equipment bags and equipment boxes referred to іп the following 


stops sre to be manufactured locally. 


4, Conversion and Stowage of Cabin Equipment 


A. Recommended Stations, Work Crews and Assigned Tasks 


(1) Crew По, 1 (6 men} to remove and install 


(г) 


25-52-0 
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of airplane. 


equipment in forvard section 


Crew Но. 2 (6 men) to remove and inctell equipment in center and aft- 


sections of airplane, 
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(3) Grew No. 3 (3 men) to remove and load equipment in forward cargo 
compartment. 


(%) Grew Но, k (3 nen] to remove and load equipaent in aft cargo compartment, 
В. Prepare for Cabin Conversion (Passengor to Cargo) 
(1) Open galley service doors, 
(2) Position one fork lift ог pnllet loader at esch saliey service door. 
NOTE: The fork lifte or pallet loaders used must have а vertical lift 
of 11 fect. If fork lifts are used, a T X 10 foot pallet should 
‘be used for unloading of seats and small pieces of equipment, 


(3) Position small cloth bags and equipment bags for protection of seats at 
aft galley service door. 


C. Remove Cabin Equipment - Forward Section 


(1) Remove evacuation slides and slide containers from р 
and galley service doors, 


enger entrance 


(2) Fold down sent backs, disconnect seat from seat track, and remove seat. 
(3) Remove floor covering (see 25-21-0), 


(a) Remove threshold, cover strips, and floor covering at flight compart- 
ment entrance, Replace and tighten вскеув. 


(b) воза up carpets, placing plastic seat track covers inside rolls, and 
Ме each roll separately. 


(с) Remove thresholds, cover strips, and floor covering in area of forvard 
galleys. Replace and tighten screws. 


(4) Remove portable oxygen cylinders from overhead stovage racks and stow 
in. art lavatory, 


(5) рода down and secure overhead stowage racks In ares where seats have been 
removed {sea 25-25-0), 


NOTE: Remaining overhead stowage racks жау be folded down as seata аге 
777 removed, 


(6) Remove cover from forward smoke detector unit locnted above upper cargo 
door (soe Figure 203). 


(Т) Remove liferaft container with liferaft. 
(8) Convert upper cargo door (see Chapter 52). 


(а) Remove iiners from bottom or door. 
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(b) Remove snap-out panels {гой door. 
(е) Ronove door ectuating mechanism cover, 
(à) Unlateh and open door. 
e) Remove cover from smoke detector unit over cargo door, 
Remove partition located forvard of upper cargo door, 
Unload cabin equipment and place near forward lower cargo oonpur tnent . 


КОТЕ: Other equipment moy be unloaded as ít ig removed, Place the 
T7 equipment near the forvard lower cargo compartment, 


Removo food trays, совбгооп shelf, header, and ceiling liner from coat- 
тооп forward of galloy Но. 1. 


Remove curtain between galleys По. 1 and 2 and stow in aft lavatory. 
Вепоуе ceiling panel between galleys По. 1 and Но. 2 and galley fairings. 
Disconnect and remove galley По. 1 (see 25-30-0). 


Disassemble galley Ho. 1 into sections. Place all hardware in а cloth 
bag and secure to one section. 


Disconnect and remove galley По. 2 (see 25-30-0), 
Install sidewall and ceiling cover penel to fill openings (все 25-28-0), 
Remove covers to cargo net fittings. 


Remove covers at lower edge of cargo door даль to clear cargo loading 
systen hardware, 


Remove panel containing fire extinguishers and brackets from forward 
ooat room end stow in aft lavatory, 


Disconnect and disassemble unitized lavatory and совъгоов located for- 
ward of galley No. 1 (see 25-12-0). 


Install cargo losding system. 


(a) Install cargo loading system hardware for pallet positions Но, 1, 
Ко, 2, and No. 3. 


NOTE: Other sections of the cargo loading system may be 


installed as seats, equipment, and floor covering are 
removed. 
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lomove Cabin Equipment ~ Aft Section 


Remove containers, with evacuation slides, fron passenger entrance and 
alley service doors. 


Remove aisle and galley ourtaino and stov in aft lavatory. 


Remove fire extinguishers and brackets from aft coatroon and stow in 
eft lavatory. 


Remove firot aid kit, oxygen masks, coatroom shelf, food troys, and 
curtain from coatroom, and stow in aft lavatory. 


Remove partition, with attendants’ seat, located forward of galley По. 3. 
Disconnect and remove aft galleys (see 25-30-0). 


КОТЕ: Disassemble galleys as needed for removal and stowing. Place 
all hardware іп & cloth bag and secure bag to one section. 


Remove forward aft lavatory (see 25-h0-0). 

ROTE: If an 88- x 108-inch pallet is used in pallet position 1b, the 

7777 forward aft lavatory need not be removed. If an 88 x 125-inch 
pallet is used, renove the forverd aft lavatory on the right side, 

Тода down seat backs, disconnect seat {гол seat track, and remove seat. 


Remove sidepanel snap-on covers in area of pallet No. 13 for pallet 
clearance, 


Unload cabin equipment and place near forward lower cergo compartment. 


NOTE: Other equipment may be unloaded as it is removed and placed near 
7777 the forvard lower cargo compartment, 


Remove portable oxygen cylinders, with masks, from overhead stovage 
racks and stow in aft lavatory. 


Fold down and secure overhead stowage racks (see 23-23 · O). 
Renove liferaft container with liferaft. 
Remove floor covering (see 2527-0). 


(a) Remove threshold, cover strips, and floor covering in aft galley area. 
Replece and tighten screws. 


(b) Roll up carpets, placing plastic seat track covers inside rolls, and 
tie each roll separately. 
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E. Remove Cabin Equipment - Center Section 


(1) Remove evacuation slides and containers fron Type 1 (Jeteacape) 
energeney exit doors, 


(2) Fold down seat backs, disconnect seat from seat track, and remove seat. 
(3) Unload cabin equipment and place near forvard lower cargo compartment, 


HOTE: Other equipment may be unloaded ss 10 is removed and placed naar 
777 the aft lover cargo compartment, 


{№} Remove movable divider partition (see 25-21-0}, 


Stow curtain in aft 
lavatory, 


(5) Remove oxygen masks from overhead stowage racke and stow in aft 
lavatory. 


(6) Fold down and secure overhead stowage racks (see 25-25-0). 


(T) Roll up carpets, placing plastic seat track covers inside rolls, and 
tie gach roll separately. 


(8) Remove liferaft containers with Liferatts. 
r. Remove Cargo Loading System Hardware 


(2) Unload cargo equipment boxes from forward lower cargo coupartment. 


NOTE: The box containing the ball transfer conveyor assemblies пау be 
opened inside the cargo compartment and the assemblies removed 
separately. 


(2) After cargo loading system has been removed from boxes, install retaining 


straps on cargo equipment boxes, Place boxes near forward lower cargo 
compartment. 


(3) Unload forward berrier net and crew galley if applicable. 


Place near 
forward upper cargo door. 


(4) Unload cargo partition sections end hardware. 

G. Install Crew Protection and Convenience Equipment 
(1) Install crew galley and horizontal bean, 
(2) Inata)l barrier net. 

Н. Load Cargo Loading Syatem Equipment Boxes and Cabin Equipment 
-(1) Place cargo equipment boxes in forward lover cargo compa tment. 
(2) Stow cabin equipment in lower cargo conpartmente, 
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1. Prepare for Cabin Conversion (Cargo to Passenger) 


(1) Open upper cargo door and galley service doors. 


(2) Position two fork lifts or pallet loaders,'one at upper cargo door and 
опе at forward lover cargo compartment. 


КОТЕ: The fork lifts or pallet londore must have a vertical lift of 11 
feet, If fork lifts are used, в 7 x 10 foot pellet should be 
utilized for londing of seats and small equipment, 


(3) Recommended stations, work crews, and task assignments (вес 
Paragraph 4A), 


2, ‘Unload Lower Cargo Compartments 


(1) Unload forward and aft lower cargo compartments and place equipment 


beside airplane near upper cargo door. 


(2) Place empty cargo equipment boxes in airplane cabin for packing cergo 
loading system hardware. 


Remove Crew Protection and Convenience Equipment 
(1) Remove barrier net. 
(2) Remove crew gelley and horizontal beam. 
L. Remove Cargo Loading System 
(1) Disconnect eargo loading system hardware from floor. 
(в) Inspect, for damage or wear. 
(b) Pack in cargo equipment boxes. 


(2) Remove loaded cargo equipment boxes from cabin and place near forward 
lover cargo compartment. 


M, Load Forvard Lover Cargo Compartment 
(1) Load end secure cargo equipment boxer In forvard lover cargo copportment, 


(2) Load and securé all loose equipment not utilized in an ell-passenger 
configuration. 


В. Insto)l Cabin Equipment - Aft Section 
(1) Install floor covering (eee 25-2T-0). 
(a) Remove screws for installation of thresholds and cover strips. 
25-52-0 
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(b) Beal ares to be coverod vith mylar, 

(с) Attach fiberglas pancle to mylar, using double-face tape. 

(a) Attach floor covering to fiberglas panele using double-face tape, 
(e) Install thresholds and cover atrips. Replace and tighten screws. 


(2) Instahl forward aft lavatory if lavatory was removed to accomodate 
88- x 125-ілеһ pallet (вее 25-h0-0), 


(3) Assemble and inetoll aft galleys (see 25-30-0). 
(h) Inotell partition, with attendants! seat, forward of galley Ho. 5, 
(5) Instal) aft coatroon shelf end curtain, ч 
(6) Install liferaft at location shown in Figure 201, 
(Т) Вв4ве and secure overhead stovage racks (see 25-25-0). 
(8) Install carpets, using double-face tape to secure carpet in place. 
(9) Install aisle ond galley curtains. 
(10) 8tov food trays in aft созъгоод, 
in Instell passenger seats (ree 25-23-1). 


NOTE: Install seats in aft section of airplane and progress forward 
вв conversion of center and forward sections is completed. 


(12) Inetall track covers in seat tracks between seats. 
0. Install Cebin Equipment - Center Section 
(1) Install carpets, using double-face tape to secure carpet in place. 
(2) Install liferafts at locations shown in Figure 201. 
(3) Raine and secure overhead stowage racks (see 25-25-0). 
(h) 1п66011 movable divider partition and curtain (see Figure 201). 
P. Install Cabin Equipment + Forward Section 


(1) Аовеш е and install unitized lavatory and coatroom located forward of 
Gailey Но, 1 (see 25-11-0). 
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(2) 


(в) Remove асгеув for installation of thresholds and cover atripa in 


(b) Seni aren to be covered with mylar, 
(о) Attach fiberglas panely to mylar, using double-fece tape. 
(a) Attach floor covering to fiberglas panels, мапа double-face tepe. 


(3) 
0) 
(5) 
(6) 
(7) 
(8) 
(20) 
(a) 
(2) 


- (13) 
(1%) 
{15) 
(16) 
(ат) 


a. Install Energenoy Equipment (See Figure 201 and 204) 


‚= 
(1) Install evacuation slides on forward and aft passenger entrance and 
galley service doors. 
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(а) Install liners and snap-out panels, 
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Install floor coverings in doorway and galley ағовв (вве 25-27-0). 


flight compartsent entrance and galley агеао, 


Remove oidovall to ceiling cover panels, 

Install galley Но. 1 (see 25-30-0). 

Install coatroom shelf, header, ceiling liner, and galley fairings. 
Install galley Ho. 2 and galley feiringe. ü 
Install ceiling panei betveen galleys No, 1 end Ho, 2 (see 25-28-0). 
Install cover over smoke detector unit located above upper cargo door. 
Install liferaft at location show in Figure 201, 

Raise and secure overhead stowage racks (see 25-25-0), 

Install partition located forward of upper cargo door. 


Close end secure upper cergo door (see Chapter 52). 


inetall carpets, using double-face tape to secure carpet in place. 
Install remaining seats (see 25-23-1). 

Inotell seat track covers in seat tracks between seats, 

Install coatroom and aisle curtains. 


Stow food trays in forvard coatroon. 
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(2) Install evacuation slides at Туре 1 emergency exit doors, 
(3) Instali first aid kit in forward and aft coatroon. 

(5) Tuotoll five oxtinguishors (002 and H20) in aft controon, 
(5) Install portable oxygen cylinders and maske in overhead stowage каскв, 


(6) Inotall pano) containing fire extinguishers (CO2 and 4,0) in forvard 
coatroom, ç 


(T) Check to ensure that all emergency equipment 46 properly installed. 
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САЖСО/РАВВЕНОЕК CONVERSION - MAINTENANCE PRACTICES 


3. фла 


А. Theo airplane may be operated in ал ali passenger or an all cargo поп ума 
tion, of in several cargo/psesenger combinations. All equipment necessary 
for conversion may be carried on the airplane. Interior arrangements allow 
for fron zero to fourteen pallets. 


В, Two Type 1 (Јеђевсаре) emergency exits are located at floor level. In many 
oorgo / passenger configurations activation of these exits 18 required. 


o. In the eil cargo configuration the toilet vent nust be closed, 


D. АЈА but two smoke detector units are located to the left of airplane center- 
Line in the main cargo area. The Емо most aft detectors ore located under 
one cover forvard of the right forward aft lavatory on the right side. The 
cover of the forvardmost detector (over the lerge cargo door) must be 
removed to facilitate cargo loading and to prevent being damaged. 


E. Provisions for liferafts are located throughout the cabin area to allow for 
алу cargo/passenger combination. 


2. Cargo/Pa&senger Conversion т Items Required 


` 


A. The following listed conversion items are referred to in the accompanying 
illustrations, 


а) 


(a) 
(3) 
о) 
(5) 
(6) 
e 
(8) 
(9) 
(ао) 
Qi 
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Evacuation slides on entrance, galley service, and Type I emergency exit 
doors, 2 


Aft double attendants seat, 

Aft galley units. 

First ald kit in mid fuselage overhead stowage rack, 

Fire extinguishers (H50) in aft coatroon. 

Portable oxygen cylinders in lavatory and flight compartment. 
Type Y and Туре 111 emergency exito not useable. 

‘Type І and Type III emergency exits useable, 

Smoke barrier. 

Universal pallet cargo loading system, 


Five oxtinguishera (Н20 and cg) in flight compartment. 
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(12) Double attendant seat, forward. 
(13) Forward cargo barrier net and огом galley (see Figure 201). Fire 
extinguioher, dry, with applicator, aft of the radio rack. Provisions 


for а liferaft on the floor near the observers position and а М.Гоғагь 
on the floor forward of the EPO, 


(ah) нота cergo/paosenger divider partition (cargo/passenger configurations 
only). 


(15) Miscellaneous stowage compartment. 

(16) Liferafts in removable compartments. 

(17) Cargo attendants seats. 

(18) Өһізеу unit Ho. 1. 

(19) Forward galley area ceiling panel and water system storage tanks. 


(20) Galley unit Но. 2. 


(21) Magazine racks on aft face of galley По. 2 and on forward face of galleys 
Ho. 3 and По. 6. 


(22) Smoke detector units (see Figures 201 and 203). 


(23) Close toilet vent outlet, located on outer skin outboard of forward aft 
lavatory, by rotating cover plate 180 degrees. 


Р (9k) Plug-in utility trays with adapters required for each seat without 
another seat forward. 


3. General Requirenents for Conversion and Stowage of Cabin Equipment. 


А. The cabin can provide seats for 179 passengers, or it has гооп for 18 
pallets, or several combinations of passenger and cargo interiors. 


B. An ell-passenger configuration may have the crew galley, barrier net, 
equipment bags, and cargo equipment boxes (or suitable containers) contain- 
ing a lli-paliet loading system (excluding pallets) stowed in thé lower 
cargo compartment: 


C. An all-cargo configuration may have the passenger seats, galleys, cargo/ 
passenger divider partition, and all other passenger cabin equipment 
carried in the lover cargo compartments and aft lavatories. 
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НОТЕ: To equipaent bags and equipment boxes roferrad to in the following steps 
аге to be monufactured locally. 


b, Converoion and Stowage of Cabin Equipment 
A. Посотаепаей Stations, work Скема, and Assigned Tasks 


(1) Crew Но, 1 (6 men) to romovo and install equipment іп forward section of 
airplane. - 


(2) Craw Но, 2 (6 men) to remove and instoll equipment in center and aft 
section of airplane. 


(3) Crew Шо. 3 (3 пеп) to remove and load equipment in Гогмагд lower cargo 
compartment. 


(њу Crew Но, à (3 men) to remove and load equipment in aft lower cargo 
compartment. 


НОТЕ: For maximum efficiency, crews Но, 1 and 2 should vork simultane- 
ously and independently of crews Ho. 3 and b, 


В. Prepare.for Cabin Conversion (Cargo to Passenger) 
(1) Open upper cargo door and galley service doors, 


(2) Position two fork lifts or pallet loaders, one at upper cargo door and 
one at forvard lower cargo compartment. 


NOTE: The fork 1.768 or pallet loaders must have a vertical lift of 11 
feet. If fork lifts аке used, а 7 x 10 foot pellet should ће 
utilized for loading of seats and small equipment, 


(3) Recommended stations, work crews, and task assignments (see 
paragraph ВА). 


С, Unload Lower Cargo Compartments 


(1) Undoad forward and aft lover cargo compartments and place equipment 
beside airplane near upper cargo door, 


(2) Place empty cargo equipment boxes in airplane cabin for packing cargo 
Loading system hardware, 


D, Remove Grew Protection and Convenience Equipment 
(1) Remove barrier net. 


(2) Remove crew galley and horizontal bean. 
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Е, Remove Cargo Loading System 
(1) Disconnect cargo loading syetem hardware from floor, 
(а) Inspeot hardware for damage or voar, 
(0) Pack hardware in cargo equipment boxes. 
F, Load Forward Lower Cargo Compartment 
(1) Lond апа 


сиге cargo equipment boxes in forward lower cargo compartment, 


(2) Load and secure all loose equipment not utilized in an all-passenger 
configuration. 


G, Install Cabin Equipment ~ Aft Section 
(1) Install floor covering. 


(a) Rezove screws for installation of thresholds and cover strips in 
flight conpartzent entrance and galley areas. 


(b) Seal area to be covered with mylar, 
(e) Attach fibergias panels to mylar, using аошьзе-гасе tape. 
(a) Attach floor covering to fiberglas panels with double-face tape, 
(e) Install thresholds and cover strips. Replace and tighten screws. 
(2) Install aft lavatories if lavatories were renoved (see 25-10-0). 
(3) Assemble and install aft galleys (sce 25-30-0). 
(4) Install sft coatroom shelves and curtain. 
(5) Install magazine racks on forward face of galleys По. 3 and No. 6. 
(6) Raise end secure overhead stowage racks іп aft section (see 25-25-0), 


(7) Install carpets, using double-face tape on edges. Install retaining 
strips to cover carpet edges and seat tracks, 


(8) Install aisle and galley area curtains. 
(9) Install partition, with attendant ceat, forvard of galley No. 5. 
(10) Install passenger seats (see 25-23-1). 


NOIE: Install seats in aft section of airplane and progress forward as 
conversion of center and forvard sections 18 completed. 
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1. Inetell Cabin Equipment - Forward Section 
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(2) 
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a 
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(6) 
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Install carpets, using double-face tape on edges, Install retaining 
strips to cover carpet edger and seat tracks. 


Raise and secure overhead stowage racks (aee 25-25-0). 


Instal 1 movable divider partition and curtain if required. 


Install floor covering in doorway and galley areas, 


(в) Remove screws for installation of thresholds and cover strips in 
flight compartuent entrance end galley areas. 


(b) Seal area to be covered with mylar. 
(e) Attach fiberglas panels to mylar, using double-face tape. 
(à) Attach floor covering to fiberglas panels vith double-face tape. 
(e) Install thresholds and cover strips. Replace and tighten screws. 
Install forward water supply tanks (see Chapter 38). 
Install galley No. 2 (see 25-30-0). 
Install galley Ho. 1 (see 25-30-0). 


Instell ceiling panel under water tanks and between galleys No. 1 and 
No. 2. 


Install miscellaneous stowage coupartuent forvard of galley llo. 1. 
Instell usgazine rack to aft face of galley Но. 2. 
Tnetall attendant seat to aft face of radio rack, 


Install carpets, using double-face tape on edges. Install retaining 
strips to cover carpet edges and geat track. 


In$tell relief crew and galley areas curtains. 
Install lifereft compartments at locations shown in Figure 201. 
Raise and secure overhead stowage racks (see 25-25-0). 


Install all seats aft of the upper cargo door (see 25-23-1). 
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(16) Close and secure upper cargo door (see Chapter 52). 
(а) Inotall Liners end snap-out panels. 
(15) Instal) remaining coats (see 25-23-1), 
(36) Inotalı cover on smoke detector unit in area of upper cargo door, 
J. Install Exergoncy Equipment (see Figure 203) 


(1) install evacuation slides on forward and aft passenger entrance and 
service doors. 


(8) Install evacuation slides on Type I emergency exit doors. 

(3) Install liferafts in liferaft compartments. 

(h) Install first aid kit in mid fuselage overhead stowage racks, 

(5) Instell fire extinguishers (H20 and coe) in aft controon. 

(6) Install fire extinguisher (co) in miscellaneous stowage compartment. 


(T) Install portable oxygen cylinders and masks. 


(8) Check to ensure all eaergency equipuent is properly installed. 
K. Prepare for Cabin Conversion (Passenger to Cargo) 
(1) Open galley service doors. 
(2) Position two fork lifts or pallet loaders at each galley service door. 
HOPE: The fork lifts or pollet loaders used must have a vertical Litt 
Of 1) feet, If fork lifts are used, a 7 x 10 foot pallet should 
de used for unloading of seats and sual) pieces of equipuent. 


(3) Position smell cloth bags and equipment bags for protection of seats at 
aft galley service door, 


(0) Recommended stations, work ereus, end task aesignnents (вее 
paragraph hA). 


1. Remove Cabin Equipment - Forvard Section - 
(A) Convert upper cargo door (see Chapter 52), 
| (а) Remove liners from bottom of door, 
(ъ) Renove snap-out panelo from door, 
я 25-52-0 
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(о) Remove door actuating mechanigm cover, 
(4) Unlatch and open door. 


(e) Remove covor from smoke detector unit over cargo door. 


(2) 


(3) 
(4) 


(a) Remove threshold, cover strips, and floor covering at flight compart- 
(b) Roll up carpets, placing retoining strips inside rolls, and tie each 


(с) Remove thresholds, cover strips, and floor covering in area of for- 


(5) 


(6) 
(т) 
(8) 
(9) 
(10) 
an 
(32) 
(13) 
(34) 
(15) 
(6) 
ат) 


25-52-0 
CODE 12 
Pega 210 


don ААСВАН CO. 


BB-G Hf бармен 
MAINTENANCE MANDAL 


pon evacuation slides from passenger entrance and galley service 
loore. Ц ° 


Fold down soat backs, disconnect 


6 from beat track, and renove seat. 


Remove floor covering in doorway and galley areas, 
nent ontrance. Replace and tighten sereus. 
roll separately. 


ward galleys. Replace end vighten screws. 
Unload cabin equipment and расе near forward lower cargo compartment, 


КОТЕ: Other equipment пау be unloaded ав it is removed. Place equip- 
ment near the forward lover cargo compartment. 


Remove portable oxygen cylinders from stowage racks. 

Fold down and secure overhead stowage racks (see 25-25-0). 

Remove liferafts and liferaft compartments. 

Remove relief crew and galley areas curtains. 

Remove attendant seat from aft face of radio rack. 

Renr.. magazine rack fron aft race of galley No. 2. 

Remove five extinguisher (С02) from miscelleneous stowage compartment. 


Renove miscellaneous stowage compartment from forward face of 
801 1% No. 1, 


Remove ceiling panel between galleys No. 1 and Но, 2. 
Remove galley Но. 1 (see 25-30-0). 
Remove galley No. 2 (see 25-30-0). 


Remove forward water supply tanks (see Chapter 36). 
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(18) Install sidewall and ceiling covers to fill openings. 
(19) Remove соуога to cargo not fittings. 


(20) Ramove covers at lover edge of овгво door јело to clear cargo loading 
systen herdvare, 


(21) install cargo loading system, 


(a) Install cargo loading system hardware for pallet positions No, 1 and 
Ho, 2, 


ЛОТЕ Other sections of the cargo loading system may bo installed as 
sente, equipment, and floor covering are removed, 


M, Renove Cabin Equípzent ~ Center Section 


(1) Removo evacuation slides and contsinors from Туре I emergency exit doors, 
right and left sides. 


(2) Fold down sent backs, disconnect seat from бесі track, and renove seat. 
(3) Џојова cabin oquipaent and place near forward lover cargo compartment, 
(8) Renove movable divider partition und curtain (see 25-21-0). 


(3) Roll up carpots, placing retaining strips inside rollo, Ме oach roll 
geparately, and remove carpet. 


(6) Remove oxygen maska from right and left stowage racks. 
(T) Fold down and secure overhead stowngo racks (eee 25«25-0). ` 
(6) Remove liferafts and liferaft compartments, 

Н. Remove Cabin Equipmont = Aft Section 


(1) Remove evacuation slides and slide containers fron passenger end galley 
service doors. 


(2) Remove aisle and galley area curtains. г: 
(3) Remove fire extinguishers and mounting brackets from aft coatroon. 
(u) Remove first aid kit, oxygen ава! 


„ Soatroom shelf, and ocatrocm curtain. 
45) Remove partition, with attendent seat, located forvard of galley Но, 5, 


(6) Remove magazine racks on forward face of galleys No. 3 and No. 6. 
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(1) Renove aft lavatories if required (aee 25-10-0). 
(8) Disconnect and remove aft galleys (вее 25-30-0). 


HOLE! Dioossemble galleys as needed for removal and stowing. Place all 
herdwere in a cloth bag and secure bag to ono section, 


(9) Fold down вав backs, disconnect seat, from seat track, and remove seat. 


‚ (10) Remove side panel snap-on covers in area of pallet Но, 13 for pallet 
- Clearance, 


(15) Unload cabin equipment and position meer forward or eft lower cargo 
compartments. 


NOE: Other equipment moy be unloaded аз 16 is removed ond placed near 
the lover cargo compartments, 


(12) Roll up carpet, placing retainer віра inside rolls, tie roll separately, 
and remove carpet. 


(13) Remove portable oxygen cylinders, witth masks, from overhead stowage 
racks. 


(16) Remove floor covering (see 25-27-03, 


(а) Remove threshold, cover strips, amd floor covering in aft gelley area. 
Replace and tighten screws. 


o. Remove Cargo Loading System Equipment Hardware 
(A) Unload cargo equipment boxes from forvard lower cargo compartment. 

NOTE: The box containing the ball transfer conveyer assemblies may be 
opened inside the cargo conpertrent and the assemblies removed 
separately. 

(2) After cargo loading system has been memoved from boxes install retaining 
straps on cargo equipment boxes. Piece boxes near forward lower cargo 
compartment. 


(3) Unload forward barrier net and crew galley, if applicable. Place near 
forvard upper cargo door, 


(9) Unload cargo/pessenger divider partition sections, with herdvare, if 
applicable, 


P. Install Crew Protection and Convenience Equipaent 
(1) Instell crew galley and horizontal tean, 


(2) Inetell barrier not. 
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(3) Intell smoke barrier. 
Q. Load Cargo Loading Syetew Equipment Boxes and Cabin Equipment 
(1) Place cargo equipaont boxes in forward lover cargo compartment, 


(2) Btow cabin equipment in lower cargo compartments, 
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CARGO/PASSENGER CONVERSION - MAINTENANCE PRACTICES 


X, бопога\ 


A. 


Е, 


2, 


A. 


The airplane may he operated in an all passenger ог an all cargo configura- 
tion, оу in several cargo/passonger combinations. All equipment necessary 
for conversion may be carried іп the airplane, and is stowable out of the 

` main cabin eren, Interior arrangementa allow for from 5 to 18 pallets. 


Four Туре 1 (Зебевсаре) emargency exits are located at floor level, Under 
many cargo/passenger configurations activation of the Type 2 exits is 
required, 


In the all cargo configuration the toilet vents must be closed. 


All but two smoke detector units are located to the left of airplane 
centerline in the main cargo area, The two most aft detectors are located 
under one cover forward of the right forward aft levatory on the right 
side, The cover of the forwardmost detector (over the large cargo door) 
must be removed to facilitate cargo loading and to prevent being damaged. 


Provisions for II ferafts and located throughout the cabin area to allow 
for any cargo/passenger combination. 


Cargo/Passenger Conversion - Items Required 


The following listed conversion items aro referred to in the accompanying 
illustrations, 


(1) Evacuation slides of aft entrance and service doors. 
(2) Attendant's aft seats. 

(3) Aft galley units. 

(№) First ald kit in forward coatroom, 

(5) Fire extinguishers (00% and НО) in aft D.H, costroon. 


(6): Portable oxygen cyhinders (with masks) and brackets, installed in over- 
heat stowage racks. 


(7) Type I and Туре XII energency exits not usable, 


(8) Туре X emergency exits usable; for seat clearance сео Figure 202, 
Evacuation slides at Type I exits. 


(9) Oxygen masks in overhead stowage racks. 
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(10) Туре III emergency oxits usable; for seat clearance see Figure 202. 


(11) Fire extinguishers (н20 and 602) and oxygen maska in forward coatroom, 


(12) Abtendant's forward seats. 


(13) Forward cargo burrior net and crew galley, 


(10) Movable cargo/passenger partition (cargo/pasnenger configurations only), 


(15) 25-пап liferarts in removable compartments. 


(16) Galley unib No, 1. 


(17) Galley unit No. 2, 


(18) Forward galley erea ceiling panel with oxygen masks for attendants, 


(19) Evacustion slides at forward entrance end service doors, 


(20) Smoke detector pickups (see Figure 205). 


(21) Close toilet vent outlet, located on outer skin outboard of forward 


aft Хауабогу, by rotating cover plate 180 degrees. 


(22) Plug-in utility trays with adapters required for each seat without 


5 


А. 


в. 


another seat forward, 


General Requirements for Conversion end Stowage of Cabin Equipment ~ 


The cabin can provide seats for up to 259 passengers, or it has room for 
38 pallets or severa combinations of passenger and cargo interiors, 


an all-passenger configuration may have the crew galley, barrier-net, cargo 
partition, equipment bags, and cargo equipment boxes (or suitable соп- 
tainers) containing an 18-pallet loading system (excluding pallets) stowed 
in the lower cargo compartments. 


An ell-cargo configuration may have the passenger seats, galleys, cargo 
partition, and all other passenger cabin equipment carried in the lower 
сегво compartments and aft lavatories, 


NOYE: The equipment bags and equipment boxes referred to in the following 
77 steps аге to be manufactured locally. 
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h, Conversion and Stowage of Cabin Equipment 


А. Prepare ror Cabin Conversion (Passenger to Cargo) 
(1) Open galley service doors. 
(2) Position one fork lift or pallet loader at each galley service door. 
NOTE; Тһе fork Lifts or pallet loaders used mist have a vertical lift 


of ll feet, If fork lifts are used, a 7x10 foot pallet should 
ve used for unloading of seats and small pieces of equipment. 


(3) Position small eloth bags and equipment bags for protection of seats at 
aft galley service door. 


В. Recommended Stations, Work Crews, and Assigned Tasks 


(1) Grew Ho. 1 (6 men) to remove and install equipment in forward section 
of airplane. 


(2) Grew No. 2 (6 men) to remove and install equipment in center and aft 
sections of airplane. 


(3) Crew Ко, 5 (3 men) to remove and load equipment in forward cargo 
compartment. 


(u) Crew Ho. 4 (3 men) to remove and load equipment in aft cargo 
compartment. 


NOTE: For maximum efficiency, crews No, 1 and 2 should work simultane- 
ously and independently of crews Ко. 3 and h, 


с. Remove Cabin Equipment - Forvard Section 


(1) Remove evacuation slides and slide containers from passenger entrance 
and galley service doors, 


(2) Fold down seat backs, disconnect legs from seat track, and remove seat. 
(3) Remove table from lounge area if required. 

(N) Remove partitions (see Chapter 53). 

(5) Remove floor covering (see 25-27-0). 


а) Remove threshold, cover strips, and floor covering at flight 
» 
compartment entrance. Replace and tighten screws. 


(b) Roll up carpets, placing retaining strips inside ЖА, ана tie each 
roll separately, 
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(е) Remove threcheldo, cover strips. and floor eover lag in forward 
qalley area, Replace and tighten cereus. 


(6) Ronove cargo barriur not attach fitting covers at forward passenger 
entrance door janb, 


(7) Convert upper cargo door (seo Chapter 52), 
(в) Remove liners from bottom оГ door, 
(v) Remove snap-out panels from door, 


(е) Remove snap-on covers at floor and on cargo door janb side panele 
forward and aft of cargo door, 


(а) Remove cargo door actuating cylinder cover. 
(в) Uniatch and open door. 
(B) Unload cabin equipment and position near forward lower cargo compartment. 


NOTE: Other equipment тау be wiloaded an 16 is removed. Place near the 
<<" forvard lower cargo compartment. 


(9) Remove portable oxygen cylinders from overhead stowage racks end stow 
an aft lavatory. х 


(10) Remove oxygen masks from overhead stowage racks and stow in aft lavatory. 
(11) Remove liferaft containers with liferafts, 


(22) Fold down and secure overhead stowage racks in area where seats have 
been removed (see 25-25-0). 


NOTE: Remaining overhead stowage racks may be folded down as seats are 
removed. 


(13) Remove panel containing fire extinguishers, oxygen masks and first aid 
Kit from forward coatroom and stow in aft lavatory. 


(14) Disassemble coatroom located forward of gelley No. 1 (see 25-M1-0). . 


(25) Remove forward gallen area ceiling panel end galley Мо, 2 fairing cover- 
ing water supply tanks (see 25-28-0). 


(16) Remove galley and coatroo headers. 
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Disconnect and remove valley No, 1 


see 25-50-0). 


(а) Disassemble galiey No. 1 into sections, Place all hardware in a 
cloth bag and secure bag to one galley seotion, 


NOTE; Disassenbic galleys ав needed for removal and stowing, 
Remove magazine rack from aft face of galley No.-2. 
Disconnect and remove galley Ho, 2 (see 25-50-0). 
Remove forward water supply tanks (see Chapter 38), 
Disconnect and disassemble unitized lavatory (see 25-\1-0), 
Instali cargo loading system, 


(в) Install cargo loading system hardware for pellet positions Но, 1 
and 2. 


NOTE: Other sections of the cargo loading system may be installed 
as seats, equipment, and floor covering are removed. 


р. Remove Cabin Equipment - Aft Section 


а) 


(2) 
G) 


(4) 


Remove containers with evacuation slides from passenger entrance and 
galley service doors. 


Remove aisle and galley curtains and stow in aft lavatory, 


Remove miscellaneous stowage compartments located оп Ғогнауд face of 
galley Wo. 5. 


Disconnect and remove aft galleys (see 25-30-0), end art controon. 


NOPE: Disassemble galleys as needed for removal and storing. Place 
all hardware in a cloth bag end secure bag to galley. 


Fold down seat backs, disconnect legs from seat track, and remove seats, 
Unload cabin equipment and place near forward lower cargo compartment. 


NOTE; Other equipment пау be unloaded as it is removed and placed near 
the forward lower cargo compartment. 


Remove portable oxygen cylinders from overhead stowage racks and stow in 
aft lavatory, ғ 


Remove oxygen masks from overhead stowage racks and stow in aft lovatory, 


Remove liferaft containers, with liferaf*s, from overhead stowage racks. 
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Fold down and secure overhead stowage racks (see 25-25-0), 


Remove floor covering (оса 25«87-0). 


(a) Remove threshold, oovor atrips, and floor covering at flight comparte 


ment entranco, Replace and tighten бегене, 


(b) Roll up carpets, placing retaining strips inside rolls, and tie each 


roll separately, 


(о) Remove thresholds, cover strips, and floor covering in forward galley 


(iz) 


(13) 


aren, Replace and tighten screws. 


Remove aft forward iavatories if 86x325 inch pallet is to be used іп 
position 18 (see 25-10-0), 


Remove snap-on covers from dished side panels to provide clearance for 
pallet No. 17 1f required. 


Е. Remove Cabin Equipment ~ Center Section 


о) 


(2) 
(5) 
о) 


(5) 


Remove evacuation slides and slide containers from Type 1 emergency exit 
doors, 


Told down seat backs, disconnect legs from seat track, and remove seats, 
Remove divider partition and header (see 25-2h-0). 
Unload cabin equipment end place near forward lower cargo compartment, 


NOTE: Other equipment пау be unloaded as 1% is removed and placed near 
the aft lower cargo compartment, 


Remove floor covering (see 25-27-0). 


(a) Remove threshold, cover strips, and floor covering at flight comport- 


ment entrance. Replace and tighten sorews. 


(b) Roll up carpets, placing retuining strips inside rolls, and tie each 


roÀl separately. 


(в) Remove thresholds, cover strips, and floor covering in forward galley 
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aren, Replace and tighten screws, 


Remove portable oxygen cylinders cron overhead stowage racks and stow 
in aft Lavatory, 


Remove oxygen masks from overhead stowage racks and stow in aft lavatory. 
Remove liferaft containers, with liferafts, from overhead stowage racks. 


Fold down and secure overhead stowage racks (see 25-25-0). 


Jen 1/70 


DOUGLAS AIRCRAFT CO. 


96-8 SIXTY БЕНӘ 


MAINTENANCE MANUAL 


r. Cargo Loadin System Hardware 
(A) Unioad carte equipment boxes from forward lower cargo compartment, 
НОТЕ; Тһе box containing the ball transfer conveyor assenblies may be 
opened inside the cargo compartment and the assemblies romovod 
separately. 
(2) After cargo loading system has been removed from boxes, install retains 
ing straps on cargo equipment boxes. Place boxes near forward Lower 
cargo compartment, 


(3) Unload forward barrier net and crew galley if applicable, Place near 
forward upper cargo door. 


(h) Unload cargo partition sections and hardware. 
d. Install Crew Protection and Convenience Equipment 
(1) Install crew galley and horizontal bean. 
(2) Install barrier net. 
(3) Install snap-on panels to close off area of removed water supply tanks, 


Н, Load Cargo Loading System Equipment Boxes and Cabin Equipment (Forward 
Lover Cargo Compartment) 


(1) Piace cargo equipment boxes in forward lower cargo compartment. 
(В) Stow cabin equipment in lower cargo compartments, 

т. Prepare for Cabin Conversion (Cargo to Passenger) 
(1) open upper cargo door and galley service doors. 


(2) Position two fork Lifts or pallet loaders, one at upper cargo door and 
one at forward lower cargo compartment. 


NOTE: Тһе fork lifts or pallet loaders must have а vertical lift of 11 
feat, If fork lifts are used, a 7xlO foot pallet should be 
utilized for loading of seats and smal} equipment. 


(3) Reconmended stations, work ereus, and task assignment (see paragraph UB), 
J, Untoad Lower Cargo Compartments 


(L) Untoad forward and aft lower cargo compartments and place equipment 
beside airplane near upper cargo door. 


(2) Place empty cargo equipment boxes in airplane cabin for packing cargo 
londing system hardware. 
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К. Remove Crew Protection and Convenience Equipnent 
(М) Remove barrier net, 
(e) Remove crew galley and horizontal bean. 
(3) Remove snap-on panele in area of water supply tanks. 
L, Remove Cargo Looding System 
(1) Disconnect cargo loading system hardware from floor, 
(a) Inspect hardware for damage or wear, 
(b) Pack in cargo equipment boxes, 


(2) Remove loaded cargo equipment boxes from cabin and place near forward 
lover cargo compartment. 


M. Load Forward Lower Cargo Compartment 


(A) Load and secure cargo equipment boxes in forward lower cargo 
compartment. 


(2) Load and secure 231 loose equipment not utilized in an all-passenger 
configuration. 


N. Install Cabin Equipment - Aft Section 

(1) Install floor covering (see 25-27-0). 
(а) Remove screws for installation of thresholds and cover strips. 
(b) Seal area to be covered with mylar. 
(c) Attach fiberglas panels to mylar, using double-face tape. 
(а) Attach floor covering to fiberglas panels using double-face tape, 
(e) Install thresholds and cover strips. Replace and tighten screws. 

(2) Install aft forward lavatories, if required (sse 25-l0-0). 

($) Install aft galleys (вое 25-20-0), end aft D.H, ooatroom. 


(4) Install miscellaneous stowage compartments on forward face of galley 
№. 3. 


(5) Raise and secure overhead stowage racks (see 25-25-0). 


(6) Install Miferaft containers with liferafts at locations shown in 
Figure 201, 
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(7) Install carpets, using retaining strips inside carpet rolls to secure 
carpet in place. 


(8) Install snap-on covers on dished side panels, 
(9) Inotall passenger seats (see 25-231). 


NOTE: begin to install seats in aft section of airplane and progress 
forward ав conversion of center and forward sections io completed. 


(10) Install aisle and galley curtains, 
i 
o. Install Cabin Equipment - Center Section 


(1) Install carpets, using retaining strips inside carpet rolls to secure 
carpet in place, 


(2) Raise and secure overhead stowage racks (see 25-25-0), 


(3) Install Liferaft container with liferafts at locations shown in 
Figure 201. 


(b) Install divider partition and header, 
P. Install Cabin Equipment - Forward Section 

(2) Assemble and instell unitized lavatory (see 25-hl-0). 

(2) Install floor coverings in doorway and galley areas (sco 25-27-0). 
(a) Remove screws for installation of thresholds and cover strips. 
(b) Seal area to be covered with mylar. 

(о) Attach fiberglas panele to mylar, using double-face tape, 
(d) Attach floor covering to fiberglas panels using double fece tape. 
(e) Install thresholds and cover strips. Replace and tighten screws, 

(3) Install forward water supply tanks (see Chapter 38). 

(u) Install galley No. 1 (see 25-30-0). ` E 

(5) Aeserble coatroom located forward of galley No. 3 (see 25-lil-0). 

(6) Install galley Ко, 2 (see 25-30-0). 


(7) Install galley area ceiling panel and fairing on Мо, 2 galley under 
water supply tanks (see 25-28-0). 


(8) Install magazine rack on aft face of No, 2 galley. 
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Tnotall galley and coatroon headers. 


Install liferaft containors with liforaftu at locations show. in 
Figure 201, 


Raise end secure ovorhead stowage racks (вее 25-25-0). 
Ghose and securo upper cargo door (see Chapter 52}. 


(а) Inotall liners and snap-out panele, 


Install carpets, using retaining strips inside rolis to secure carpet 
in place, 
Install remaining seats (вее 25-23-1). . 


CAUTION: MAKE CERTAIN SEATS WITH RESTRICTED RECLINE AND BREAKOVER BACKS: 
ARE INSTALLED AT OVERHING EXITS, 


Install coatroom and aisle curtains. 
Instell partitiong and header. 
Install table in lounge area, if applicable, 
install Emergency Equipuent (see Figure 201) 


Install evacuation slides on forward and aft passenger ontrance and 
galley service doors. 


Install evacuation slides at Туре I emergenoy exit doors. 
Install portable oxygen cylinders on overhead stowage racks. 
Install oxygen masks on overhead stowage racks. 

Install fire extinguishers (H0 end 002) in aft coatroom. 
Install fire extinguishers (H20 and 02) in forward coatroom. 
Install first aid kit in forward ooatroon. 


Oheck to ensure that all omergency equipment 4s in place, 


